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Foreword
Publishing information
This British Standard was published by BSI and came into effect on 
20 July 2006. It was prepared by Subcommittee PRI/72/4, Polyurethane,
under the authority of Technical Committee PRI/72, Rigid cellular 
materials.

Information about this document
This British Standard has been introduced to specify the requirements 
needed to ensure fitness for purpose of those polyurethane and 
polyisocyanurate cored insulation roofboards with auto-adhesively or 
separately bonded flexible and/or rigid facings used in pitched roofs in 
the United Kingdom. The requirements have been written so that 
products conforming to BS 4841-5 also conform to BS EN 13165:2001 
(including amendments 1 and 2) whilst satisfying the specified 
minimum performance levels of the properties included in the current 
standard.

Additional information for the guidance of users, installers and 
designers is given in informative Annexes A, B, C and D to this standard.

The other parts of BS 4841 have been revised to reflect recent technical 
advances and to take into account the European Standard 
BS EN 13165:2001 (including amendments 1 and 2).

Presentational conventions
The provisions of this standard are presented in roman (i.e. upright) 
type. Its requirements are presented in sentences in which the principal 
auxiliary verb is “shall”.

Commentary, explanation and general informative material is 
presented in smaller italic type, and does not constitute a normative 
element.

Contractual and legal obligations
This publication does not purport to include all the necessary provisions 
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity 
from legal obligations.
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1 Scope
This British Standard specifies requirements for polyisocyanurate (PIR) 
and polyurethane (PUR) cored thermally insulated laminated boards 
(roofboards) with auto-adhesively or separately bonded flexible and/or 
rigid facings for use in pitched roofs over, under or between rafters.

NOTE 1 Because of the changes introduced into this standard, products 
conforming to this standard also conform to BS EN 13165:2001 (including 
amendments 1 and 2).

NOTE 2 Additional information for the guidance of users, installers and 
designers is given in informative Annexes A, B, C and D to this standard.

2 Normative references
The following referenced documents are indispensable for the 
application of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies.

BS EN 822:1995, Thermal insulating products for building 
applications – Determination of length and width

BS EN 823, Thermal insulating products for building applications – 
Determination of thickness

BS EN 825:1995, Thermal insulating products for building 
applications – Determination of flatness

BS EN 826:1996, Thermal insulating products for building 
applications – Determination of compression behaviour

BS EN 1607:1997, Thermal insulating products for building 
applications – Determination of tensile strength perpendicular to faces

BS EN 13165:2001, Thermal insulation products for buildings – Factory 
made rigid polyurethane foam (PUR) products – Specification

BS EN 13501-1:2001, Fire classification of construction products and 
building elements – Part 1: Classification using test data from 
reaction to fire tests

3 Terms, definitions and symbols

3.1 Terms and definitions
For the purposes of this part of BS 4841 the following terms and 
definitions apply.

3.1.1 auto-adhesively bonded facing

NOTE These facings can be flexible 
or rigid.

facing that becomes bonded onto the PIR or PUR core during the 
process of creating it

3.1.2 separately bonded facing

facing that is bonded onto the PIR or PUR core in a separate 
manufacturing process

NOTE These facings can be flexible or rigid.
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