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Copyright

Users of British Standards are reminded that copyright subsists in all BSI publications.
No part of this publication may be reproduced in any form without the prior permission
in writing of BSI. This does mot preclude the free use, in the course of implementing
the standard, of necessary details such as symbols and size, type or grade designations,
Enquiries should be addressed to the BSI Secretariat.

Contract requirements

Attention is drawn to the fact that this British Standard does not purport te
inelude all the necessary provisious of a contract.

Revision of British Standards

In order to keep abreast of progress in the industries concerned, British Standards
are subject to periodical review. Supgestions for improvoments will be recorded
and in due course brought to the notize of the committees charged with the revision

of the standards to which they refer,

Brirish Standards are revised, when necessary, by the issue either of amendment
slips or of revised editions. It is important that users of British Standards
should ascertain that they are in possession of the latest amendments or editions.
¥ull information on all BEI publications, numbering over 6000, will be found in the
British Standards Yearbook. This information is supplemented by details published
each month in BSI News of new publications, revisions and amendments.

BST News is available to Subseribing Members of the Inctitution, All other
publications may be purchased direct from Sales Department. Enquiries concerning
subscribing membership, which has considerable advantages, will be welcomed, and
should be made to Subscriptions Department. Both departments are located at:

101 Pentonville Road, London N1 9ND {Telephone 01-837 8801: Telex 23218).

The following BSI references relate to the work on this standerd:
Committee reference ASB/2 Draft for comment 72/10652 DC

CO-OPERATING ORGANIZATIONS

The Asbestos and Asbestos—Cement Products Industry Standards Committee, under whose

supervision this standard was prepared, consists of representatives from the following
Governement departments and scientific and industrial organizations:

#Asbestos Cement Manufacturers' Associatiom Incorporated Association of Architects

Concrete Society and Surveyors

#Department of the Environment *Insticution of Civil Engineers

*Department of the Environment - #Tnsticution of Municipal Engineers
Building Research Establishment *Institution of Structural Engineers

7304-2.5k-B Continued on inside back cover
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FOREWORD

This British Standard, issued under the authority of the Asbestos and Asbestos-Cement
Products Industry Standards Committee,has been revised to bring it inte general conformity
with ISO/R 160, "Asbestos—cement pressure pipes'.

In accordance with BSI's programme of metrication, values in thic standard are
expressed in metric terms. For further information reference should be made to BS 3763
'The Tnternational System of units (SI)' and PD 5686, 'The use of SI units'.
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This standard covers pipes of nominal bores in the range 50 wm to 900 mm and sets
out the minimum perfcrmance requirements, A water avsorption test is included that
does not appear in ISO/R‘160, The pressure classifications have been brought into -
line with Continental practice. To meet the requirements of industry and users,
outside diameters are fixed, The manufacturing internal diameters, whilst open, will
in general relate more closely to the nominal bore than in the 1966 edition. In ISO/R 160
the internal, but not the external (outside), diameters are fixed.

Although test requirements for asbestos—cement products are specified in BS 4624
"Methods of test for asbestos and asbestos-cement building products', it has
nevertheless been considered desirable, in thc single case of pressure pipes, to
include the relevant tests as appendices to this standard,
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BRITISH STANDARD SPECIFICATION FOR
ASBESTOS—CEMENT PRESSURE PIPES

1. SCOPE

This British Standard specifies requirements for asbestos—cement pipes, joints and
bends suitable for use under pressure. It defines certain conditions of manufacture,
dimensions and acceptance tests applicable to these products.

NOTE. The titles of the British Standards referred to in this standard are listed
on the inside back cover,

2. PIPES

2,1 Composition. The pipes shall be made from a close and homogeneous mixture O -
essentially consisting of Portland cement complying with the requirements of BS 12%, ‘
asbestos fibre and water, excluding any materials liable to cause ultimate deterioration

in the quality of the pipes.

2,2 C(Classification. The pipes shall be clasgsified according to the hydrostatic works
test pressures shown in Table 1. The relationship between burstiny pressure {B?) and
the hydrostatic works tesr pressure (IP) shall be not less than the factors indicated
in "'able 2,

TALLE 1. CLASSIFICATION OF PIPES

Class Hydrostatic works test pressure
2
N/mm bar
15 1.5 15
20 2.0 20

25 2.5 25 O (C)

TABLE 2, FACTOKS RELATING SPECIFIED WORKS TEST PRESSURES TO
MINIMUM BURSTING PRESSURES

‘. BP
Nominal bore Factor T N
mm
Up to 100 2,0
150 to 225 1.75
250 to 500 1,50
600 and over 1.25
* Other cements may be used by agreement between the purchaser and the manufacturer. U ‘ (!j__.-f;
4

Document



http://www.avadocuments.com/doc/bs-486-1973
http://www.avadocuments.com/doc/bs-486-1973

