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Foreword

This revision was prepared under the direction of the Fibre
Reinforced Cement Products Standards Committee and is
based on ISO 160-1980 which was preparedby TC 77
‘Fibre reinforced cement products’ of the International
Organization for Standardization (ISO).

The changes in this British Standard are as follows:

(a) outside diameters at finished ends are given for the
range of nominal diameters in general use in the U.K,;

(b) clauses referring to sampling and contractural
matters have been amended or deleted;
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(c) minor editorial changes have been made.

Appendix A gives recommendations for acceptance test

procedures.

For guidance on laying asbestos-cement pipelines, see
BS 5927 and for methods for field pressure-testing of

asbestos-cement pipelines, see BS 5886.

Certification. Attention is drawn to the certification
facilities described on the inside back cover of this

standard.
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AMD 5532

Amendment No. 1
published and effective from 31 March 1989
to BS 486 : 1981

Specification for asbestos-cement pressure
pipes and joints

Revised text

AMD 5532 Foreword
March 1989 After paragraph 4 insert the following:

“The manufacture of all asbestos based products is
covered by the requirements of the Control of Asbestos at
Work Regulations 1987, introduced on 1 March 1988.
These set out comprehensive provisions covering work
activities involving exposure to asbestos. Advice on how
to comply with these regulations can be obtained from the
manufacturers of the material, from the Asbestos
Information Centre, St. Andrew’s House, 22-28 High
Street, Epsom, Surrey KT19 8AH, or from the local area
office of the Health and Safety Executive or from the
Environmental Health Department of the Local Authority.
Warning
Breathing asbestos dust is dangerous to health and
precautions have to be taken during the manufacture and
use of these products.

Particular note has to be taken of the Asbestos Products
(Safety) Regulations 1985, made under the Consumer
Safety Act 1978 and of the Asbestos (Prohibitions)
Regulations 1985* made under the Health and Safety at

Work etc. Act 1974, which prohibit the supply of products
containing amosite or crocidolite and set out requirements
for the labelling of all products containing asbestos.

Ali the above legislation implements EEC Directives.
At the end of the foreword insert the following:

* Compliance with a British Standard does not of itself
confer immunity from legal obligations.’

At the foot of the inside front cover, insert the following:

‘ *Parallel regulations for Northern Ireland came into force on 6
March 1986."

AMD 5532 Clause 3.1 Composition

March 1989 Inline 5, after ‘fibre’ insert ‘(except fibres of crocidolite and amosite, which are not
permitted)’.

AMD 5532 Clause 3.2.1 Pipes of nominal diameter up to 1000

March 1989 In line 4 of the note, delete ‘CP 2010 : Part 4’ and substitute ‘BS 8010 : Section 2.31".
At the foot of the page insert the following footnote:
‘tIn preparation.’

AMD 5532 Table 2. Pressure relationships
March 1989 Under the heading ‘Nominal diameters’, in line 2, delete ‘200’ and substitute ‘225’
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AMD 5532 Table 4. Outside diameters at finished ends

March 1989 Under the heading ‘Class 15’, in line 16, delete ‘869’ and substitute ‘882'. Under the
heading ‘Class 20, in line 16, delete ‘891’ and substitute ‘904".

AMD 5532 Clause 3.5.1.4.2 Regularity of the internal diameter

March 1989 In paragraph 2, line 8, before ‘internal’, insert ‘manufacturer’s stated'.
AMD 5532 Clause 5.2.1

March 1989 In line 6, delete ‘5.2.2" and substitute ‘5.3.2".

AMD 5532 Clause 5.2.3

March 1989 Inline 2, delete '5.1.2" and substitute ‘5.2.2".

AMD 5532 Clause 5.3.2

March 1989 Inline 2, delete '5.1.1" and substitute ‘5.2.1".

AMD 5532 Standards publications referred to

March 1989 Delete the entry for CP 2010 : Part 4 and substitute the following:

‘tBS 8010 Code of practice for pipelines
Part 2 Pipelines on land: design and construction
Section 2.3 Asbestos cement’.

After existing footnote, insert the following:

‘T In preparation.’
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