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Foreword

This revision of BS 4862 published in 1973 has been
prepared under the direction of the Mechanical Engineering
Standards Committee and is the first Part of a series
specifying mounting dimensions and related features of
single rod double acting pneumatic cylinders operating at
pressures up to 10 bar.

This Part of the standard implements the technical require-
ments of International Standard 1SO 6432* and relates to
the mounting dimensions for a commonly used series of
small bore pneumatic cylinders. It also reflects the European
Oil Hydraulic and Pneumatic Committee’s (CETOP)
Recommended Practices RP51P and RP52P for pneumatic
cylinders. The codes used in this standard to identify the
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styles

mounting types and mounting dimensions are in accordance
with 1SO 6099.
Another Part of this British Standard is:
Part 2. Specification for cylinders, 32 mm bore and over,
with detachable mountings.

It is anticipated that further Parts will be published to
specify requirements for mounting accessories such as
piston rod eye ends and fork ends, clevis brackets, etc.

This Part of this standard, together with Part 2, supersedes
BS 4862 : 1973 which is withdrawn.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

Documents

Document Sharing Hub

*1In course of preparation.
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AMD 4689

Amendment No. 1
published and effective from 31 January 1985
to BS 4862 : Part 1 : 1983

Mounting dimensions of single rod double acting
10 bar pneumatic cylinders
Part 1. Specification for cylinders up to 25 mm bore

Revised text

AMD 4689 Clause 1. Scope

J 1985 o ., . , .,
anuary In the third line, delete ‘hydraulic’ and substitute ‘pneumatic’.

AMD 4689 Table 4. Dimensions for threaded neck on head, mounting style MR3

January 1985 In column two, line four, delete ‘M18 x 1.5’ and substitute ‘M16 x 1.5".

AMD 4689 Table 5. Dimensions for angle on head, mounting style MS3
January 1985 Delete ‘“MH’ in the heading of column 5 and substitute ‘NH".
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