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Foreword

This revision of BS 4862 published in 1973 has been
prepared under the direction of the Mechanical Engineering
Standards Committee and is the second Part of a series
specifying mounting dimensions and related features of
single rod double acting pneumatic cylinders operating at
pressures up to 10 bar.

This Part of the standard implements the technical
requirements of International Standard 1SO 6431* and
relates to a series of pneumatic cylinders the design of
which will permit the mountings to be detached from the
main body of the cylinder without the need to dismantle
the cylinder. It also reflects the European Qil Hydraulic
and Pneumatic Committee’s (CETOP) Recommended
Practices RP 43P, RP 51P and RP 53P for pneumatic
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cylinders. The codes used in this standard to identify the
mounting types and mounting dimensions are in accordance
with 1SO 6099.
Another Part of this British Standard is:

Part 1. Specification for cylinders up to 256 mm bore.
It is anticipated that further Parts will be published to

specify requirements for mounting accessories such as
piston rod eye ends and fork ends, clevis brackets, etc.

This Part of this standard, together with Part 1, supersedes
BS 4862 : 1973 which is withdrawn.

Compliance with a British Standard does not of itself
confer immunity from legal obligations
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*In course of preparation.
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British Standard

Mounting dimensions of single rod
double acting 10 bar pneumatic cylinders

Part 2. Specification for cylinders, 32 mm bore and over, with detachable mountings

1. Scope

This Part of this British Standard specifies interchangeability
dimensions for seven mounting styles of a series of single
rod double acting cushioned or uncushioned pneumatic
cylinders with 32 mm to 320 mm nominal bore working at
pressure up to 10 bar” and at ambient temperatures of
-20 °C to +70 °C using lubricated air as the operating
medium. It also specifies piston rod threads for each
nominal bore and a range of cylinder strokes.

The standard relates primarily to external dimensions and
is not intended to restrict the internal design of cylinders.

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

2. Definitions

For the purposes of this Part of this British Standard the
definitions given in BS 5755 apply, together with the
following.

mounting. That part of the cylinder assembly that enables
the cylinder to be fixed to a structure and transfers to the
structure the load reaction forces acting upon the cylinder.

3. Dimensions

3.1 Basic cylinder. The dimensions of the features which
are common to all the following mounting styles shall be
as stated in table 1 and as illustrated in figure 1.

3.2 Mountings. The dimensions for the various mounting
styles shall be as follows.

Mounting Description of mounting In accordance
style with table:
MF1 Rectangular flange on head 2
MF2 Rectangular flange on cap 3
MP2 Detachable clevis on cap 4
MP4 Detachable eye on cap 5
MS1 End angles 6
MT4 Intermediate fixed or
movable male trunnion 7
MX1 Tie rods or studs at both 8

ends

*1 bar = 10° N/m? = 100 kPa.
tldentification requirements are in accordance with 1SO 4414.

3.3 Piston stroke. The nominal stroke of the piston rod
shall be selected from the range specified in BS 5755 and
shall have a tolerance in accordance with table 9.

3.4 Piston rod thread. The piston rod thread shall be the
long type of shouldered male thread specified in table 1.
NOTE. Alternative piston rod ends are specified in BS 5755.

3.5 Cylinder ports. The sizes of the entry ports and the
associated threads shall be in accordance with table 1.

4. ldentificationt

4.1 The following particulars shall be marked in a
permanently and readily visible form on all cylinders:

(a) manufacturer’s name;

(b) manufacturer’s type or model number.

4.2 |If a lack of available space does not result in
lettering too small to be legible, the following shall also be
marked on the cylinder in addition to that specified in 4.1:

(a) manufacturer’s brief address;

(b) symbol according to BS 2917 and all ports correctly
identified;

(c) safe maximum continuously rated pressure;

(d) cylinder bore diameter;

(e) piston rod diameter;

(f) length of stroke;

(g) number of this British Standard,
i.e. BS 4862 : Part 2+.

+Marking BS 4862 : Part 2 on or in relation to a product is a claim by the manufacturer that the product has been manufactured in
accordance with the requirements of the standard. The accuracy of such a claim is therefore solely the manufacturer’s responsibility.
Enquiries as to the availability of third party certification to support such claims should be addressed to the Director, Quality Assurance

Division, British Standards Institution, Maylands Avenue, Hemel Hempstead, Herts HP2 4SQ in the case of certifisgtion marks admini
by BSI or to the appropriate authority for other certification marks. B
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Datum face ——4

EE port thread
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NOTE. Dimension VD is at the discretion of the manufacturer.
Figure 1. Basic cylinder
Table 1. Dimensions of basic cylinder
All dimensions are in millimetres.
Nominal | B KK*t A* WH EE* E
bore max. Nominal Tolerance min. max.
dimension
32 30 |M10x 1.25 | 22 16 G1/8 50
40 36 |[M12x 1.256 | 24 20 G1/4 60
50 48 |[M16x 1.50 | 32 25 G1/4 70
63 48 |M16x 1.5 32 25 G3/8 85
80 60 |M20x 1.5 40 30 G3/8 105
100 60 |[M20x 1.5 40 0 35 G1/2 130
125 72 |M27x 2§ 54 -2 45 G1/2 160
160 108 |M36x 2 72 60 G3/4 195
200 108 |M36x 2 72 70 G3/4 240
250 126 [M42x 2 84 80 G1 290
320 144 |[M48x 2 96 90 G1 350

*Dimensions A and KK correspond to the ‘long’ type of piston rod end thread
specified in BS 5755.

tThread in accordance with BS 3643 : Part 1.

+Tapped thread in accordance with BS 2779. It should be noted that these thread sizes
were specified in BS 4862 : 1973 as minimum sizes.

§ 1t should be noted that BS 4862 : 1973 specified M24 X 2 thread for 125 mm bore
cylinders
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Figure 2. Rectangular flange on head
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Table 2. Dimensions of rectangular flange on head, mounting
style MF1

All dimensions are in millimetres.

Nominal | UF TF FB R w ZB
bore max. | Jg14* H13* Jg14* Nominal Tolerance | max.
dimension

32 86 64 7 32 16 124

40 96 72 9 36 20 +1.6 142

50 115 90 9 45 25 149

63 130 | 100 9 50 25 165

80 165 126 12 63 30 +20 182
100 187 150 14 75 35 198
125 224 180 16 90 45 235
160 280 | 230 18 115 60 264
200 320 |270 22 135 70 25 230
250 395 330 26 165 80 305
320 475 400 33 200 90 340
*Tolerances in accordance with BS 4500.
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