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Foreword
Publishing information
This part of BS 4875 is published by BSI and came into effect 
on 31 October 2007. It was prepared by Technical Committee FW/0, 
Furniture. A list of organizations represented on this committee can be 
obtained on request to its secretary.

Supersession
Together with BS EN 15373:2007, this part of BS 4875 supersedes 
BS 4875-1:2001, which is withdrawn.

Information about this document
This new edition of this part of BS 4875 incorporates changes made 
necessary by the publication of BS EN 15373. It does not represent a 
full review or revision of the standard, which will be undertaken in due 
course.

BS EN 15373 specifies strength and durability requirements for non-
domestic seating. Therefore, this new edition of this part of BS 4875 has 
been prepared to cover domestic seating only.

The performance requirements are verified by tests which reproduce 
normal use and common types of misuse to which seating can be 
subjected. They apply to a wide range of seating. Five test levels are 
given, corresponding to the variations in severity of end-use to be 
expected for various types of seating, e.g. delicate styles, short-life 
furniture, robust serviceable types. Whilst the tests reproduce normal 
use and common types of misuse, they do not reproduce any abuse to 
which the article may be subjected.

Annex A explains the test levels used in this standard.

The requirements apply only to the durability of the structure. They do 
not apply to the durability of filling materials, upholstery fabrics or foam 
cushions. The tests are designed to be applied to an article that is fully 
assembled and ready for use. The tests do not reproduce the effects of 
degradation of structural materials by sunlight or chemical attack.

Contractual and legal considerations
This publication does not purport to include all the necessary provisions 
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity 
from legal obligations.
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1 Scope
This part of BS 4875 specifies performance requirements for the 
strength and durability of the structure of domestic seating, including 
swivel/pedestal chairs intended for use in the home, and pouffes and 
stools.

It does not apply to multiple seating units for stadium seating, 
non-domestic seating, seating intended for educational institutions, 
office visitor chairs and office work chairs.

It does not include requirements for the durability of upholstery 
materials or the durability of mechanisms as used in convertible sofa 
beds, nor for resistance to degradation by ageing of structural materials 
or upholstery materials. It does not include requirements for seat height 
adjustment and swivelling durability of pedestal seating.

NOTE 1   Requirements for seat height adjustment and swivelling 
durability of pedestal seating are given in BS 5459-2:2000.

NOTE 2   Test methods from BS EN 1728 are specified where appropriate.

NOTE 3   The requirements of this standard are intended to demonstrate 
the ability of the item to give satisfactory service in its intended 
environment. Conformity to the standard does not ensure that structural 
failure will not eventually occur as a result of habitual misuse or after an 
excessively long period of service.

2 Normative references
The following referenced documents are indispensable for the 
application of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies.

BS EN 1728:2001, Domestic furniture – Seating – Test methods for 
the determination of strength and durability

3 Principle of the performance tests

3.1 General
Conformity to the requirements given in Clause 4 for the strength and 
durability of the structure of an article of furniture is verified by 
applying to various parts, loads or forces simulating normal functional 
use, as well as acceptable misuse, according to a graded scale of 
severity (see Annex A).

The interrelation between the tests is shown in Table 1.

The test sequence as a whole determines the following:

a) static strength and initial damage;

b) fatigue strength and damage propagation;

c) ability to withstand acceptable misuse; and 

d) demonstration of residual strength.

The magnitude of the forces applied, or the number of applications, 
varies according to the grade to which conformity is being tested.
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