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Foreword

This British Standard has been prepared under the authority of the Power Electrical Engineering Standards

Committee. It is identical with Publication 292 ‘Low-voltage motor starters’ Part 2 ‘Reduced voltage a.c. starters:

Star-delta starters’ published by the International Electrotechnical Commission (IEC). It supersedes those
requirements of BS 587 : 1957 ‘Motor starters and controllers’ that relate to star-delta starters for voltages

up to an including 1000 V a.c.

Because the text of an IEC Publication has been copied it includes some minor material not appropriate to a
British Standard.

For the purposes of this British Standard the text of IEC 292-2 given in this publication should be modified as
follows,

Terminology. The words ‘British Standard’ should replace ‘Recommendation’ wherever it appears.
Cross-references. The references to other IEC Publications should be replaced by references to British Standards
as follows.

Reference to IEC Publication Appropriate British Standard
IEC Publication 144 ‘Degrees of protection of BS 5420 ‘Degrees of protection of enclosures of
enclosures for low-voltage switchgear and switchgear and controlgear for voltages up to and
controlgear’ including 1000 V a.c. and 1200 V d.c.’*
IEC Publication 158 ‘Low-voltage controlgear’ BS 5424 ‘Controlgear for voltages up to and
Part 1 ‘Contactors’ including 1000 V a.c. and 1200 V d.c.’

Part 1 ‘Contactors’
IEC Publication 292 ‘Low-voltage motor starters’ BS 4941 ‘Motor starters for voltages up to and
Part 1 ‘Direct-on-line (full voltage) a.c. starters’ including 1000 V a.c. and 1200 V d.c.’

Part 1 ‘Direct-on-line (full voltage) a.c. starters’

*In course of preparation,
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LOW-VOLTAGE MOTOR STARTERS ’
Part 2: Reduced voltage a.c. starters: Star-delta starters '

1. General

1.1 Scope

This Recommendation applies to star-delta starters for industrial use, intended to start, in
the star connection, and accelerate an a.c. three-phase motor to normal speed and to provide
means for the protection of the motor and its associated circuits against operating overloads,
and to cause the motor to stop intentionally.

This Recommendation is additional to I E C Publication 292-1, Low-voltage Motor Starters,
Part 1: Direct-on-line (Full Voltage) A.C. Starters, which also applies provided it is not amiended
by the present Recommendation. ‘

The star-delta starters dealt with in this Recommendation are not intended for reversing
motors rapidly and, therefore, utilization category AC-4 does not appear. Moreover, they are
not designed to interrupt short-circuit currents; therefore, suitable short-circuit protection should
form part of the installation but not necessarily in the starter (see Appendix C of I E C Publica-
tion 292-1).

This Recommendation applies only to starters, the main contacts of which are intended to be
connected to circuits the rated voltage of which does not exceed 1 000V a.c.

The clauses of this Recommendation relating to overload protection are not applicable to
starters operating in conjunction with over-temperature protective devices built into the motors.

Note. — In the star connection, the current in the line and the torque of the motor are about one third of the
corresponding values for delta connection. Therefore, star-delta starters are used when the inrush current
due to the starting is to be limited, or when the driven machine requires a limited torque for starting, The
figure on Page 38 indicates typical curves of starting current, of starting torque of the motor, and of ‘
torque of the driven machine,

1.2 Object
The object of this Recommendation is to state:

1. the characteristics of star-delta starters;
2. the conditions with which starters must comply with reference to:
a) their operation and behaviour; .
b) their dielectric properties;
¢) the degrees of protection provided by their enclosures;
3. the tests intended for confirming that these conditions have been met, and the methods to be
adopted for these tests;
4, the data to be marked on the apparatus.
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* Whenever reference is made to I E C Publication 292-1, the clause with the same clause number applies, in some instances

Definitions

For the purpose of this Recommendation, the following definitions shall apply.

Starter

See I E C Publication 292-1 *

Star-delta starter

A starter for a three-phase induction motor, designed in such a way that in the starting
position the stator windings are connected in star, and in the final running position they are

connected in delta.

Manual starter

See I E C Publication 292-1.

Electromagnetic starter
See I E C Publication 292-1.

Motor operated starter

See I E C Publication 292-1.

Pneumatic starter
See I E C Publication 292-1.

Electro-pneumatic starter
See I E C Publication 292-1.

Over-current
See I E C Publication 292-1.

Overload
See T E C Publication 292-1.

Short-circuit current

See I E C Publication 292-1.

Overload relay or release
See I E C Publication 292-1.

Thermal overload relay or release
See I E C Publication 292-1.

Current setting of an overload relay or release

See I E C Publication 292-1.

modified by the text which follows.
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Current setting range of an overload relay or release
See | EC Publication 292-1.

Undercurrent relay

A measuring relay which operates when the current through it is reduced below the operating
value.

Classification

(See I E C Publication 292-1.)
(See I E C Publication 292-1.)
(See I E C Publication 292-1.)
(See I E C Publication 292-1.)

According to the method of changing from star to delta connection, star-delta starters are

designated as: ’ ,

— automatic change-over (i.e. independent of the operator), e.g.: controlled by a timer or an
undercurrent relay ;

— non-automatic change-over (i.e. dependent on the operator), e.g.: controlled by hand or by
push-buttons,

Characteristics of star-delta starters

Note, — If, for special applications, the star connection is not considered as a transitional position for starting,
but on the contrary as a normal operating connection, an agreement as to the special characteristics
required shall be reached between manufacturer and user.

Summary of characteristics

The characteristics of a star-delta starter shall be stated in the following terms, where such
terms are applicable:
— Type of switching devices (see Clause 4.2).
— Type and characteristics of automatic change-over devices (see Clause 4.8).

— Type and characteristics of relays and releases (see Clause 4.3) and number of these devices.

— Degrees of protection provided by enclosures (see I E C Publication 144, Degrees of Protection
of Enclosures for Low-voltage Switchgear and Controlgear).

— Rated values (see Clause 4.4).

— Control circuits and air-supply systems (see Clause 4.5).

— Auxiliary circuits (see Clause 4.6).

— Co-ordination with short-circuit protective devices (see Appendix C).
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Types of switching devices
See I E C Publication 292-1.

Interrupting medium (air, oil, etc.)

Method of operation
See I E C Publication 292-1.

Types and characteristics of relays and releases
See I E C Publication 292-1.

Types
See I E C Publication 292-1. -

Characteristics
See LEC Publication 292-1.

Designation and current settings of overload relays
See I E C Publication 292-1.

Time-current characteristics of overload relays
See I E C Publication 292-1.

Influence of ambient air temperature
See I E C Publication 292-1.

Rated values
See I B C Publication 292-1.

Rated voltages
See I E C Publication 292-1.

Rated operational voltages
See I E C Publication 292-1.

Rated insulation voltage
See 1 E C Publication 292-1.

Rated currents
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A star-delta starter is defined by the following rated currents; except in the case of the special
applications quoted in the note of Clause 4, all these rated currents relate to the delta connection

(since the star connection is a transitional one).

Rated thermal current
See I E C Publication 292-1.

Rated operational currents or rated operational powers
See I E C Publication 292-1.
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