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Cooperating organizations

The Mechanical Engineering Standards Committee, under whose direction
this British Standard was prepared, consists of representatives from the

following:

Associated Offices Technical Committee*®

Association of Consulting Engineers

Association of Hydraulic Equipment
Manufacturers

Association of Mining Electrical and
Mechanical Engineers

British Compressed Air Society

British Electrical and Allied Manufacturers’
Association (BEAMA)

British Gas Corporation

British Gear Manufacturers Association

British Internal Combustion Engine
Manufacturers’ Association

British Pump Manufacturers’ Association

British Steel Corporation®

British Steel industry

British Valve Manufacturers’ Association Ltd.

Cbmpe

Chartered Institution of Building Services

Crown Agents for Oversea Governments and
Administrations

Department of Industry Mechanical
Engineering®

Department of Industry National Engineering
Laboratory*

Department of the Environment (PSA)

Department of Trade (Marine Division)

Department of Transport

Electricity Supply Industry in England and
Wales*

Engineering Equipment Users’ Association®

Federation of Manufacturers of Construction
Equipment and Cranes*

Health and Safety Executive*

Institution of Gas Engineers

Institution of Mechanical Engineers

Institution of Plant Engineers

Institution of Production Engineers

Lloyd’s Register of Shipping

London Transport Executive

Machine Tool Industry Research Association

Ministry of Defence®

National Coal Board*

Oil Companies Materials Association

Process Plant Association

Telecommunication Engineering and
Manufacturing Association (TEMA)

The Society of Motor Manufacturers and
Traders Limited

The organizations marked with an asterisk in the above list, together with the
following, were directly represented on the Technical Committee entrusted
with the preparation of this British Standard:

British Ports Association

British Railways Board

Chain Testers Association of Great Britain

Corporation of Trinity House

Department of Industry National Physical
Laboratory

Federation of Civil Engineering Contractors

Federation of Wire Rope Manufacturers of
Great Britain

Machine Made Chain Manufacturers’
Association

Ministry of Aviation Supply

National Association of Drop Forgers and
Stampers

Individual Technical Experts
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National foreword

This Part of this British Standard, published under the direction of the
Mechanical Engineering Standards Committee, forms one of a series on lifting
chain and is identical with ISO 3077 “Short link chain for lifting purposes —
Grade T (8) calibrated for chain hoists and other lifting appliances” published

in 1984 by the International Organization for Standardization (ISO). |

The United Kingdom has taken part in the preparation of the International
Standard through Subcommittee 1 of Technical Committee 111, Round steel link
chains, chain wheels, lifting hooks and accessories.

This Part of this standard is intended in due course to supersede BS 3114:1959
“Alloy steel chain, grade 80. Polished short link calibrated load chain for pulley
blocks”.

Terminology and conventions. The text of the international standard has
been approved as suitable for publication as a British Standard without
deviation. Some terminology and certain conventions are not identical with those
used in British Standards; attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards
it is current practice to use a full point on the baseline as the decimal marker.

Wherever the words “International Standard” appear referring to this standard
they should be read as “British Standard”.

Cross-references

International standard Corresponding British Standard

ISO 388:1964 BS 4391:1972 Recommendations for metric basic sizes for
metal wire
(Technically equivalent)

ISO/R 643:1967 BS 4490:1969 Methods for the determination of austenitic

grain size of steel
(Technically equivalent)
ISO 1035-1:1969 BS 4229 Recommendations for metric sizes of non-ferrous
and ferrous bars
Part 2:1969 Ferrous bars
(Technically equivalent)

ISO 1834:1980¢ BS 4942 Short link chain for lifting purposes
Part 1:1981 Specification for general conditions for
acceptance
(Identical)
21n clause 2 it is indicated that ISO 1834 is in course of preparation. This standard has now been
published.

Additional information. It will be noted that clause 9, requires a quality mark
to be applied and alternative marks are permitted i.e. “I” or “8”. Manufacturers
are recommended to adopt the mark “T” as the quality mark for this grade of
chain, in order to align with the marking of other materials and components in
this grade. The use of either “T” or “8” as the quality mark is however acceptable
for compliance with this British Standard.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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