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Foreword

This Part of this British Standard has been prepared under the direction of the
Refrigeration, Heating and Air Conditioning Standards Committee in response to
requests from industry.

The committee acknowledge their debt to the Building Services Research and
Information Association’s work in formulating the methods of testing that appear
in this standard. It is intended to review this standard when a series of ISO
standards dealing with acoustic testing has been completed and published as
British Standards.

Where reference is made to British Standards for which no metric version is
available, the appropriate British Standard in imperial units should be used in
conjunction with . Attention is also drawn to and PD 5686.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
pages 1 to 16, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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Section 1. General

1 Scope

This Part of this British Standard deals with
methods of acoustic testing and rating of induction
units, defined in Part 1 of the standard, for:

a) sound power emission;
b) terminal attenuation.

2 References

The titles of the publications referred to in this
standard are listed on the inside back cover.

3 Definitions

For the purposes of this British Standard the
definitions of acoustic terms given in BS 661 apply;
other definitions given in [BS 4954-1, together with
the following, also apply.

3.1
dummy load

a flow restrictor or similar device having the same
pressure/flow characteristic as the unit under test

3.2
insertion loss

the insertion loss of an induction unit is the
attenuation it gives to noise propagated from the
system through the supply duct. It is defined here as
the difference between the sound power radiated
from the open end of the supply duct and that
radiated when the induction unit is connected to the
supply duct. The test is conducted without air flow
to determine the static insertion loss

NOTE Not all the sound power will radiate from the open end
of the supply duct, some will be reflected back into the system. In
practice the total terminal attenuation can be taken as the

insertion loss plus the end reflection (see Figure 1) for the open
end of the supply duct.

this is achieved by determining the insertion loss of
the induction unit and adding the end reflection of
the open end of the supply duct
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Figure 1 — End reflection correction
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3.3
terminal attenuation

terminal attenuation is equal to insertion loss plus
end reflection. It is defined here as the difference
between the sound power level in the supply duct
and that sound power level radiated from the
induction unit in the test location

4 Nomenclature

NOTE In the text, mean values are indicated by a bar over the
symbol.

5 General test requirements

The test shall be carried out in accordance with the
conditions and methods described in section 2
unless otherwise specified in section 1.

6 Test conditions

6.1 Location of equipment. The unit shall be

Symbol  Quantity Unit  placed in the test room in a position relative to the
P Sound pressure Pa room surfaces similar to its normal location in use.
The unit shall be mounted for test in a manner
P, Reference sound pressure Pa : . .
— 9 x 105 P which simulates, as closely as possible, the method
(=210 Pa) normally used in practice.
Ly Sound pressure level dB Water connecting pipes should be omitted from test
=20 log;o /?P. rigs.
° 6.2 Operating conditions. The test shall be
w Sound power W carried out under the steady state conditions
described for the air flow tests in _S 4954-1|.
W, Reference sound power (= 102 W) W
Ly Sound power level dB 7 Instrumentation
=10logio w Instrumentation shall comply with the provisions of
Wo section 2 and of BS 4954-1|.
Ly Mean band sound pressure level dB
of equipment 8 Test methods
Ly, Mean band sound pressure level dB 8.1 Static insertion loss
of reference source 8.1.1 Insertion loss need only be specified in
Ly Band sound power level of dB frequency bands of one octave width.
r
reference sound source 8.1.2 The unit shall be connected as shown in
. Figure 2. The chamber cross-sectional area shall be
L Equipment band sound power level dB at least 100 times the air supply duct area.
Loy, Sound power level in 8.1.3 A noise source shall be positioned inside the
Luws three adjacent one-third dB chamber. This source shall take the form of either:
L octave bands a) a loud-speaker connected to a random noise
w3 ) ] generator,
Ly Arithmetic mean sound power dB b) the reference sound source described in
level in one-third octave band, .
. section 2.
side bands .. .
) Where a tape recording is used for the noise source,
I Insertion loss dB precautions shall be taken to ensure that the output
Q Air volume flow rate m3/s remains constant throughout the duration of the
] Leneth of unit test. A closed loop tape is recommended to minimize
ength ot uni m the effects of tape sensitivity variations and the loop
L, Length of test unit m should pass the play-back head at least three times
during each frequency band measurement. The tape
Centre f H
fe entre req'uenc'y z should be of the type recommended for closed loop
T Reverberation time of the test room s working, i.e. with a permanently lubricated surface.
a Random incident absorption 8.1.4 Background noise levels shall be measured
coefficient with the sound source operating during both unit-in
% Vol f the test 3 and unit-out tests. These levels should be more
orme of Bhe test room m than 6 dB below the measured mean
S Surface area of the test room m? sound pressure levels (see also clause 21).
A Wavelength of sound m
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Key

: Noise source

: Large chamber

: Silencer

: Air inlet duct cross section area equal
to that of air inlet of unit

: Test unit

: Test room
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Figure 2 — Arrangement of equipment for insertion loss test

If the background noise level is less than 6 dB below
the mean sound pressure level measured during the
unit-in test, then this will reduce the measured
insertion loss. Where this occurs the results shall be
reported with a note to this effect.

A correction for the intrusion of background noise
affecting the measurements of sound pressure level
with the equipment operating shall be applied for
the condition indicated in Table 1.
NOTE For measurement of noise of quiet equipment
see Appendix B.

Table 1 — Correction conditions for

background noise

Increase in room sound

pressure level produced Correction

by equipment operation

dB

0tob No correction permitted
but results may be
reported as affected by
background noise

6to 8 Subtract 1 dB from
measured Lp

Above 8 No correction

8.1.5 The test shall be carried out as follows:

a) with the unit installed as shown in Figure 2
start the noise source and measure the mean
sound pressure level in the test room;

b) remove the unit and with the same input to the
noise source as in a) measure the mean sound
pressure level in the test room.

8.1.6 The static insertion loss is the difference in
sound pressure levels between the unit out and the
unit in.

Noise from the source which reaches the
microphone measuring stations without passing
through the unit under test (flanking transmission)
will appear to reduce the insertion loss. The
following procedure shall be carried out to
determine whether this is occurring.

a) Measure the octave band sound pressure level
in the same way as for the unit in test with the
sound source operating.

b) Block the duct upstream of the unit with a high
transmission loss barrier immediately upstream
of the unit and repeat the test a).
If the octave band sound pressure level measured
under b) is at least 10 dB below that measured
under a) in each band of concern, the insertion loss
measurements made on the unit will not be affected
by such flanking transmission.
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