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Foreword

After the completion of BS 4958 work continued on a
standard for school colour television receivers. The same
concept was applied as for BS 4958, namely that the
specification of a school television receiver should not
deviate from that of a domestic television receiver

except where necessary. However, at the present time
there is no comprehensive British Standard or International
Standard for domestic colour television receivers, Work is
currently in progress within [EC (International Electro-
technical Commission), in which the UK is taking an
active part, to produce a standard covering methods of
measurement-and performance of television receivers,

Full document details: BS 4958:Supplement No. 1:1976

SUPPx1 7L WM 1lbZ24bkbL9 017051k 9 WA

Page
3. Electrical output requirements 2
3.1 General 2
3.2 Picture tube display 2
3.3 Video output to socket 2
3.4 Audio output 3
3.5 Audio output to socket 3
4, Controls 3
4.1 Principal controls 3
4.2  Viewer preset controls 3
4.3 Input selector switch 3
5. Electrical and mechanical construction 3
6. Safety requirements 3
7. Reliability 3

including colour receivers, but until a standard resulting
from the IEC work is available it is not possible to specify
test requirements for school colour television receivers,

This supplement is therefore intended as an interim
document to provide general guidance in the assessment of
suitable parameters for colour receivers. Many of the
requirements of BS 4958 are equally applicable to colour
receivers; where this is so, reference has been made to

the relevant clause of BS 4958,

This supplement should be read in conjunction with
BS 4958; clauses are numbered to align.
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Supplement No. 1 (1976) to
BS 4958 : 1973

British Standard Specification for

School television receivers and stands

Supplement No. 1. Colour television receivers

1. General

1.1 Scope

This supplement invokes relevant clauses of BS 4958 for
the construction and performance requirements of mono-
chrome television receivers, amended as necessary to
apply to colour receivers, and specifies additional
performance requirements applicable only to colour
television receivers for use in schools.

The requirements of BS 4958 in respect of stands on
which television receivers can be mounted apply equally
to colour receivers.

NOTE. The titles of the standards publications referred to in this
Supplement are listed on the inside back cover.

1.2 Definitions and symbols

The references given in BS 4958 apply.

1.3 Installation

Attention is drawn te CP 1020 for guidance about
installation. Care should be taken to minimize the effects
of close-spaced echoes upon the chrominance signal,
whichrcan adversely affect the quality of colour reception,

by selection of a suitable aerial and by careful positioning
and alignment.

1.4 Testing
The test methods referred to in BS 4958 are not sufficiently

comprehensive to assess the performance of colour receivers.

Appropriate methods of measurements are in preparation
(see foreword).

1.5 Interference

The references given in BS 4958 apply.
1.6 Marking .

The requirements of BS 4958 apply.

NOTE, The titles of the standards publications referred to in
this supplement are listed on the inside back cover.

2. Electrical signal input

The signal-to-noise ratios referred to in clause 2 of BS 4958
apply to the luminance channel only. Under normal
reception conditions, it is recommended that the input
signal level to the receiver should be not less than 500 pV.

2.1 General
The requirements of BS 4958 apply.

2.1.1 VHF and UHF 625 lines direct off-air reception
2.1.1.1 Channels. The requirements of BS 4958 apply.

2.1.1.2 Sensitivities. The values given in BS 4958 are not
applicable to colour receivers; appropriate methods of
measurement are in preparation.

2.1.1.3 Maximum input. The requirements of BS 4958
apply.

2.1.1.4 Aerial input impedance. The requirements of
BS 4958 apply.

2.1.1.5 Connectors. The requirements of BS 4958

apply.

2.1.1.6 Tuning stability. The receiver operating frequency
stability shall be such that the frequency variation does not
exceed * 100 kHz during a period of 2 h in which the
mains voltage and ambient temperature are maintained
constant,

Where automatic frequency control is provided, it shall
be possible to render it inoperative when making preset
tuning adjustments.

2.1.2 VHF and UHF 625 line reception via wired network
2.1.2.1 Channels. The requirements of BS 4958 apply.

2.1.2.2 Sensitivities. The values given in BS 4958 do
not apply to colour receivers; appropriate methods of
measurement are in preparation.

2.1.2.3 Maximum input. The requirement of BS 4958
applies.

2.1.2.4 System input impedance. The requirements of
BS 4958 apply.

2.1.2.5 Connectors. The requirement of BS 4958 applies.

2.1.2.6 Tuning stability. The receiver operating frequency
stability shall be such that the frequency variation does
not exceed £ 100 kHz during a period of 2 h in which

the mains voltage and ambient temperature are maintained
constant.

Where automatic frequency control is provided, it shall be
possible to render it inoperative when making preset
tuning adjustments.

2.1.3 625 line reception with HF wired network. The
requirements of BS 4958 apply.

2.1.4 625 line reception from a video source and accom-
panying audio {only required on receivers with additional
facilities). The requirements of BS 4958 apply.
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