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National foreword

This British Standard has been prepared under the direction of the Plastics and
Rubber Standards Policy Committee and is identical with ISO 3949 : 1991
Plastics hoses and hose assemblies — Thermoplastics, textile-reinforced,
hydraulic type — Specification, published by the International Organization for
Standardization (ISO).

It supersedes BS 4983 : 1984, which is withdrawn.
Cross-references

International standard Corresponding British Standard

ISO 1307 : 1983 BS 6597 : 1985 Specification for rubber and plastics
hoses: internal diameters and tolerances and tolerances
on length
(Identical)

ISO 1402 : 1984 BS 5173 Methods of test for rubber and plastics hoses and
hose assemblies
Part 102 Hydraulic pressure tests
Section 102.1 : 1985 Hydrostatic tests
(Identical)

ISO 1817 : 1985 BS 903 Physical testing of rubber
Part A16 : 1987 Determination of the effect of liquids
(Identical)

Part 5173 Methods of test for rubber and plastics hoses
and hose assemblies

ISO 4671 : 1984 Part 101 Determination of dimensions
Section 101.1 : 1985 Measurement of dimensions
(excluding length)

(Identical)

ISO 4672 : 1988 Part 106 Environmental tests
Section 106.1 : 1989 Determination of low temperature
Slexibility
(Identical)

ISO 6803 : 1984 Part 102 Hydraulic pressure tests
Section 102.5 : 1985 Pressure impulse test for high
pressure hydraulic hoses
(Identical)

ISO 7326 : 1991 Part 106 Environmental tests

- Section 106.3 : 1991 Determination of ozone resistance
(Identical)

ISO 7751 : 1991 has now been published and it is envisaged that a new edition of
BS 6596 will be published which will be identical with ISO 7751 : 1991.

Annex A forms an integral part of this British Standard.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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