' BSI BS*4Y989 84 WM 1b24LLY 0040214 1 mN

BS 4989: 1984

UDC 728.76:379.837

=

-

© British Standards Institution. No part of this publication may be photocopied or otharwise reproduced without the prior parmission in writing of BSI
L _ _ _ ]

British Standard Specification for

® Holiday caravans

Résidences mobiles — Spécifications

Feriencaravans

X4

British Standards Institution PR—

Full document details: BS 4989:1984



http://www.avadocuments.com/doc/bs-4989-1984
http://www.avadocuments.com/doc/bs-4989-1984

BSI BSx4989 a4 WM lbaukbd 0040215 3 WM

BS 4989 : 1984

Contents | 6

Page
Foreword inside front cover
Committees responsible Back cover

Specification

1 Scope

Definitions

Design

Materials

Thermal insulation

Installation of services and appliances
Ventilation

Decoration

Warning notice

Owner’s handbook

COENDGRWON
ARPRWWWN == -

-

Foreword

This revision of this British Standard has been prepared
under the direction of the Basic Data and Performance
Criteria for Civil Engineering and Building Structures
Standards Committee. It supersedes the 1973 edition
which is withdrawn.

The main concern of the Technical Committee in preparing

this revision has been the safety and performance of

holiday caravans, Such caravans are designed for holiday

use only and not for full-time residential accommodation.

They are intended to be sited either permanently or for

jong periods in one position, but have to be capable of

being transported by road and of being manoeuvered on

their own wheels for siting. ‘

This revision incorporates the developments that have
oceourred in design, materials, installation of appliances and
systems, means of escape and standards of safety. In parti-
cular, requirements for upholstered furniture, glazed areas
and Improved insulation have been Included. It specifies
essential equipment to be provided and certain additional
items, and includes requirements for protection against
metal corrosion and timber decay.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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Specification

1 Scope

This British Standard specifies requirements for the size,
accommodation, essential equipment, thermal insulation
and safety aspects of caravans that are suitable for holiday
accommodation and are intended to be sited permanently
or for long periods in one position. It also specifies require-
ments for certain additional items of equipment and for
protection against metal corrosion and timber decay.

It does not include requirements for structural strength.

This standard is not applicable to touring trailer caravans
and motor caravans, nor to mobile homes intended for
full-time residential accommodation.

NOTE 1. For touring trailer caravans, see BS 4626 and for mobile
homes see BS 3632.

NOTE 2. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Definitions

For the purposes of this standard the definitions given in
BS 5264 apply.

3 Design

3.1 Occupancy

The occupancy of the holiday caravan shall be described by
stating the number and type of double and/or single berths,
e.g. one fold-away double bed, one fixed single bed,

two convertible seat/bunks, two children’s bunks.

3.2 Sizes

3.2.1 All floor areas shall be calculated from internal
measurements at floor level.

3.2.2 The total floor area shall be not less than 14 m?.

3.2.3 The ceiling height, measured internally, shall be not
less than 1980 mm.

3.3 Accommodation

3.3.1 General. The accommodation shall provide a living
area, an area for meals, a kitchen and a sleeping area or
areas.

NOTE. The living and meal areas may also provide the sleeping
facilities.

3.3.2 Toilet compartment. |f a toilet compartment is
provided it shall, when in use, have a minimum size at floor
level of 1100 mm x 700 mm. If that part of the caravan
used for the preparation of meals is a compartment that can
be closed off from other parts of the caravan by fully
closing doors, there shall be two doors, separated by a
ventilated space, between it and the toilet compartment.

3.3.3 Porch. If a porch is fitted over an external door of a
caravan any external door of the porch shall open outwards
and give direct access to the open air. The porch door shall
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not impede, nor be impeded by, the full opening of

the external door of the caravan and no other door within
the porch shall obstruct the means of escape. No ventilation
opening of the caravan nor terminal to the flue of any
fuel-burning appliance shall be located within an enclosed
porch.

3.4 Doors

An external door shall be provided which opens outwards.
Caravans of more than 8 m in length, when measured

600 mm above internal floor level, shall have two external
doors, at least one of which shall open outwards.

The external doors shall be spaced not less than 2500 mm
apart, when measured between the nearest inner faces of the
frames. If a sliding external door is fitted it shall be screened
to prevent its movement being obstructed and shall be
marked clearly inside the caravan with an arrow indicating
the direction of opening.

3.5 Windows

The living area, the area for meals, the kitchen and the
sleeping area shall each be provided with windows, the total
glazed area of which shall be not less than 10 % of each
floor area.

than 5% of those respective floor areas.

3.6 Glazing

Glazing in doors and windows shall be in accordance with
BS 6262.

3.7 Means of escape

3.7.1 General. The living areas, the area for preparation
and consumption of meals and the sleeping areas shall each
be provided with an escape window or door which gives
direct access to the open air. This includes each sleeping
area formed as a result of permanent or temporary parti-
tioning. In the case of a door this may be through a porch,
the access to the external door of which shall comply with
the requirements of 3.3.3. It shall be possible to proceed
to an escape window or door without passing within 1 m
of any cooking appliance.

3.7.2 Escape doors. Escape doors shall open outwards and
shall give a clear opening of not less than 1740 mm in
height and 570 mm in width and shall be capable of being
easily and quickly opened from the inside.

3.7.3 Escape windows. Escape windows shall be clearly
marked ‘means of escape’ in green lettering not less than
6 mm high. The minimum clear opening shall be either:

(a} 905 mm wide and 530 mm high; or
(b} 535 mm wide and 750 mm high.

No rigid internal fitting shall project into the clear opening
and no sill shall be more than 900 mm above floor level.

Escape windows shall be capable of being easily and quickly
opened from the inside and, where top-hung, shall be fitted

with friction-type side fastenings hal
than 70 ° and shall remain fully oﬁééu?ﬁécﬁlfg

Windows to thejiving areaﬁ,ﬁthg area for meals and
‘to the kitchen shall be openable to the extent of not less C
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