METRIC UNITS 4L. 35, March, 1970

UDC 629.7:669.715-4-14 (Superseding British Standard 3L. 35)

BRITISH STANDARD : AEROSPACE SERIES
SPECIFICATION FOR

INGOTS AND CASTINGS OF Y’ ALUMINIUM ALLOY

(Heat treated):
(Suitable for pistons)

(Cu 4, Mg 15, Ni 2:1)

1. INSPECTION AND TESTING PROCEDURE

The ingots and castings shall be inspected and tested in accordance with the relevant requirements of
British Standard L. 101 as follows:

Ingots Sections 1 and 2
Castings not subject to cut-up testing Sections 1 and 3
Castings subject to cut-up testing Sections 1 and 4

2. CHEMICAL COMPOSITION

2.1 The chemical composition of the ingots and castings shall be:

Per cent
Element -
min. max.
Copper 35 45
Magnesium 1°2 17
Silicon - 0-6
Iron . - 06
Silicon plus iron - 1-0
*Manganese - 06
Nickel 18 23
*Zinc - 0-1
*Lead - 0-05
*Tin - 005
*Titanium - 0-25
Aluminium - The remainder

*The proportion of casts in which this element is determined may be reduced, subject to the discretion of the Inspect-
ing Authority, to not less than one in five of those analysed.

2.2 The ingots shall be grain refined with titanium or with titanium and boron. The ingot maker shall declare
the grain refining element(s) used.
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3. HEAT TREATMENT
3.1 The castings and test samples shall be heat-treated together as follows:
(1) Heat at a temperature of 510 + 10°C for not less than 6 hours.
(2) Quench in boiling water, in oil or in an air blast.
(3) Age at room temperature for 5 days or heat at a temperature of 100 + 5°C for 2 hours.

4. MECHANICAL PROPERTIES

NOTE. The tensile test values specified for test pieces machined from separately cast test sampleés may not be
realized in certain portions of castings.

The mechanical propertics obtained from secparately cast test samples, selected and prepared in accor-
dance with the relevant requirements of British Standard L. 101, shall be not less than the following values:

Test sample 0°2% proof stress Tensile strength
MN/m? MN/m?

Sand cast 210 220

Chill cast 230 280

NOTE. 1 MN/m? = 0-102 kgf/mm? = 0'1 hbar = 0°065 tonf’in’. Information on ST units is given in BS 350, ‘Conversion
factors and tables’, and PD 5626, ‘The use of SI units’.

This British Standard, having been approved by the Aerospace Industry Standards Committee, was published under
the authority of the Executive Board of the Institution on 26 March, 1970.

The Institution desires to call attention to the fact that this British Standard does not purport to include all the
necessary provisions of a contract.

) British Standards are revised, when necessary, by the issue either of amendment slips or of revised editions. It is
important that users of British Standards should ascertain that they are in possession of the latest amendments or
editions.

The following BSI references relate to the work on this standard:
Committee reference ACE/27 Draft for comment 69/20612

SBN: 580 05898 0

Documents

Document Sharing Hub

Full document details: BS 4L 35:1970


http://www.avadocuments.com/doc/bs-4l-35-1970
http://www.avadocuments.com/doc/bs-4l-35-1970

