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BS 5041 : Part 2 : 1987

Foreword

This revision of BS 5041 : Part 2 has been prepared under
the direction of the Fire Standards Committee and
supersedes BS 5041 : Part 2 : 1976, which is withdrawn.
It specifies requirements for copper alloy gate valves for
use on dry risers, tests and marking.
The subjects of the other Parts in the BS 5041 series of
general specifications for fire hydrant systems equipment
are as follows.

Part 1 Landing valves for wet risers

Part 3 Inlet breechings for dry riser inlets

Part 4 Boxes for landing valves for dry risers

Part 5 Boxes for foam inlets and dry riser inlets
These Parts give detailed requirements for most of the other
special items required for wet and dry risers described in
BS 5306 : Part 1.
A full bore valve, as specified in this Part, is needed in dry
risers to ensure minimum resistance to water flow, and stem
diameters have been specified to ensure reliability.
In this standard metric values are given in Sl units;
for further information reference should be made to
BS 3763. Some nominal bores and thread sizes are given
in inches to accord with the standards referred to.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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AMD 5776

Amendment No. 1
published and effective from 29 July 1988
to BS 5041 : Part 2 : 1987

Fire hydrant systems equipment
Part 2. Specification for landing valves for dry risers

Revised text

AMD 5776 Clause 8.1 Flow-way dimensions
July 1988 In line 2 delete ‘563.5 mm’ and substitute ‘63.5 mm".

AMD 5776 Clause 13.3 Threads on stems

July 1988 . . .
uly In line 2 delete ‘root’ and substitute ‘major’.
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