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National foreword

This British Standard has been prepared under the direction of the Rubber
Standards Policy Committee and is identical with ISO 2476 : 1988 ‘Rubber,
butadiene (BR) — Solution-polymerized types — Evaluation procedure’,
published by the International Organization for Standardization (ISO). It
supersedes BS 5047 : 1982, which is withdrawn.

Cross-references

International standard Corresponding British Standard

ISO 37 : 1977 BS 903 Methods of testing vulcanized rubber
Part A2 : 1971 Determination of tensile stress-strain
properties
(Technically equivalent)

1SO 247 : 1978 BS 5923 Methods for chemical analysis of rubber
Part 1 : 1980 Determination of ash
(Identical)

ISO 471 : 1983 BS 903 Methods of testing vulcanized rubber
Part A35 : 1985 Temperatures, humidities and times for
conditioning and testing of test pieces

(Identical)
ISO 1795 : 1974 BS 6315 : 1982 Methods for sampling and sample
ISO 1796 : 1982 preparation of raw rubber
(Technically equivalent)
ISO 2393 : 1973 BS 1674 : 1976 Specification for equipment and general

procedure for mixing and vulcanizing rubber test mixes
(Technically equivalent)

ISO 3417 : 1977 BS 1673 Methods of test for raw rubber and unvulcanized
compounded rubber
Part 10 : 1977 Measurement of prevulcanizing and curing
characteristics by means of curemeters
(Technically equivalent)

The Technical Committee has reviewed the provisions of ISO 248 : 1979 and

ISO 289 : 1985 to which reference is made in the text, and has decided that they
are acceptable for use in conjunction with this standard. A related British
Standard for ISO 248 : 1979 is BS 5923 ‘Methods for chemical analysis of rubber
Part 3 : 1981 Determination of volatile matter content of raw rubbers’.

Additional information

The NBS standard reference materials referred to in 5.1 correspond to materials
given in BS 4398 : 1969 ‘Specification for compounding ingredients for rubber
test mixes’.

NBS, the National Bureau of Standards in the USA, is now the National Institute
of Standards and Technology, so NBS references should now more accurately be
called NIST references.

The ring specimens referred to in 5.2.2.1.2 g), 5.2.2.2.2 f) and 5.2.2.3 j) are not
included in BS 903 : Part A2 : 1971 because the dumb-bell type specimen is used
almost exclusively in the UK.

It is customary in the UK to condition the rubber at 23 °C, which is one of the
preferred temperatures given in ISO 2393 : 1973 (see 5.2.2.1.1 g), clause 6 and
clause 8).

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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