BS 5085 : Part 2 : 1976

UDC 645.1 : 69.025.356 — 419 : 678.743.22.06 :
678.743.22 — 405.8

Specification

Backed flexible PVC flooring

Part 2. Cellular PVC backing

Revétements de sol flexibles en polychlorure de vinyle a dossier
Partie 2. Dossier en polychlorure de vinyle alvéolaire

Kaschierter, biegsamer PVC-Bodenbelag
Teil 2. PVC-Schaumkaschierung

o
‘
Lo Xy

L Uoclimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW et
E———————— BitiSh Standards

Full document details: BS 5085-2:1976


http://www.avadocuments.com/doc/bs-5085-2-1976
http://www.avadocuments.com/doc/bs-5085-2-1976

BS 5085 : Part 2 : 1976

Contents
Page
Inside front cover
Back cover

Foreword
Co-operating organizations

Specification

. Scope

. References

. Materials

. Colour and surface characteristics
. Dimensions

. Requirements

Sampling and compliance
Marking

NN = e e -

Appendices

A. Conditioning of samples

B. Method of measuring width

C. Method of measuring thickness
D. Method of test for ply adhesion

wWwww

Foreword
This Part of this British Standard has been prepared under

the authority of the Plastics Industry Standards Committee.

Flexible PVC flooring falls into two main categories:
(a) unbacked;
(b) backed.

Unbacked flexible PVC flooring is dealt with in BS 3261
‘Unbacked flexible PVC flooring'. The present standard
concerns backed flexible PVC flooring and is in several
Parts, depending on the type of backing material to be
specified. Part 1 concerns materials with needle-loom felt
backing, and Part 2 concerns materials backed with cellular
PVC, produced either by chemical blowing or by physical
entrapment of air. It is intended to publish other Parts
dealing with backings of other materials.

Assessment of resistance to wear, using a laboratory
abrasion machine, has been considered but an acceptable
machine has not been found. It has, however, been shown™
that for cellular backed flexible PVC flooring a relationship
exists between the wear resistance of the material and the
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work required to rupture it in tension. A higher value for
work to rupture normally indicates greater wear resistance.
Work to rupture and the product of tensile strength and
elongation are approximately the same, so a test to deter-
mine this product, generally called the elastic product, has
been included.

It is realized that the colour of materials covered by this
standard will have an important influence on the effect of
room surfaces. The attention of users is drawn to BS 4902
‘Sheet and tile flooring colours for building purposes’.

Recommendations for the selection, laying and mainten-
ance of different types of flooring are given in CP 203
‘Sheet and tile flooring (cork, linoleum, plastics and
rubber)’, Part 2 ‘Metric units’. For information on airborne
and impact sound insulation of floors, the user is referred
to BS 2750 ‘Recommendations for field and laboratory
measurement of airborne and impact sound transmission in
buildings’.

Certification. Attention is drawn to the certification
facilities described on the inside back cover of this standard.

*See Building Research Establishment Miscellaneous Paper 13 ‘The resistance to wear of flooring materials’.
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British Standard Specification

BS 5085 : Part 2 : 1976.

Backed flexible PVC flooring

Part 2. Cellular PVC backing

1. Scope

This Part of this British Standard specifies requirements for
flexible PVC flooring that has a wear layer, an underlayer
and a backing of cellular PVC and is supplied in continuous
lengths. It does not deal with flooring incorporating a
reinforcing layer that cannot be removed without causing
damage to the wear layer.

2. References

The titles of the British Standards referred to in this
standard are listed on the inside back cover.

3. Materials

3.1 The wear layer shall consist of a thoroughly blended
composition of polymeric material which may contain
fillers and/or pigments. The polymeric material shall
consist substantially of one or both of the following:

(a) vinyl chioride polymer;
{b) vinyl chloride copolymers.

The polymeric material shall be compounded with suitable
plasticizers and stabilizers.

3.2 The backing shall consist of a layer of plasticized viny!
chloride polymer and/or viny! chloride copolymers,
suitably stabilized and converted into a cellular state by
chemical blowing or the physical entrapment of air. The
backing may contain fillers and/or pigments.

3.2 A reinforcing layer of woven or non-woven fabric may
be incorporated between the wear layer and the cellular
backing.

4. Colour and surface characteristics

The flooring shall have a uniform wearing surface. The
colour and also the pattern, marbling or mottling, if
present, shall extend through the full thickness of the wear
layer and shall match a sample agreed upon by the
purchaser and the supplier. Flooring having an embossed
surface or other design effects penetrating only part of
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the thickness, may be supplied as agreed between the
purchaser and the supplier. The permanence of such
surfaces depends on the traffic density and should be
considered in the choice of these types.

NOTE. In normal manufacture, flooring from different batches

may vary somewhat in colour. A variation in marbling or mottling
is characteristic of the material.

5. Dimensions

5.1 Overall thickness. The flooring shall be of even
thickness and of one of the following overall thicknesses.

Overall thickness Tolerance

mm mm

2.0 + 0.30
-0

2.5

3.0 +0.30

4.5

5.2 Wear layer thickness. The thickness of the wear layer
shall be stated by the supplier, but in no case may it be less
than 1.0 mm. The tolerance on the stated thickness shall be
+0.13 mm.

5.3 Backing thickness. The flooring shall have a minimum
thickness of backing of 1.0 mm. Any reinforcement present
shall be considered to be part of the backing.

5.4 Width. The flooring shall have one of the following
widths: 1.2m,1.5m, 1.8 m,2.0m, 2.1 m.

5.5 Non-standard dimensions. Other thicknesses and
widths may be supplied by special arrangement.

6. Requirements

The flooring shall comply with the requirements in table 1.
All samples or test pieces shall be conditioned before test in
accordance with appendix A, unless otherwise stated in the
relevant appendix.
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