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AMD 3593

Amendment Slip No. 1
published and effective from 30 January 1981
to BS 5121 : 1975

Rubber sandblast hose

Revised text

AMD 3593 Contents
January 1981 Under ‘Appendices’ against both ‘A’ and ‘E’ delete the existing text
and substitute ‘Text deleted’ in both places.

AMD 3593 Foreword
January 1981 .. . . .
Delete existing paragraph 3 and substitute the following text above the note:

‘In the preparation of this standard consideration was given to a preliminary draft of
ISO 3861-1977 ‘Rubber hose for grit blasting’ which was discussed in Technical
Committee TC 45 of the International Organization for Standardization (ISO). After
publication of ISO 3861, amendments were approved to the British Standard to align
it more completely with the International Standard particularly in respect of:

(a) pressure requirements;
(b) thickness of the lining and cover up to 19 mm bore;
(c¢) inclusion of requirements for dissipation of static electricity.

However, the responsible UK committee did not consider the provisions of ISO 3861
to be completely acceptable for application in the UK; consequently the amended
British Standard differs from ISO 3861 in the following respects:

(a) the United Kingdom usage of ‘sandblast’ in preference to ‘grit blasting’;

(b) inclusion of hoses with nominal bores of 12.5 mm, 16 mm, 19 mm, 38 mm
and 45 mm and exclusion of hoses with nominal bores of 20 mm and 40 mm;

(c) tighter tolerance on bore for hoses with a nominal bore of 25 mm and larger;
(d) requirements for a thicker lining on hoses with a nominal bore of 19 mm and
larger;

(e) for both lining and cover, more stringent requirements for tensile strength and
slightly relaxed requirements for elongation at break;

(f) permitted change in elongation after accelerated ageing.

It is intended to specify a requirement and test method for abrasion resistance of the
lining when present discussions within ISO/TC 45 have been finalized.’

AMD 3593 1. Scope
January 1981 In line 2 of the existing clause delete ‘5 bar’ and substitute ‘6.3 bar’.
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AMD 3593
January 1981

Clause 3.1
In item (a) delete the existing text and substitute the following:

‘(2) a rubber lining which is highly resistant to abrasion’.
At the end of the existing clause insert the following new paragraph:
‘They shall be suitably compounded to comply with the
requirements of 6.3. Alternatively, by agreement between the
manufacturer and the purchaser, dissipation of static electricity
may be provided for by the inclusion of a bonding wire. The
bonding wire shall consist of at least nine strands and the metal
used shall have a high resistance to fatigue.’

Clause 4.2 Lining and cover thickness

In line 1, delete ‘When measured as described in appendix A’
and substitute ‘When measured in accordance with the method
described in BS 5173 : Part 1°.

AMD 3593
January 1981

AMD 3593
January 1981

Table 2. Thickness (minimum) of lining and cover
Delete the existing table and substitute the following:
Table 2. Thickness (minimum) of lining and cover

Nominal bore Lining Cover
mm mm

Up to and including 19 mm 5.0 1.5

Over 19 mm 6.0 15

Clause 6.2 Pressure requirements

In line 1 delete ‘When tested as described in appendix E’
and substitute ‘When tested in accordance with the method
described in BS 5173 : Part 2°.

AMD 3593
January 1981

AMD 3593
January 1981

Table 5. Hose hydrostatic pressure requirements

In column 2, headed ‘Requirement’, delete ‘S barf’ and substitute
‘6.3 bart’; also delete ‘10 bar’ and substitute ‘12.5 bar’ and
delete 20 bar’ and substitute 25 bar’.

New clause 6.3
Insert immediately after table 5, the following new clause:

AMD 3593
January 1981

6.3 Electrical resistance. When tested in accordance with the
method described in BS 5173 : Part 4, the electrical resistance
shall not exceed 2 x 10 ohm/m.’

AMD 3593 Appendix A. Measurement of thickness

J 1 . . . ,
anuary 1981 Delete the entire existing text and substitute ‘Text deleted.
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