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Methods of test for

Footwear and footwear
materials —

Part 4: Other components —

Section 4.12 Fastness of fibreboard
finishes to rubbing in the presence of
water and perspiration

NOTE It is recommended that this Section should be read in conjunction with
BS 5131-0, published separately.
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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Textiles and
Clothing Standards Policy Committee (TCM/-) to Technical Committee
TCM/39, upon which the following bodies were represented:

British Footwear Manufacturers’ Federation
British Leather Confederation

British Rubber Manufacturers’ Association
British Steel plc

Consumer Standards Advisory Committee of BSI
Cork Industry Federation

Footwear Components Federation

Footwear Distributors’ Federation

Institute of Trading Standards Administration
Iron and Steel Trades Confederation

Lancashire Footwear Manufacturers’ Association
Mail Order Traders Association of Great Britain
Ministry of Defence

National Union of Footwear, Leather and Allied Trades
Office of Fair Trading

SATRA Footwear Technology Centre

The following bodies were also represented in the drafting of the standard,
through subcommittees and panels:

British Adhesives and Sealants Association
British Paper and Board Industry Federation
British Plastics Federation

Multiple Shoe Retailers’ Association

RAPRA Technology Ltd.

This British Standard, having
been prepared under the
direction of the Textiles and
Clothing Standards Policy
Committee, was published
under the authority of the
Board of BSI and comes

into effect on Amendments issued since publication
31 December 1990
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Foreword

This Section of BS 5131 has been prepared under the direction of the Textiles and
Clothing Standards Policy Committee. It supersedes BS 5131-4.12.1:1979 and
BS 5131-4.12.2:1978, which are withdrawn.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
pages 1 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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