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Foreword

This British Standard has been prepared under the authority of the Electrical 
Industry Standards Committee. It deals with electrical instruments in which the 
indicating or recording device is driven by a motor or other device controlled 
electromechanically or electronically by the measured quantity, in 
contradistinction to direct-acting instruments in which the indicating or marking 
device is mechanically connected to and actuated by the moving element.
It is the first British Standard dealing with indirect-acting electrical instruments 
to be published, and is based, wherever possible, on IEC Publication 484 “Indirect 
acting measuring instruments”, in the preparation of which the UK has fully 
participated. While the international recommendation covers instruments of both 
the electrical balance and mechanical balance types, the British Standard has 
been restricted to the former, because the small interest in the mechanical 
balance type in the UK does not justify the complication of incorporating it 
satisfactorily.
In accordance with international practice, the concept of accuracy class has been 
used throughout this British Standard. The performance of instruments is 
characterized by a number, termed the class index, which designates the upper 
limit of instrument error, expressed in per cent when the instrument is used 
under reference conditions.
Instruments of the direct-acting type are dealt with in BS 89 “Direct-acting 
electrical indicating instruments”, Part 1: “Single purpose direct acting electrical 
indicating instruments and their accessories” and BS 90 “Direct-acting electrical 
recording instruments and their accessories”.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
pages 1 to 34, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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1 Scope
1.1 This British Standard specifies requirements for indirect-acting electrical instruments using a null 
balance method which need an auxiliary electrical power supply.
These instruments may indicate the value of the measured quantity or record the value of the measured 
quantity as a function of time. Instruments may combine both these functions.
1.2 This standard also applies to electrically operated measuring equipments, provided that the electrically 
operated measuring instrument (receiver) only is considered and that the relationship between the 
non-electrical and the electrical quantity is known.
1.3 This standard does not apply to:

a) devices comprising a direct-acting indicating and/or recording instrument energized by a measuring 
amplifier;
b) electrically operated measuring equipment when the relationship between the non-electrical and the 
electrical quantity is not known;
c) control apparatus even though it includes indicating or recording instruments;
d) indirect-acting electrical instruments in which the measured quantity is presented in the form of 
digits, codes, punched cards, etc.;
e) position follower instruments;
f) recording instruments in which the chart movement is a function of a quantity other than time;
g) integrating instruments or auxiliary integrating devices incorporated in instruments within the scope 
of this standard.

1.4 This standard does not contain requirements for protection against environmental conditions.
1.5 This standard does not specify requirements concerning dimensions of instruments or detailed 
requirements concerning terminal markings and diagrams of connection.
NOTE The titles of the British Standards referred to in this standard are listed on the inside back cover.

2 Definitions
For the purpose of this British Standard, the following definitions and those of 
BS 4727-1:Group 04 apply.

2.1 General terms

2.1.1 
electrically operated measuring instrument (receiver)

an electrically operated measuring instrument used as the indicating and/or recording means of an 
electrically operated measuring equipment

2.1.2 
integrating instrument

an instrument which indicates and/or records the time integral of a measured quantity

2.1.3 accessory

Circuit element (instrument transformer, resistor, impedance, etc.) which is associated with the measuring 
instrument either in a permanent or in a non-permanent manner.

2.1.3.1 
interchangeable accessory

an accessory having its own properties and accuracy, these being independent of those of the instrument 
with which it may be associated
NOTE An accessory is considered to be interchangeable when its rated characteristics are known and marked and are sufficient to 
enable its errors and variations to be determined without using the associated instrument. For example, a shunt whose adjustment 
takes into account an instrument current which is not negligible and which is known is considered to be interchangeable.

2.1.3.2 
accessory of limited interchangeability

an accessory adjusted to take into account the electrical characteristics of a type of instrument, e.g. when 
the instrument current is not negligible in comparison with the current of a shunt
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in these circumstances, the standard applies to any combination of instrument and accessory of the 
relevant types of a manufacturer unless he states otherwise. Each component of the combination has its 
own class index
instruments intended to be used with these accessories are also considered to have limited 
interchangeability

2.1.3.3 
non-interchangeable accessory

an accessory adjusted during manufacture to take into account the electrical characteristics of a specific 
instrument. The standard then applies to the particular combination of instrument and accessory and the 
accessory has no class index of its own

2.1.4 
instrument with contacts

an instrument in which the moving element operates contacts when it arrives at certain positions

2.1.5 
instrument with magnetic screening

an instrument shielded against the influence of external magnetic fields by ferromagnetic material

2.1.6 
instrument with electrostatic screening

an instrument provided with screens which are intended to protect it against the influence of external 
electric fields

2.1.7 
self-contained instrument

an instrument in which all accessory apparatus necessary to cause the indication to correspond with the 
value of the measured quantity is permanently connected and either enclosed in or permanently attached 
to the instrument case

2.1.8 
multipurpose instrument

an instrument intended for the measurement of more than one kind of electrical quantity, e.g. an 
instrument measuring current and voltage

2.1.9 
distortion factor

the ratio of the r.m.s. value of the harmonic content to the r.m.s. value of the nonsinusoidal quantity

2.1.10 
percentage ripple content

the percentage ripple content of a d.c. measured quantity is

2.1.11 
continuous service

use of an instrument and/or accessory continuously at its rated current, rated voltage and rated frequency 
without its failing to comply with all the relevant clauses of this standard

2.1.12 
measured quantity input circuit

the circuit, internal to the instrument, which, when energized by a voltage or a current, being a function of 
the measured quantity, is the prime factor in producing the differential quantity by which the actuating 
and positioning of the indicating or recording device is determined
NOTE This term is herein abbreviated to “input circuit”.
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2.1.13 
measured quantity external circuit

the complete circuit, external to the instrument, from which is obtained a measured quantity or a quantity 
proportional thereto
NOTE This term is herein abbreviated to “external circuit”.

2.1.14 
auxiliary circuit

an internal circuit, other than the input circuit, necessary for the operation of the instrument

2.1.15 
auxiliary power supply

the power supply which energizes the auxiliary circuit

2.2 Description of indirect-acting instruments

2.2.1 According to their method of operation

2.2.1.1 
potentiometric instrument

an instrument in which an input voltage is compared with a voltage of controlled value, e.g. by a measuring 
potentiometer, having a setting corresponding to the position of the indicating or recording device

2.2.1.2 
bridge instrument

an instrument in which the input quantity (resistance or impedance) is connected in at least one arm of a 
measuring bridge and is compared with a reference resistor or impedance, the adjustment of the bridge 
being related to the position of the indicating or recording device

2.2.2 According to the recording mechanism

2.2.2.1 
single instrument

an instrument having only one servomechanism

2.2.2.2 
multiple instrument

an instrument having more than one servomechanism and being able to measure simultaneously different 
quantities corresponding to different external circuits

2.2.2.3 
single-channel instrument

an instrument, the input circuit(s) of which is (are) intended for connection to one external circuit

2.2.2.4 
multiple-channel instrument

an instrument, the input circuit(s) of which is (are) intended for connection successively to different 
external circuits by cyclic switching

2.2.3 According to the form of chart

2.2.3.1 
strip chart recording instrument

an instrument in which the chart is a strip driven as a function of time by the chart-driving mechanism, 
the chart being automatically stored or emerging from the instrument through an aperture

2.2.3.2 
drum chart recording instrument

an instrument in which the chart is wrapped as a single turn around a cylindrical drum and driven as a 
function of time by the chart-driving mechanism
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2.2.3.3 
disc chart recording instrument

an instrument in which the chart is a disc driven as a function of time by the chart-driving mechanism

2.2.4 According to the method of recording

2.2.4.1 
ink recording instrument

an instrument in which the record is made with ink

2.2.4.2 
stylus recording instrument

an instrument in which the record is made by a stylus requiring no ink

2.2.4.3 
printing instrument

an instrument in which the record is made by a printed mark

2.2.4.4 
projection recording instrument

an instrument in which there is no direct contact between the recording device and the chart. The record 
is made, for example, by projecting a beam of light

2.2.5 According to the kind of record

2.2.5.1 
continuous line recording instrument

an instrument in which the record (each record) is a continuous line

2.2.5.2 
dotted line recording instrument

an instrument in which the record (each record) comprises a series of successive point impressions

2.3 Constructional parts

2.3.1 Mechanisms

2.3.1.1 
servomechanism

the device which, when supplied by the auxiliary power supply, actuates the indicating and/or recording 
device

2.3.1.2 
indicating device

that part of an instrument which, by means of the index, indicates on the scale a value of a measured 
quantity

2.3.1.3 
recording device

that part of an instrument which records on the chart a value of a measured quantity

2.3.1.4 
chart-driving mechanism

an assembly including a movement and gearing for driving the chart as a function of time

2.3.1.5 Movement

2.3.1.5.1 
spring-driven hand-wound clockwork

an escapement mechanism motivated by a hand-wound mainspring

2.3.1.5.2 
spring-driven electrically wound clockwork

an escapement mechanism motivated by an electrically wound mainspring
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2.3.1.5.3 
synchronous self-starting motor without running reserve

a self-starting a.c. motor normally running in synchronism with the supply frequency when the voltage is 
within the nominal range of use

2.3.1.5.4 
synchronous self-starting motor with running reserve

a self-starting a.c. motor normally running in synchronism with the supply frequency but which, during a 
period of failure or of low voltage of the auxiliary power supply, runs with an escapement mechanism 
motivated by an electrically wound mainspring

2.3.1.5.5 
impulse-driven motor

a device for driving the chart in steps

2.3.1.5.6 
direct current motor

a self-starting motor supplied with direct current

2.3.1.6 
input circuit selector

the mechanism by means of which the external circuits are successively connected to the input circuit(s) in 
a multiple-channel instrument

2.3.2 Chart and record

2.3.2.1 
chart

a strip or disc generally provided with printed lines with or without figures, from which are obtained values 
of the measured quantity as a function of time, possibly by the use of a reference reading rule

2.3.2.2 
record(s)

the line(s) or marks made on the chart by the recording device

2.3.2.3 
chart division

the distance between two adjacent chart scale lines

2.3.2.4 
chart numbering

the series of numbers designating the chart lines

2.3.3 Zero and zero adjuster

2.3.3.1 
electrical zero

the equilibrium position which the indicating or recording device will approach when the auxiliary circuit 
is energized and the measured quantity is zero. This may or may not coincide with the zero of the scale

2.3.3.2 
electrical zero adjuster

the mechanism by means of which the instrument may be adjusted so that the electrical zero coincides with 
the appropriate mark, the auxiliary circuit being energized and the indicating device to recording device 
adjustment being correct

2.3.3.3 
zero suppression ratio

the value of the measured quantity corresponding to the lower limit of the effective range expressed as a 
percentage of the effective range
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2.3.3.4 
indicating device to recording device adjuster

for instruments which both indicate and record, the device by means of which it is possible to adjust the 
relative position of the indicating device and the recording device

2.3.3.5 
chart time-setting device

the device which enables the chart to be moved so that the recording device records at the appropriate chart 
time line

2.4 Electrical and dynamic characteristics

2.4.1 
span

the difference, having regard to sign, between the values of the measured quantity at both limits of the 
effective range

2.4.2 
dead band

the range within which the measured quantity may be varied without initiating a movement of the 
indicating or recording device

2.4.3 
resistance of the external circuit

the resistance of the external circuit as seen from the input terminals of the instrument

2.4.4 
resistance of the input circuit

the resistance of the input circuit as seen from the input terminals of the instrument

2.4.5 dynamic response

All the data which characterise the performance of an instrument when the measured quantity is varied.

2.4.5.1 
step response time

the time required for the indicating or recording device to come from one equilibrium position to another 
after an abrupt change in the measured quantity from one constant value to another

2.4.5.2 
total response time

the step response time when the abrupt change of the measured quantity corresponds to the total scale 
length under specified external resistance conditions, where relevant

2.4.5.3 
overshoot

the difference between the extreme indicated or recorded value and the steady reading when the measured 
quantity is abruptly changed from one constant value to another

2.4.5.4 
residual deflection

the deflection which remains after the measured quantity has been reduced to a value corresponding to the 
electrical zero

2.4.5.5 
frequency response for a continuous line recording instrument

the frequency range(s) of a sinusoidally varying measured quantity to which the instrument will respond 
within specified limits of amplitude and/or phase

2.4.5.6 
writing speed

the speed of the recording device relative to the chart
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2.4.6 
warming-up time

the interval between the energizing of the auxiliary circuit and the time when the instrument complies 
with the accuracy requirements of this standard

2.4.7 
preliminary adjustment

the adjustments specified by the manufacturer in order to permit the instrument to comply with the 
requirements of this standard

2.4.8 Parasitic voltages

2.4.8.1 
series mode (series voltage)

an alternating parasitic voltage produced by an external cause which appears between the input terminals

2.4.8.2 
common mode (voltage between input circuit and earth)

a parasitic voltage (alternating or direct) which appears between the input circuit and the frame of the 
instrument

2.4.8.3 
parasitic voltage interference factor

the parasitic voltage as determined according to 2.4.8.1 or 2.4.8.2 divided by the span expressed in terms 
of voltage

2.5 Rated values

2.5.1 
rated value(s)

value (or one of the values) which occur in the designation of the instrument. This applies to the input and 
the auxiliary circuits and to the chart drive speed

2.5.2 
nominal circuit voltage (circuit insulation voltage)

the highest circuit voltage to earth on which the instrument will be used and which may determine its 
insulation test

2.5.3 Rated values of shunts

2.5.3.1 
rated current

the rated value of current which flows through the combination of shunt and instrument

2.5.3.2 
rated voltage drop

the nominal difference in potential appearing at the potential terminals of the shunt when the rated 
current flows through the combination of shunt and instrument

2.5.4 
rated chart speed

the value(s) of the chart speed assigned by the manufacturer

2.5.5 
rated input values of the auxiliary power supply

the value(s) assigned by the manufacturer to the input of the auxiliary power supply

2.5.6 
rated upper limit of the frequency response

the upper limit of the frequency response, in hertz, at which the indicated or recorded peak value of a 
sinusoidally varying measured quantity does not differ by more than 10 % from the actual peak value

Full document details: BS 5164:1975

http://www.avadocuments.com/doc/bs-5164-1975
http://www.avadocuments.com/doc/bs-5164-1975


BS 5164:1975

8 © BSI 12-1999

2.5.7 
rated running time of a clockwork chart-driving mechanism

the running time, starting from the fully wound condition, assigned by the manufacturer, to which is 
related the requirements of this standard. This definition is also applicable to the running reserve of a 
synchronous self-starting motor with running reserve

2.5.8 
rated time per point for a multiple-channel instrument

the time between two successive measurements

2.5.9 
rated duration of cycle for a multiple-channel instrument

the time taken for one cycle of the input circuit selector

2.5.10 
rated dotting time for a single-channel instrument

the time between the dotting of two consecutive points on the chart

2.5.11 
maximum current and maximum voltage

values of current and voltage assigned by the manufacturer as those which the instrument will withstand 
indefinitely without damage

2.6 Influence quantities and reference conditions

2.6.1 
reference value

a single value of an influence quantity at which (within the tolerances stated in clauses 4, 5 and 6) the 
instrument or accessory or both complies with the requirements concerning intrinsic errors

2.6.2 
reference range

a range of values of an influence quantity within which the instrument or accessory or both complies with 
the requirements concerning intrinsic errors

2.6.3 
reference chart

the chart used for determining the errors of an instrument. The characteristics of the chart (perforations, 
disposition of lines, etc.) conform with those assigned by the manufacturer

2.6.4 
reference reading rule

numbered rule supplied with the instrument and used for reading the markings of the recording device on 
the chart

2.7 Errors and variations

2.7.1 Errors and variations related to the measured quantity

2.7.1.1 
variation related to the measured quantity

the difference between the indicated or recorded values of a measured quantity when an influence quantity 
assumes successively two different specified values

2.7.1.2 
fiducial value

a value to which the errors of an instrument and/or accessory are referred in order to specify their accuracy. 
The fiducial value corresponds to:

a) the upper limit of the effective range when the zero is at one end of the scale or outside the scale;
b) the sum of the electrical values, irrespective of sign, corresponding to the two limits of the effective 
range when the electrical zero is displaced within the scale;
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