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BS 5173 : Section 103.12 : 1988

National foreword

This Section of BS 5173, prepared under the direction of the Rubber Standards Committee, is an additional part of the
revision of BS 5173 : Part 3 : 1977. The remainder of the 1977 edition is to be revised and as each of the tests is revised
it is intended to issue it as a separate Part or Section of BS 5173, as described in BS 5173 : Part 100.

This Section of BS 5173 is identical with 1ISO 8308 : 1987 ‘Rubber and plastics hoses — Determination of transmission

of liquids through hose and tubing walls’, published by the International Organization for Standardization (ISO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.
The comma has been used as a decimal marker. In British Standards it is current practice to use a full point on the baseline
as the decimal marker.
Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘Section of
BS 5173'".
Cross-references
International standard Corresponding British Standard
1ISO 471-1983 BS 903 Methods of testing vulcanized rubber
Part A35 : 1985 Temperatures, humidities and times for conditioning and testing of

test pieces
(ldentical)

1SO 4671-1984 BS 5173 Methods of test for rubber and plastics hoses and hose assemblies
Section 101.1 : 1985 Measurement of dimensions (excluding length)
(ldentical)

1SO 4788-1980 BS 604 : 1982 Specification for graduated glass measuring cylinders
(ldentical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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