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BS 5200 : 1986

Foreword

This revision of BS 5200 has been prepared under the
direction of the Machinery and Components Standards
Committee and supersedes BS 5200 : 1975, which is
withdrawn. It is based upon original proposals prepared
by the Association of Hydraulic Equipment Manufacturers.
In revising this standard the opportunity has been taken
to provide details for an additional nipple design
incorporating an ‘O’-ring seal and to add details for a
bulkhead adaptor together with a system of designating
each of the fittings and adaptors specified in the standard.
Also added are the maximum working pressures that all
fittings and adaptors are to withstand.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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BS 5200 : 1986

Specification

1 Scope

This British Standard specifies the basic dimensions
necessary to ensure interchangeability of hydraulic
connectors and adaptors for connecting rigid and flexible
tubing to hydraulic fluid power system components.

Fourteen styles of adaptor and five styles of hose fitting are

specified. Adaptors and hose fittings have been allocated
style designation letters and female end fittings type

designation letters, according to their shape and dimensions.
For female ends, a conventional plain nipple is specified for

face sealing and a nipple with a groove for ‘O’-ring sealing.
The appropriate ‘O’-rings for use with the fittings and
adaptors are also specified.

A spherical seating is specified as an alternative to the
female conical seating, provided that all other limiting
dimensions are maintained.

This standard specifies maximum working pressures but
does not specify materials, production processes or
dimensions that are not related to interchangeability.

NOTE 1. Hose fitting styles B, D, E and G may be made from
swept elbow bends as specified in BS 5327.

NOTE 2. It is the responsibility of the designer to ensure that
materials and production processes are compatible with the fluids
to be encountered in service.

NOTE 3. The titles of the publications referred to in this standard
are listed on the inside back cover.

2 Dimensions

The dimensions and details of the end interfaces and the
maximum envelope dimensions for hose fittings and
adaptors shall be in accordance with the various tables
and figures listed in table 1.

NOTE. The dimensions quoted in the various tables apply after
any surface treatment.

3 Screw threads

All screw threads shall be in accordance with BS 2779 and
all external threads shall be in accordance with class A
tolerances of that standard.

4 Thread undercuts

All thread undercuts sha'l be in accordance with form B of
BS 1936, other than those for ‘O’-rings which shall be in
accordance with BS 56380.

5 ‘O’-ring sealing surfaces

All ‘O’-ring sealing surfaces shall be smooth and shall have
the surface texture specified in the appropriate figures of
this standard, when measured in accordance with

BS 1134 : Part 1.

6 Maximum working pressure

Every fitting and adaptor shall be capable of withstanding,
without deformation, the pressures specified in table 10.

7 Designation

7.1 Each fitting or adaptor shall be designated by the
following:

{a) the number of this British Standard, i.e. BS 5200;
{b) the relevant style letter of the hose fitting or adaptor
(see table 1);
(c) the relevant type letter of female ends:

type C, with conical sealing nipple (see figure 2 and

table 2), or

type O, with ‘O’-ring sealing nipple (see figure 1 and
table 2), or

type S, with spherical sealing nipple (see figure 2 and
table 2);

{d) the thread designation or hose internal diameter (i.d.)
{see tables 2 to 10).

7.2 Examples of designations are as follows:
(a) BS 5200—A0 —G' to identify a G% threaded
straight hose fitting with an ‘Q’-ring sealing nipple,
for 12.5 mm hose;
(b) BS 5200—LC—~G% to identify a 90° male-female G%
threaded adaptor with a conical sealing nipple;
(c) BS 5200—R—G2 to identify a 135° male-male G2
threaded ‘O’-ring adjustable adaptor.

Documents

Document Sharing Hub

Full document details: BS 5200:1986


http://www.avadocuments.com/doc/bs-5200-1986
http://www.avadocuments.com/doc/bs-5200-1986

BS 5200 : 1986

Table 1. Summary of tables of dimensions and related figures
Description of End details Complete hose fitting Style
hose fitting or adaptor (and type
or adaptor End no. 1 End no. 2 of end*)
Hose fittings
straight Figures 1 and 2, table 2 | - Figure 4, table 3 A*
90° tubular elbow Figures 1 and 2, table2 | — Figure 5, table 3 B*
135° tubular elbow Figures 1 and 2, table2 | — Figure 6, table 3 D*
90° block elbow Figures 1 and 2, table 2 | — Figure 7, table 3 E*
135° block etbow Figures 1 and 2, table 2 | — Figure 8, table 3 G*
Male-male adaptors
straight Figure 3, table 2 Figure 3, table 2 Figure 9, table 4 H
90° Figure 3, table 2 Figure 3, table 2 Figure 10, table 4 |
135° Figure 3, table 2 Figure 3, table 2 Figure 11, table 4 J
tee Figure 3, table 2 Figure 3, table 2 Figure 12, table 4 K
Male-female adaptors
straight Figure 3, table 2 Figures 1 and 2, table 2 | Figure 13, table 5 L*
90° Figure 3, table 2 Figures 1 and 2, table 2 | Figure 14, table 5 N*
135° Figure 3, table 2 Figures 1 and 2, table 2 | Figure 15, table 5 P*
Straight ‘O’-ring
adaptors
male-male Figures 1 and 2 of Figure 3, table 2 Figure 16, table 6 Q
BS 5380 : 1984
male-female Figures 1 and 2 of Figures 1 and 2, table 2 | Figure 17, table 6 R*
BS 5380 : 1984
‘O’-ring adjustable
adaptors
90° male-male Figure 3, table 2 Figure 3 of BS 5380 : Figure 18, table 7 T
1984
135° male-male Figure 3, table 2 Figure 3 of BS 56380 : Figure 19, table 7 U
1984
90° male-female Figure 3 of BS 5380 : Figures 1 and 2, table 2 | Figure 20, table 8 v*
1984
135° male-female Figure 3 of BS 5380 : Figures 1 and 2, table 2 | Figure 21, table 8 w*
1984
Bulkhead adaptor
male-male Figure 3, table 2 Figure 3, tables 2 and 9 | Figure 22, table 9 X
* Type letter as listed in 7.1{c).
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All dimensions are in millimetres.

Figure 1. Detail of female end with
‘0’-ring sealing nipple (type O)
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Use any suitable method of nut
attachment. Nuts have to be
free to rotate

Hexagon £ across flats

@ O for hose B Thread
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* It is acceptabte for the conical seating surface
to be replaced by a spherical seating, provided al!
other limiting dimensions are maintained.

Figure 2. Detail of end for hose connectors
and for female adaptors, with either conical
or spherical sealing nipples (types C and S)
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Figure 3. Detail of end for male adaptors
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