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Foreword

This British Standard has been prepared under the authority of the Road Engineering Industry Standards
Committee.

Joints are required in concrete roads etc., to prevent excessive stresses being developed in the slabs as a result
of expansion and confraction due to temperature and moisture changes. A joint sealant is poured into the joint )
to seal it against water and grit and to maintain an even riding surface: it has, therefore, to fill the joint ‘
completely, adhere strongly to the concrete, remain in position, and retain its extensibility and other properties
under the extremes of climate on the site concerned.

It is difficult for a single material to combine a number of properties which are mutually contradictory; for
example, a soft material will usually be more extensible than a hard one, particularly at lower temperatures, but
may be less effective in keeping out grit and more liable to flow in warm weather.

No material can, as yet, give the best results on every test, and the more that is demanded the higher the cost
is likely to be. The purchaser should, therefore, weigh carefully the relative importance of each property in
relation to the particular job, and select a product having an appropriately balanced specification from within the
ranges permitted by this standard. Factors to be considered should include compatibility with bituminous
surfacing materials, i.e. whether any constituent of the sealant is likely to have any deleterious effects when in
contact with them, and the necessity to use primers. In this connection the manufacturer’s recommendations
should be sought but should a sealant be approved on the basis of tests made using a primer then a similar
system should be employed on site.

The tests have been, as far as possible, related to practical conditions. For practical reasons, concrete test
blocks are specified for the extension test in place of mortar blocks. Because of the many variables and the
limited data available on the effects on adhesion of using different aggregates, a single coarse aggregate
(quartzite) is specified for the blocks; this does not imply that other aggregates are inferior in practice.

Exposure to excessive heat (e.g. jet blast) can have deleterious effects on all sealants but knowledge of this '
effect is very limited. Because of this it has not been possible to include in this standard any test method which .
could be relied upon to evaluate quantitatively heat degradation.

Hot applied joint sealants are covered in BS 2499 ‘Hot applied joint sealants for concrete pavements’. Docu ments
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British Standard Specification for

Cold poured joint sealants

for concrete pavements

Section one. General

1. Scope:

This standard covers ordinary and fuel-resistant
cold poured polymer-based sealants for joints in
concrete roads, airfields and other exposed
pavements. It states the properties required of each
type and lays down the methods of test.
Requirements and responsibilities for sampling and
certification are also specified.

Where the manufacturer of the sealant
recommends the use of a particular primer system,
this is required in the preparation of the fest
specimens for the application life test and the
extension test. No separate tests of the primer are
included in this standard.

NOTE. Attention is drawn to appendices H and J.
Information to be given with the enquiry or order is listed
in appendix K.

2. References

The titles of the British Standards referred to in this
standard are listed on the inside back cover.

3. Definitions

For the purposes of this British Standard, the
following definitions apply.

3.1 joint. A discontinuity in any of the layers
forming a pavement occurring between the adjacent
faces of the blocks or units, or incidentally to the
processes of construction.

3.2 joint filler. A strip of compressible material used
to fill a joint space.

3.3 joint sealant. A material used to seal the
exposed surfaces of joints for the purpose of
preventing the entry of water, grit etc.

3.4 primer. A substance applied to the surface of
the joint before the sealant is applied in order to
assist its adhesion.

3.5 polymer-based sealant. A sealant consisting
essentially of a polymer and a curing agent.

4. Classification

Cold poured joint sealants shall be one of the types
satisfying the requirements given in table 1.

Table 1. Types of cold poured joint sealants
and requirements

Material Type Appropriate
clauses

Normal N 9-15

Fuel-resistant E 9-16

5. Primer

The manufacturer shall state whether or nota
particular primer system is required, and if one is
required shall give full directions for its use. These
instructions shall be followed when carrying out the
appropriate tests. No other primer shall be used.

6. Sampling and testing

Provision shall be made for sampling at three stages.
(a) At the factory to determine the quality of
the material as manufactured. Representative
samples may be tested by the manufacturer to
enable him to provide a certificate of quality for
a particular production batch. Similar
representative samples shall be stored separately
and made available for testing as given in note 2
if required by the purchaser, and for reference in
case of dispute concerning the quality or
variability of the compound.

(b) From the packages or containers to

determine the quality of the material as

delivered.

(c) On site to determine the quality of the material
as poured into the joint.

NOTE 1. Whereas samples taken under (a) and (b) are
intended. to enable the purchaser to check that a
satisfactory material has been supplied, those taken on site
are intended primarily to verify that it has been properly
mixed on sife.

NOTE 2. The purchaser may require a representative
sample of not more than 1 kg to be set aside in accordance
with clause 6 (a) for testing in accordance with this British
Standard, and if so, should state his requirements at the
time of enquiry and/or order.

The purchaser may require samples to be obtained in
accordance with clause 6 (b) for testing and if so, should state
his requirements at the time of enquiry or order. Testing of
these samples should always be carried out if the test given in
clause 6 (c) is required.

NOTE 3. The purchaser may require samples to be taken in
accordance with clause 6 (c) and if so, should notify the
vendor so that he or his representative may be present at the
sampling and preparation of test specBens.
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Prior to testing, suitable quantities of base
component and curing component in closed
containers shall be conditioned for at least 16 h at
25 + 1 °C. They shall then be mixed in accordance
with the manufacturer’s instructions.

For those materials which are mixed and applied
by purpose-designed site equipment, the
manufacturer shall provide, on request, such mixing
instructions as are necessary to enable the tester to
make up laboratory mixes which are consistent in
properties with site-mixed material.

When a particular primer is specified or
recommended by the manufacturer of the joint
sealant, a single sample of one litre shall be taken at
random from the manufacturer’s stock or from the
bulk supplies on site, as appropriate, and used in the
extension and compression test (see appendix E)
in accordance with the manufacturer’s printed
directions or, failing these, the method given in
appendix E. Care shall be taken to avoid
contamination of the primer, which shall be placed
in a suitable clean, sealed container.

Any batch or part of a batch of material which,
when sampled and tested in accordance with the
relevant provisions of this British Standard, does not
satisfy the whole of the specified requirements shall
be deemed not to comply with the requirements of
this standard.

7. Manufacturer's certificate

The manufacturer shall satisfy himself that the
material at the time of its delivery complies with
“the requirements of this standard, and shall supply
with each batch or part of a batch in each consign-
ment a certificate to that effect. A typical certificate
is shown in appendix J and at least the details shown
thereon shall always be given.

8. Containers

Joint sealant and primer shall be delivered in
containers which are sealed and which do not
detrimentally affect the contents.

Each container of sealant shall be clearly and
indelibly marked with the manufacturer’s name;
type, grade and batch number of the compound; the
last date for use; recommended storage temperature;
whether the sealant is for hand or machine
application; and whether or not a primer is required.
Each container shall be clearly and indelibly marked
to differentiate between the components of the
sealant.

Each container of primer shall be clearly and
indelibly marked with the manufacturer’s name;
designation and batch number; last date for use;
type of sealant with which it is to be used; and
directions for use.

Section two. Test requirements

9. Application life

9.1 General. The application life shall be considered
as that time, after mixing, during which the sealing
compound may be easily applied, and readily
adheres, to a concrete test piece and continues to
give satisfactory wetting of that surface. When a
particular primer is specified or recommended by

the manufacture of the joint sealant it shall be used
for this test in accordance with the manufacturer’s
printed directions or, failing these, the method given
in E4.1.

9.2 Hand-applied sealants. Unless otherwise

agreed between the supplier and the purchaser.

sealing compound shall have an application life of at

least 2 h when maintained at 25 + 1 °Cand 50+ 5%

relative humidity. The application life shall be .
determined in accordance with appendix A. .

9.3 Machine-applied sealants. The application life,
and if necessary its method of determination, shall
be agreed between the supplier and the purchaser.

10. Shelf life

The base component and curing component, at any
time up to the manufacturer’s stated expiry date after
storage in the original unopened containers, shall be
capable of being readily mixed to form a compound
which complies with the requirements of this
standard. During storage the components shall be
maintained within the temperature range
recommended by the manufacturer (see clause 8).

11. Tack-free time

When tested in accordance with appendix B the
sealant shall not adhere to the polyethylene film.

12. Resistance to flow ‘

12.1 Using a horizontal mould at 5 °C. The flow of -
a properly prepared sealant shall be such that when
tested in accordance with C.1 it will not exhibit a
difference in depth greater than 4 mm.

12.2 Using a mould inclined at 2.5 % at 25 °C. The
flow of a properly prepared sealant shall be such that
when tested in accordance with C.2 it will not exhibit
a difference in depth at either end of the channel
greater than 4 mm.

12.3 Using an aluminium plate inclined at 75 * at
60 °C. The flow of properly prepared sealant shall
be such that when tested in accordance with C.3 the
flow down the bright metal plate does not exceed

2 mm.

13. Recovery

The recovery, when tested in accordance with 7
appendix D, shall be a minimum of 75 %. The initial .
indentation shall not exceed 2.0 mm.
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