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AMD 3503

Amendment Slip No. 1
published and effective from 30 September 1981
to BS 5230 : 1975

Method for the measurement of speed and contrast
of direct-type films for industrial photography

— O

Revised text

AMD 3503 Front cover, title page and page 3
September 1981 In the title delete ‘photography’ and substitute ‘radiography’.

AMD 3503 Clause 1. Scope

September 1981 After the existing text insert the following new paragraph:

‘Appendices A, B and C give information on filtration,
exposure procedures and graininess.’.

AMD 3503 New appendix C
September 1981 After appendix B insert the following heading, text and footnote:
‘Appendix C

Graininess

It has been shown* that for direct-type industrial
radiographic films, used with lead intensifying screens,
the film graininess is directly related to film speed
measured as described in this standard and that
graininess will increase as speed increases. A specifica-
tion of film speed can therefore be taken as a
specification of the image recording ability of the
film, provided that other radiographic factors such as
contrast and geometric unsharpness are also specified.
In order, therefore, to specify a film type for specific
purposes the only two numbers needed are the film
speed and the film contrast.

* Broadhead, T., and Farnell, G. C.. ‘Speed-Granularity Regulations for X-Ray and y-Ray Exposures’,
Journal of Photographic Science, 26, 1978, pp 7-13.".
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