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Foreword

This British Standard, which supersedes and replaces
BS 2578 ‘Warp tubes for ring spinning and twisting
frames’, is technically the same as ISO 3296 ‘Textile
machinery and accessories — Tubes for ring spinning,
doubling and twisting spindles 1:64 taper’ which was
drawn up by Technical Committee 72 ‘Textile
machinery and accessories’ of the International
Organization for Standardization (ISO) and in the
preparation of which the UK took an active part.
The values recommended by the UK are those less
than the 500 mm tube length as indicated in tables
1 and 2.

In respect of tubes hdving a taper of 1:38, this
British Standard is based primarily on ISO 368
“Textile machinery and accessories — Tubes for ring

Page

5. Dimensions and tolerances for gauges for tubes

type A, 1:38 taper 8
6. Dimensions and tolerances for gauges for tubes

type B, 1:38 taper 9
7. Tubes for use on spindles with spring grips 10
8. Selection of tube series to give a desired angle

of pull at the top of the lift 11
9. Length and fit tolerance 11
Figures

Tube type A with plain tops; 1:64 taper
Tube type B with rolled-in tops, 1:64 taper
Gauge for tubes type A, 1:64 taper

Gauge for tubes type B, 1:64 taper

. Tube type A with plain tops, 1:38 taper

. Tube type B with rolled-in tops, 1:38 taper
. Gauge for tubes type A, 1:38 taper

. Gauge for tubes type B, 1:38 taper
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spinning, doubling and twisting spindles taper 1:38
and 1:40° which was drawn up by ISO Technical
Committee 72. This British Standard, however, omits
tubes of 1:40 taper as they are not considered
appropriate. Also, in respect of tubes having a taper
of 1:38, tube lengths less than 50 mm are not
recommended UK values, Those lengths which are
recommended UK values are indicated in tables 3,

4 and 5. In addition, to meet conditions on woollen
spinning frames employing suppressed balloon
spinning, it has been thought necessary to incorporate
five further tubes not yet included in the International
Standard, against effective lengths of 500 mm,

550 mm and 600 mm. These five additional UK
values are marked with asterisks.
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British Standard Specification for

Dimensions of tubes for ring spinning,
doubling and twisting. Tapers1:64 and1:38

1. Scope

This British Standard specifies the dimensions and

tolerances (length and diameter) of tubes with tapers

of 1:64 and 1:38 for ring spinning, doubling and

twisting spindles. For information, the imperial values

originally shown in BS 2578 are included in appendix
. A as tables 7, 8 and 9.

2. References
The titles of the International Standards referred to
in this standard are listed on the inside back cover.

Full document details: BS 5232:1976

3. Dimensions and tolerances
3.1 Taper 1:64

3.1.1 For tubes type A and B, as shown in figures 1
and 2 respectively, ISO 3296 gives all the lengths
included in table 1, but the UK recommends the use
of tubes of length less than 500 mm. Of these lengths
the values framed by bold lines are preferred. The
values in parentheses should be avoided wherever
possible.
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