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Foreword

This British Standard has been prepared under the direction of the General 
Building Codes Technical Committee (B/209). BS 5234-2 specifies performance 
requirements for the strength and robustness of partitions, regardless of the 
materials and form of their construction, when tested by the methods given. 
BS 5234-2 is new whereas BS 5234-1:1992 is a complete revision of the 1975 
edition, which is withdrawn.
The test methods to determine the effect of large soft body impacts and door 
slamming are similar to those in ISO 7892 and ISO 7894 respectively. However, 
it was found that the small hard body impact test method given in ISO 7892 could 
be hazardous and required too much space to achieve the required energies, so a 
different apparatus is used in this standard.
Assessed capability. Users of this British Standard are advised to consider the 
desirability of assessment and registration of a supplier’s quality systems against 
the appropriate Part of BS 5750 by a third party certification body.
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages 
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 34, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Section 1. General

1.1 Scope
This Part of BS 5234 specifies the performance 
requirements for strength and robustness of a 
sample partition when tested by the methods given 
in the annexes.
The partition specimen to be tested is defined and 
includes a doorset and the surface finish of the 
partition where this is supplied as part of the 
partition.
Partition grade can be derived when all the relevant 
tests are applied to the test specimen and, where 
specified, to the specimen right-angle partition 
junction.
Performance levels are given for each requirement 
tested based on the frequency and/or intensity of the 
loads on the partition.
Methods of test are given for stiffness, hard and soft 
body impacts, door slamming, crowd pressure and 
for anchorages for lightweight fittings, wash basins 
and wall cupboards.
NOTE 1 Tests may be used individually or in combination.

A specimen right-angle junction is required to be 
tested for surface damage and perforation by a small 
hard body and for its resistance to damage by 
impact from a large soft body. Other junctions may 
be tested by the methods given in this standard but 
such tests are beyond its scope.
Lightweight and heavyweight anchorage tests 
specify brackets that are to be used to evaluate the 
performance level of the partition. Proprietary 
brackets may not be substituted to demonstrate 
conformance to this standard. Alternative test 
brackets may be used but such tests are beyond the 
scope of this standard.
The requirements tested may be applied to a 
partition regardless of the materials used in its 
construction. However, it would be unnecessary 
and/or inappropriate to apply some tests to some 
forms of construction; for example, heavyweight 
anchorage tests on movable partitions, screens or 
WC cubicles, hard body impact test on the glass of 
glazed partitions, etc. Masonry partitions should be 
designed for structural requirements in accordance 
with BS 5628-1:1978, BS 5628-2:1985 and
BS 5628-3:1985. However, the design of some 
masonry partitions may need modification to 
achieve some of the performance criteria when 
tested by the methods given in this Part of BS 5234.
This standard does not include requirements for 
wind loading.
NOTE 2 If the partition specimen, when tested for crowd 
pressure as given in Annex G, meets the requirement
of 0.75 kN/m this may be sufficient to satisfy the wind loading 
requirement. (See 8.4 of BS 5234-1:1992.)

1.2 References
1.2.1 Normative references
This Part of BS 5234 incorporates, by reference, 
provisions from specific editions of other 
publications. These normative references are cited 
at the appropriate points in the text and the 
publications are listed on the inside back cover. 
Subsequent amendments to, or revisions of, any of 
these publications apply to this Part of BS 5234 only 
when incorporated in it by updating or revision.
1.2.2 Informative references
This Part of BS 5234 refers to other publications 
that provide information or guidance. Editions of 
these publications current at the time of issue of this 
standard are listed on the inside back cover, but 
reference should be made to the latest editions.

1.3 Definitions
For the purposes of this Part of BS 5234, the 
definitions given in BS 5234-1:1992 apply.

1.4 Grades
For the purposes of this standard, partitions are 
graded according to the level of activity in adjacent 
spaces and the degree of care likely to be exercised 
by people in the area (see Table 1); for a partition to 
be described as having a particular grade it shall 
pass all the tests for that grade.

1.5 Performance requirements
1.5.1 Grade

For a partition to conform to a particular grade, a 
specimen partition shall be tested by the methods 
given in Annex A to Annex F and a specimen 
partition corner junction shall be tested by the 
methods given in Annex B, Annex C and Annex D 
and shall satisfy the corresponding level of 
performance for that grade given in the 
corresponding subclause in 1.6.
NOTE A summary of the requirements and principal test 
performance levels for each grade is given in Table 2.

1.5.2 Performance

For a partition to conform to an individual 
performance requirement, a specimen partition 
and, if specified, a right-angle partition junction 
shall be tested by the method given in the relevant 
annex and shall satisfy criteria for test performance 
that falls within the criteria given in the 
corresponding subclause in 1.6.
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The performance achieved shall be identified by 
criteria only without reference to grade, for 
example:

“BS 5234-2 performance compliance for stiffness: 
at the applied load of 500 N the maximum 
deflection was 16 mm and the maximum 
residual deformation was 2 mm”.

NOTE A summary of performance levels for crowd pressure, 
lightweight anchorages and heavyweight anchorages is given in 
Table 3.

Table 1 — Partition grades by categories of duty

Table 2 — Summary of grade requirements and principal test performance levels

Grade Category of duty Examples

Light duty (LD) Adjacent space only accessible to persons with 
high incentive to exercise care. Small chance of 
accident occurring or of misuse

Domestic accommodation

Medium duty (MD) Adjacent space moderately used primarily by 
persons with some incentive to exercise care. 
Some chance of accident occurring and of misuse

Office accommodation

Heavy duty (HD) Adjacent space frequently used by the public and 
others with little incentive to exercise care. 
Chances of accident occurring and of misuse

Public circulation areas 
Industrial areas

Severe duty (SD) Adjacent space intensively used by the public and 
others with little incentive to exercise care. Prone 
to vandalism and abnormally rough use

Major circulation areas Heavy 
industrial areas

Grade (see Table 1) Criteria

Requirement Units LD MD HD SD Clause Summary Test method

Stiffness mm 25 20 15 10 1.6.1 Maximum deflection Annex A

mm 5 3 2 1 Maximum residual 
deformation

Small hard body impact:

surface damage N·m 3 3 6 10 1.6.2 Judgement of indent Annex B

perforation N·m —a 5 15 30 1.6.4 No perforation of facing Annex D

Large soft body impact:

damage N·m 20 20 40 100 1.6.3 2 mm maximum deformation Annex C

structural damage N·m 60 60 120 120 1.6.5 No collapse or dislocation Annex E

Door slam No. 20 20 100 100 1.6.6 No damage and 1 mm 
maximum displacement

Annex F

a No requirements for this grade
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Table 3 — Summary of tests for crowd pressure, lightweight anchorages and 
heavyweight anchorages

1.6 Criteria for acceptance
1.6.1 Stiffness

When tested as described in Annex A, there shall be 
no damage or detachment, loosening or 
dislodgement of a partition’s parts or fixings (cover 
strips, skirting, etc.), other than superficial cracking 
of the surface.
The maximum deflection and residual deformation 
shall not exceed the limits for the grade being tested 
given in Table 4.
NOTE Only superficial cracks which represent aesthetic 
damage are acceptable.

Table 4 — Stiffness: applied loads and 
deflection limits

1.6.2 Surface damage by small hard body 
impact

The partition and a right-angle junction shall be 
tested as described in Annex B and shall be 
subjected to the impact energy for the grade being 
tested as given in Table 5.
Evidence, including photographs showing the 
nature and extent of surface damage and, if 
relevant, extent of damage, depth of indent, etc., 
shall be provided by the test authority to enable 
judgement to be made as to whether the damage is 
acceptable.

NOTE No specific criterion for acceptance is given because the 
impact damage will vary with different materials and forms of 
construction; some surface damage may be acceptable because it 
can easily be repaired.

Table 5 — Small hard body impact test 
(surface damage)

1.6.3 Resistance to damage by impact from a 
large soft body

When tested as described in Annex C the partition 
and a right-angle junction shall be capable of 
withstanding the impact energies for the grade 
being tested as given in Table 6 without sustaining 
either permanent deformation in excess of 2 mm or 
any damage. Any local damage that can be easily 
repaired to regain the partition’s original properties 
shall be permitted.

Principal criteria

Requirement Units Performance level Clause Summary Test method

Crowd pressure kN/m 0.75, 1.5 or 3.0 1.6.7 No collapse or dangerous 
damage

Annex G

Lightweight anchorages:

pull-out N 100 minimum 1.6.8 Shim retained Annex H

pull-down N 250 minimum 1.6.9 Shim retained and 2 mm 
maximum displacement

Annex J

Heavyweight 
anchorages:

wash basin N 500 minimum 1.6.10 5 mm maximum deflection Annex K

N 1 000 to 1 500 range 20 mm maximum deflection

wall cupboard N 2 000 to 4 000 range 1.6.11 5 mm maximum deflection Annex L

Grade Applied load Maximum 
deflection

Maximum 
residual 

deformation

N mm mm

LD 500 25 5

MD 500 20 3

HD 500 15 2

SD 500 10 1

Grade Impact energy

N·m

LD 3

MD 3

HD 6

SD 10
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Table 6 — Large soft body impact test 
(damage)

1.6.4 Perforation by small hard body impact

When tested as described in Annex D there shall be 
no perforation of the partition, corner junction, or 
panel of a hollow partition, after being subjected to 
the impact energies, for the grade being tested, as 
given in Table 7.

Table 7 — Small hard body impact test 
(perforation)

1.6.5 Resistance to structural damage by 
impact from a large soft body

When tested as described in Annex E the partition 
shall be capable of withstanding the impact 
energies, for the grade being tested, as given in 
Table 8, without collapsing or dislocating the 
partition or its fixings.

Table 8 — Large soft body impact test 
(structural damage)

1.6.6 Door slamming

When tested as described in Annex F, the partition 
shall not be damaged, nor shall door frame fittings 
and architraves become detached or loose after the 
door leaf has been slammed. The number of slams 
and the mass of the door leaf for the grade being 
tested shall be as given in Table 9.

Table 9 — Door slam: door leaf weights and 
number of slams

The closing jamb of the door frame shall not be 
permanently displaced by more than 3 mm as a 
result of the preslam test and by more than 1 mm as 
a result of the main test, from its position at the 
start of the test, measured at 1.0 m above the 
bottom of the door leaf.

1.6.7 Crowd pressure

When tested as described in Annex G there shall be 
no collapse or damage that would render the 
partition dangerous, due to any of its parts 
becoming dislodged or shattered, in a manner that 
could cause injury. The sustained load applied to the 
timber beam shall be 0.75 kN/m, 1.5 kN/m 
or 3.0 kN/m.
NOTE For partitions that do not collapse and where the 
damage is not dangerous, any deflection and any damage 
reported in the test report is for information only (see G.5).

1.6.8 Pull-out of a lightweight anchorage

When tested as described in Annex H, the partition 
shall withstand the axial load of 100 N without 
releasing the pull-up shim plate or damaging the 
partition other than superficial cracking 
(see note to 1.6.1).

1.6.9 Pull-down of a lightweight anchorage

When tested as described in Annex J, the partition 
shall withstand the transverse load of 250 N 
without releasing the pull-up shim plate or 
damaging the partition other than superficial 
cracking and the maximum movement of the
pull-down bracket shall not exceed 2 mm. 
(See note to 1.6.1.)

1.6.10 Eccentric downward loading of 
heavyweight anchorages (wash basin)

When tested as described in Annex K, the 
anchorages shall be capable of withstanding the 
load selected applied to the two linked brackets 
without releasing either pull-up shim plate, 
exceeding the deflection or residual deformation 
limits given in Table 10 and without loosening, 
detaching or damaging the partition.
The partition may be locally modified to conform to 
this criterion and any modification shall be recorded 
in the test report.

Grade Impact energy

N·m

LD 20

MD 20

HD 40

SD 100

Grade Impact energy

N·m

LD —a

MD 5

HD 15

SD 30
a No requirement for this grade.

Grade Impact energy

N·m

LD 60

MD 60

HD 120

SD 120

Grade Mass of test door leaf Number of slams

kg

LD 35 ± 0.5 20

MD 35 ± 0.5 20

HD 60 ± 0.5 100

SD 60 ± 0.5 100
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Table 10 — Heavyweight anchorage (wash 
basin): applied loads and deflection limits

1.6.11 Eccentric downward loading of 
heavyweight anchorages (high level wall 
cupboard)

When tested as described in Annex L, the 
anchorages shall be capable of withstanding the 
load selected applied to two linked brackets without 
releasing either pull-up shim plate, exceeding the 
deflection or residual deformation limit, as given in 
Table 11, and without loosening, detaching or 
damaging the partition.
The partition may be locally modified to conform to 
this criterion and any modification shall be recorded 
in the test report.

Table 11 — Heavyweight anchorage 
(high level wall cupboard): applied loads 

and deflection limits

Applied load Maximum 
deflection

Maximum 
residual 

deformation

N mm mm

500 and 5 1

1 000 or 1 250 or 1 500 20 1

Maximum load applied 
in 500 N increments

Maximum 
deflection

Maximum 
residual 

deformation

N mm mm

2 000 or 4 000 5 1
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Section 2. Testing

2.1 General
Testing shall be on specimen partitions and junction 
assemblies representative of those to be supplied 
and/or erected in practice (see 2.2) fitted into a test 
rig as described in clause 2.3.
NOTE The methods of test are given in Annex A to Annex L. 
Each test method includes the apparatus to be used, described as 
far as possible by general principles, so that the details of its 
construction are left to the discretion of the test authority.

Unless otherwise given in the test method, loads 
and forces shall be accurate to within ± 2 %, 
dimensions ± 1 %, temperatures ± 2 °C and relative 
humidities ± 5 % of the stated value.
NOTE Dead weights, at a conversion of 1 kg to 10 N, may be 
used to apply forces specified.

2.2 Partition specimen
2.2.1 Partition

The specimen shall be a straight run of partition 
and may have provision for the junction (2.2.2), 
which fully represents the partition system 
including a doorset and all necessary fittings and 
fixings complete with joints at the top, bottom, end 
and intermediate positions. Specimens of partition 
systems designed to be constructed at lengths 
greater than 6 m shall be fixed at one end only.
NOTE 1 Partition specimens should include all integral 
components such as glazed areas, which might otherwise be 
considered to detract from the performance levels achieved.

The specimen shall be at least 4.5 m in length, shall 
include a doorset and a 600 mm to 700 mm run of 
partition flanking one side of the doorset
(see Figure 1 and Figure 2). The height of the 
specimen shall be that set by the sponsor of the test.
NOTE 2 Conformance to the criteria of a test may be claimed 
only for partitions equal to or less than the height of the specimen 
tested.

A partition specimen, made up of panel components, 
shall comprise at least three standard panels and 
either a panel component with a sponsor’s doorset or 
a door assembly with a separate overpanel; it shall 
also have an additional panel component adjoining 
the doorset, as shown in Figure 2.
The doorset, 900 mm wide, may be part of the 
partitioning systems or, alternatively, a standard 
door assembly conforming to BS 4787-1:1980 and 
fixed into a prepared opening 
measuring 900 mm × 2 100 mm shall be used.
NOTE Doorset details are described in Annex F.

The door shall not be slammed during installation of 
the partition specimen before the slamming test 
given in Annex F.
The way in which components are fixed to each 
other and to the test rig shall reproduce actual 
conditions of use, particularly with respect to the 
nature, type and position of the fixings and the 
distance between them.

2.2.2 Partition junction

Partition junction assembly of a right-angle corner 
with a minimum return of 900 mm shall be 
representative of the partition system and shall be 
the same height as the straight specimen.
The partition junction shall be formed either at the 
end furthest from the door of the main partition 
specimen after all tests on the main partition 
specimen have been completed, or alternatively, 
at the end of a separate partition that is 
at least 1 800 mm long (see Figure 3).

Figure 1 — Partition specimen dimensions

Figure 2 — Partition specimen of panel 
components
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The components of the partition junction shall be 
fixed to each other and at the head and floor as they 
would be in use, including the type of fixings and 
their distance apart. Only the longest length of the 
partition junction shall be fixed at its end.
NOTE Junction assemblies are required for tests described in 
Annex B, Annex C, and Annex D.

2.3 Test rig
The test rigs shall be of a size capable of having a 
partition and junction specimen fitted or 
constructed to meet the requirements of clause 2.2.
The rigidity of the rig shall be such that when a 
frontal force of 2 kN is applied normally to the plane 
of the frame at the point, which itself may be loaded 
by the partition specimen, the resulting deflection 
shall be no greater than 1 mm and the residual 
deformation shall be no greater than 0.1 mm.
NOTE The 2 kN force is based on ISO 7894:1987 which relates 
to 100 Pa (N/mm2) over a specimen size of approximately 20 m2.

Any additional assembly to permit testing of a 
junction shall conform to the same rigidity 
requirements.
The test rig shall be suitably equipped to enable the 
attachment of the fixing devices or the jointing 
methods, adjustable to the dimensions of the 
specimen. This frame shall be able to accommodate 
the permitted deviations in the dimensions of actual 
structures, both horizontally and vertically.

2.4 Conditioning
The specimen shall be conditioned and tested in an 
atmosphere of between 10 °C and 30 °C at 
between 30 % and 75 % r.h.. The conditioning 
period shall be agreed between the sponsor and the 
test authority.

2.5 Sequence of tests
Testing to determine a grade shall follow the same 
sequence as the test methods given in Annex A to 
Annex F.
Other tests given in this Part of BS 5234 may be 
introduced to suit a logical sequence, except where 
the test specimen requires modification; any test on 
a modified partition shall be performed after all 
other tests.
NOTE A series of tests need not necessarily be terminated 
because of failure in one particular test.

2.6 Test report
2.6.1 Individual test report
Each individual test report shall include the 
information required for the particular test and the 
following particulars:

a) number and date of this British Standard and 
the title of the test (e.g. BS 5234-2:1992, door 
slamming test);
b) name and address of the test organization;
c) name and address of the sponsor of the test;
d) name or brief descriptive title of the partition 
system;
e) test reference letter and a cross-reference to 
other tests carried out as part of a sequence of 
tests and the order in which these tests were 
carried out either prior to or subsequent to the 
individual test;
f) dates of construction and test;
g) dimensions and details of the partition 
specimen, including modifications for the 
heavyweight anchorage tests that remain during 
other tests, method of fixing to the rig and fully 
detailed specifications and drawings;
h) range of temperatures and humidities of the 
laboratory during the installation, conditioning 
and testing and the period of conditioning;
i) description with diagram of the test rig and 
apparatus together with calibration certificates.

NOTE Calibration certificates need not be included if the 
testing was done by a NAMAS1) accredited laboratory.

2.6.2 Summary of test reports
When more than one requirement has been tested, 
the test reports shall be summarized showing 
whether the individual requirements tested passed 
a particular performance level.
If a grade, satisfying the requirement described 
in 1.5, has been achieved this shall be given in the 
summary of test reports.
Further details and an example of a summary of test 
reports are given in Annex M.

NOTE 1 800 mm minimum length may be the end of the 
main partition specimen.

Figure 3 — Partition junction

1) National Measurement Accreditation Service of the National Physical Laboratory, Teddington, Middlesex TW11 0LW.
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