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Rigid polyurethane (PUR) and polyisocyanurate
e (PIR)foam when dispensed or sprayed on a
construction site

Part 1. Specification for sprayed foam thermal insulation
applied externally

Mousse de polyuréthane (PUR) et de polyisocyanurate (PIR) livrée
sous forme de plaques rigides ou & pulvériser en place

Partie 1. Mousse pulvérisée pour isolation thermique extérieure —
Spécifications

= PUR-und PIR-Hartschaum zur Anwendung auf Baustellen
‘ Teil 1. Spritzschaum zur AuRenwirmedammung
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Foreword .

This Part of BS 5241 has been prepared under the direction
of the Plastics Standards Committee, and forms a Part of
the revision of BS 5241 : 1975.

The revision of BS 5241 is being published in two Parts to
reflect trends in current technology. When BS 5241 : Part 2
is published, BS 5241 : 1975 will be withdrawn.

In this Part the specific requirements of sprayed PUR and

PIR foams applied externally have been detailed, whereas

Part 2 now covers the requirements for applications where
the foam is dispensed.

Also in this Part the advice to users has been updated,

a water absorption method added and the physical property
requirements amended to take account of the revised test
methods described in the latest revision of BS 4370.

Attention is drawn to BS 7021, a code of practice for the
thermal insulation of roofs externally by means of sprayed ‘
polyurethane (PUR) or polyisocyanurate (PIR) foam,

which is published simultaneously.

WARNING. Adequate fire precautions should be taken
when repairing any structure containing PUR or PIR foams.,
Do not use welding or flame cutting equipment. The atten-
tion of contractors and purchasers is drawn to the fact

that this specification covers the foam only. In almost all
cases, sprayed foam requires some surface treatment or
covering in order to comply with the surface spread of
flame rating appropriate to the final application (see
appendix C and BS 7021), to provide protection from
ultraviolet light and to confer weatherproofing.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.
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