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Rigid polyurethane
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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by the Plastics and
Rubber Standards Policy Committee (PRM/-) to Technical Committee PRM/72,
upon which the following bodies were represented:

Association of Building Component Manufacturers

Brick Development Association

British Board of Agrement

British Plastics Federation

British Rigid Urethane Foam Manufacturers’ Association

Calcium Silicate Brick Association Limited

Cavity Foam Bureau

Chief and Assistant Chief Fire Officers’ Association

Department of the Environment (Building Research Establishment)
Department of the Environment (Construction Industries Directorate)
Engineering Equipment and Materials Users’ Association

Flat Roofing Contractors’ Advisory Board

Loss Prevention Council

Ministry of Defence

National Cavity Insulation Association

National Federation of Roofing Contractors

National House-building Council

Phenolic Foam Manufacturers’ Association

Polyethylene Foam Insulation Association

Royal Institute of British Architects

The following bodies were also represented in the drafting of the standard,
through subcommittees and panels:

British Ceramic Research Ltd.
British Urethane Foam Contractors’ Association (BUFCA)
Department of the Environment

Department of the Environment (Property Services Agency)
This British Standard, having
been prepared under the RAPRA Technology Ltd.
direction of the Plastics and
Rubber Standards Policy
Committee, was published
under the authority of the
Standards Board and comes
into effect on
31 May 1991
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The following BSI references
relate to the work on this
standard:

Committee reference PRM/72
Draft for comment 90/36146 DC
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