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This British Standard has been prepared by a committee convened by the Codes of Practice Comumittee for Building. It was
published under the authority of the Executive Board on30 September 1975
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Copyright

Users of British Standards ate reminded that copyright subsists in all BSI publications. No part of this publication may be
reproduced in any form without the prior permission in writing of BSL This does not preclude the free use, in the course of
implementing the standard, of necessary details such as symbols and size, type or grade designations. Enguiries should be
addressed to the Publications Manager, 101 Pentonville Road, London N1 9ND (Telephone 01-837 8801; Telex 23218).

Contract requirements
Attention is drawn to the fact that this British Standard does not purport to include all the necessary provisions of a contract.
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Revision of British Standards

In order to keep abreast of progress in the industries concerned, British Standards are subject to periodical review. Suggestions
for improvements will be recorded and in due course brought to the notice of the committees charged with the revision of the
standards to which they refer.

British Standards are revised, when nccessary, by the issuc either of amendment slips or of revised editions. It is important that
users of British Standards should ascertain that they are in possession of the latest amendments or editions. Full information on all
BSI publications, numbering over 6000, will be found in the British Standards Yearbook. This information is supplemented by
details published each month in BS/ News of new publications, revisions and amendments.

BSI News is available to Subscribing Members of the Institution. All other publications may be purchased direct from Sales
Department. Enquiries concerning subseribing membership, which has considerable advantages, will be welcomed, and should
be made to Subscriptions Department. Both departments are located at:

101 Pentonville Road, London N1 9ND (Telephone 01-837 8801 ; Telex 23218).
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Department of the Environment
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Home Office
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National Federation of Roofing Contractors
Royal Institute of British Architects
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Code de bonne pratique concernant des couvertures de toits et de murs
Partie 1. Plaques ondulées en amiante-ciment.
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Teil 14. Wellasbest-Zementplatte.

Amendments issued since publication

Amd. No. Date of issue Text affected
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AMD 2821

Amendment Slip No. 1
published and effective from 31 May 1979
to BS 5247 : Part 14 : 1975

Code of practice for
Sheet roof and wall coverings

Revised text

REFERENCE CHLY, ROT FUR LOAN "5

Table 1. Minimum sheet pitches and corresponding lap treatment

In column 1 after ‘(a) Sheltered and normal sites’ delete ‘+’; after ‘(b) Exposed

sites’ delete “§’.

Delete the associated footnotes marked ‘# and *§’ and substitute the following note:

‘NOTE. The degree of exposure to be taken for design purposes can be calculated from CP 3:
Chapter V: Part 2. However, experience coupled with local knowledge should be taken into
consideration, For the purpose of this table an exposed site is one where the pressure coefficients

for the main area of the roof cladding give a wind load (F) exceeding 1200 N/m2. Local high pressure
areas can be ignored in this context, but consideration should be given to the possible requirements
for extra fixings. In case of doubt, the advice of the manufacturer should be sought.”

Clause 14.1 Roofs
Delete the last paragraph. Documents
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AMD 3502

Amendment Slip No. 2
published and effective from 30 January 1981
to BS 5247 : Part 14 : 1975
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Revised text

{ s

AMD 3502 Clause 1. Scope
slesuuscy 1961 Insert the following new sentence at the end of this clause:
‘This code is not applicable to small domestic buildings such
as garages and garden sheds not exceeding 20 m? in floor
area.’ '
AMD 3502 Table 2. Coefficient of heat transmittance for asbestos-cement
January 1981

roof cladding

Insert the following new note 4 beneath the table:

‘NOTE 4. The ‘U’ values shown do not comply with the requirements of Part FF of the Building (first
amendment) Regulations 1978. The sheeting manufacturer should be consulted regarding constructions
that meet these regulations. The sprayed asbestos coating referred to is no longer available.’
RIS e i g Documents
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Foreword

This British Standard is a metric revision of the 1962
edition of CP 143 : Part 6 which used imperial units.
It has been prepared as part of the change to the
metric system in the construction industry. For
information on SI units reference should be made to
BS 3763 ‘International System of units (SI)’.

At the same time the opportunity has been taken
to make certain changes based on experience gained
since the imperial units version was published.

CP 143 : Part 6 will remain in existence for a
limited period to cover materials required for repair
work.

Wherever it has been necessary to apply dimensional
co-ordination, recommendations of Technical
Committee B/94, set out in PD 6432 ‘Recommenda-
tions for the co-ordination of dimensions in building.
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This code of practice represents a standard of
good practice and therefore takes the form of
recommendations. Compliance with it does not
confer immunity from relevant statutory and
legal requirements.

Arrangement of building components and assemblies
within functional groups’ have been reflected in
this standard.,

Sheet profiles and cover widths have been omitted
from BS 690 "Asbestos cement slates and sheets’,
Part 3 *Corrugated sheets’ and they have also been
omitted from table 2 of this code so as not to inhibit
development,

Manufacturers should be consulted for current
information on the various sheet profiles and cover
widths available.

Since 1962 roof pitches generally have been
lowered, and the opportunity has been taken to
emphasize the precautions necessary to make low
pitch roofs weathertight.
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