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Foreword

This revision of BS 5258-1 has been prepared under the direction of the Gas 
Standards Committee. It incorporates the requirements for fan-powered 
appliances formerly given in Supplement 1, and hence supersedes both 
BS 5258-1:1975 and BS 5258-1:Supplement 1:1983, which are withdrawn. With 
certain exceptions, it also includes the additional safety requirements and test 
methods pertaining to domestic boilers and circulators that incorporate a full 
sequence automatic control system. However, such systems are the subject of a 
British Standard currently in preparation and hence clause 18 will be amended 
as soon as that standard is published.
For natural draught boilers, the requirements of this revision follow closely those 
of the 1975 edition, but whereas that was written with type approval in mind, this 
revision is applicable to all production appliances through a recognized scheme of 
quality assurance. Since BS 5258-1 was first published in 1975, the thermal 
performance requirements previously given in BS 1250-3 have been made the 
subject of BS 6332-1 which also relates to production appliances. Because of 
interrelation between safety and performance requirements, care has been taken 
to ensure that the requirements for boilers given in this revision are compatible 
with those in BS 6332-1.
Other developments since 1975 have included the publication of new 
British Standards for gas taps, flame supervision devices and multifunctional 
controls. These standards are BS 5494, BS 6047-1 and BS 6067 respectively, and 
are referred to in this revision. The constructional details of gas taps are now 
given in BS 5494.
Many relevant codes of practice have also been revised and published as new 
British Standards. At present the appropriate British Standard codes of practice 
are BS 5376-2, BS 5440-1 and BS 5440-2, BS 5449-1, BS 5546 and BS 5482-1, 
BS 5482-2 and BS 5482-3.
Attention is drawn to the requirements of the Gas Safety (Installation and Use) 
Regulations, Electrical Equipment Safety Regulations, Model Water Bye Laws 
and various Building Regulations.
This revision of BS 5258-1 will in no way prejudice UK participation in European 
standardization or the implementation of any resultant standards of which the 
UK approves.
The following Parts of BS 5258 are already published or, as indicated by an 
asterisk, in preparation:

— Part 1: Central heating boilers and circulators;
— Part 2: Cooking appliances;
— Part 4: Fanned-circulation ducted-air heaters;
— Part 5: Gas fires;
— Part 6: Refrigerators and food freezers;
— Part 7: Storage water heaters;
— Part 8: Combined appliances: gas fire/back boiler;
— Part 9*: Combined appliances: air heater/circulator;
— Part 10: Flueless space heaters (excluding catalytic combustion heaters) 
(3rd family gases);
— Part 11: Flueless catalytic combustion heaters(3rd family gases);
— Part 12: Decorative gas log and other fuel effect appliances 
(2nd and 3rd family gases);
— Part 13: Specification for convector heaters;
— Part 14: Specification for barbecues (3rd family gas).
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages 
This document comprises a front cover, an inside front cover, pages i to iv, 
pages 1 to 42, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Section 1. General

1 Scope
This Part of BS 5258 specifies safety requirements 
and describes associated methods of test for:

a) gas-fired central heating boilers with rated 
heat inputs up to and including 60 kW1) or up 
to 90 kW provided that they are part of a range of 
which at least 50 % have ratings below 60 kW, 
and for
b) gas-fired circulators of rated heat input not 
exceeding 8 kW1).

It includes requirements for natural draught and 
fan-powered boilers for use on open and sealed 
water systems and for circulators on open systems.
This Part of BS 5258 also applies to the central 
heating boiler functions of appliances that are 
designed also to supply instantaneous hot water.
In specifying requirements for appliances 
burning 2nd family gases it is assumed that a meter 
governor will be fitted and for appliances 
burning 3rd family gases it is assumed that the gas 
supply from the container will be governed by a 
pressure regulator complying with BS 3016.
This Part of BS 5258 is not applicable to:

a) flueless appliances;
b) type C2 appliances burning 3rd family gases, 
since they are not currently manufactured;
c) appliances designed to make use of the latent 
heat of condensation of the water vapour in the 
combustion products;
d) combined appliances: gas fire/back boiler and 
air heater/circulator;
e) appliances for installation out of doors;
f) appliances with pre-mixed gas and air burners;
g) appliances incorporating full sequence 
automatic control systems where the safety 
circuit includes a microprocessor;
h) independent fan units designed to be fitted to 
the secondary flue of a normal open-flued 
appliance.

There are circumstances, particularly in regard to 
central heating, where means of control may be 
provided either on the heating appliance or as part 
of the installation; where this option exists it is 
stated. Where the control forms part of the 
installation and its application conforms with 
established practice, no reference is deemed 
necessary in this standard to the installation 
procedure.

The requirements for controls relate to controls 
fitted as part of, or supplied with, particular 
appliances; they do not necessarily provide a 
complete specification for controls intended for 
general use.
This standard does not take into account the special 
hazards that exist in nurseries and other places 
where there are young children or aged or infirm 
persons without supervision; in such cases 
additional requirements may be necessary.
NOTE The titles of the publications referred to in this standard 
are listed on the inside back cover.

2 Definitions
For the purposes of this Part of BS 5258 the 
definitions given in BS 1179:1967 and BS 1179-6 
apply together with the following.
NOTE Definitions 2.19 to 2.27 relate specifically to full 
sequence automatic control systems or to appliances 
incorporating them.

2.1 
adjustment pressure2)

the pressure, measured at the pressure test point, 
that is required to obtain the rated heat input using 
the appropriate reference test gas

2.2 
central heating boiler2)

an appliance designed for heating water either for 
space heating or for space heating and hot water 
supply

2.3 
circulator2)

an appliance with a rated input not exceeding 8 kW 
designed primarily for the supply of domestic hot 
water in conjunction with a separate storage vessel 
and for operation by gravity circulation

2.4 
control thermostat

a thermostat intended to control the water flow 
temperature of a water heating appliance when in 
normal operation. The temperature setting is 
usually but not necessarily adjustable by the user

2.5 
dual shut-off system

a system having two gas valves in the main gas 
supply, actuated by more than one sensor, and 
arranged to maintain safe conditions in the event of 
failure of a valve, sensor or control circuit
NOTE A gas valve actuated only by a flame sensor is not 
considered to form part of the dual shut-off system.

1) Based on gross calorific value.
2) This definition is identical with that given in BS 1179-6.
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2.6 
equivalent length

the length of straight flue whose resistance to flow 
of products of combustion is equal to that of the 
actual flue

2.7 
full sequence automatic control system

a control system that brings an appliance into 
operation from a completely shut-down condition in 
response to an external demand without manual 
intervention and thereafter monitors the flame

2.8 
hazardous condition

an abnormal condition involving risk to person or 
property

2.9 
limits of tolerance of the supply voltage

0.90 times the minimum rated voltage and 1.10 
times the maximum rated voltage of the appliance

2.10 
microprocessor

a processing element that executes a stored 
programme

2.11 
minimum operational rate

70 % of the lowest heat input at which the appliance 
is intended to be operated

2.12 
open water system3)

a central heating system incorporating a water 
circuit that is open to the atmosphere through a feed 
cistern and a vent pipe

2.13 
overheat cut-off device

a temperature-activated device designed to protect 
an appliance and its surroundings in the event of 
failure of the normal means of temperature control 
and not adjustable by the user

2.14 
rated heat input3)

the appliance manufacturer’s declared heat input 
for the appropriate reference test gas

2.15 
rated voltage or rated voltage range

the voltage or voltage range assigned by the 
manufacturer

2.16 
sealed water system3)

a central heating system incorporating a water 
circuit that is not open to the atmosphere but that 
incorporates an expansion vessel

2.17 
setting pressure3)

the pressure, measured at the pressure test point, 
that is specified by the manufacturer for the 
purpose of adjusting the appliance heat input

2.18 
range-rated appliance

an appliance whose rated heat input is adjustable 
within a specified range

2.19 
continuous pilot

a constantly burning and supervised pilot flame 
throughout the time a burner or heating equipment 
is in service, whether the main flame is on or off. 
The pilot may be turned on or off by the action of a 
switch or clock

2.20 
direct burner ignition

ignition and flame supervision are applied directly 
to the main burner, without the use of a separate 
pilot burner

2.21 
expanding pilot

a form of continuous pilot in which the flame size is 
increased when required to ignite the main flame 
and reduced immediately after ignition or after the 
main flame is shut off

2.22 
ignition period

the period in which the ignition source may remain 
energized and during which the safety shut-off 
system is permitted to be open before the flame 
detector is required to supervise the flame

2.23 
low rate start

a form of direct burner ignition in which ignition 
and initial supervision of the main burner occur at 
low gas rate

2.24 
purge time

a period during which potentially hazardous 
mixtures are purged naturally or mechanically from 
the combustion zone and flueways and during which 
no gas is admitted

3) This definition is identical with that given in BS 1179-6.
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2.25 
safety time

a period during which gas is safely admitted to the 
combustion chamber without the presence of flame 
being proved

2.26 
safety time at starting up

the period beginning the instant the signal to admit 
gas is given and ending with the signal to shut off 
gas, when there is no ignition

2.27 
shut-down safety time

the period beginning the instant of the 
disappearance of the flame and ending with the shut 
off of the gas, when there is an irregularity in 
operation

3 Classification of appliances
3.1 Classification by category

The category system of appliance classification is 
described in A.1.3 of BS 4947:1984 by which an 
appliance is denoted by a category number, I, II or 
III, according to the number of gas families that it is 
designed to burn and the families are identified by 
subscripts T, N and L for the 1st, 2nd and 3rd gas 
families respectively.
For the purposes of this Part of BS 5258, the 
following categories of appliances are permitted.

a) Categories IT, IN, IL, IL/B, and IL/P.
b) Categories IITN, IINL, IINL/B, and IINL/P.

c) Categories III, IIITNL/B, and IIITNL/P.

3.2 Classification by flue type

For the purposes of this Part of BS 5258, appliances 
are also classified into the following types according 
to the flue system for which they are designed and 
the source of combustion air.

a) Type A: flueless appliances.
b) Type 8: open-flued appliances. These comprise 
the following. 

1) Natural draught appliances.

2) Fan-powered appliances with draught 
diverter.
These appliances use a fan to move air for 
combustion and products of combustion 
through the combustion chamber and heat 
exchanger. The draught diverter is connected 
to a secondary flue in accordance with 
relevant codes of practice for construction and 
termination. Examples are shown in 
(a) and (b).
3) Fan-powered appliances without draught 
diverter or equivalent device.
These appliances use a fan to move air for 
combustion and products of combustion 
through the combustion chamber, heat 
exchanger and the flue system. Examples are 
shown in (a) and (b).
4) Fan-powered appliances with integral fan in 
the secondary flue.
The flow of air for combustion and of products 
of combustion through the appliance is 
produced by natural convection. The appliance 
is fitted with a draught diverter or suitable 
flue break and a fan in the secondary flue is 
used to evacuate the products of combustion 
through the flue. Examples are shown in (a) 
and (b).

c) Type C: room-sealed appliances. These 
comprise the following.

1) Type C1: balanced-flued appliances, which 
may be either natural draught or
fan-powered.
Fan-powered type C1 appliances will usually 
be as shown in (a) and (b). Alternative 
arrangements of air intake and products 
outlet ducts to those shown will occur in 
practice.
2) Type C2: Se-duct appliances, which may be 
either natural draught or fan-powered.

NOTE 1 This Part of BS 5258 does not cover type A appliances 
or type C2 appliances using 3rd family gases.
NOTE 2 The definitions of these types of appliances are given 
in BS 1179-6.
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Figure 1 — Fan powered type B appliances with draught diverter

Figure 2 — Fan-powered type B appliances without draught diverter
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Figure 3 — Type B appliances with integral fan in the secondary flue

Figure 4 — Fan-powered type C1 appliances
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4 General requirements
The appliance shall comply with this Part 
of BS 5258 when tested using the specified test 
gases of the appropriate gas family. Full details of 
the test gases are given in BS 4947.
NOTE For purposes of quality assurance, line gas may be used 
instead of reference test gas but the latter has to be used in cases 
of dispute.

An appliance designed to burn 1st family gases 
shall be suitable for gas groups G4 and G5 with or 
without a change of injectors or jets.

5 General conditions of test
5.1 Test room

The room shall be adequately ventilated but free 
from draughts likely to affect the performance of the 
appliance. If the test results are influenced by the 
temperature of the ambient air, the room 
temperature shall be maintained at 20 ± 5 °C.

5.2 Preparation of appliance

The appliance shall be set up on or against a wall 
taking due account of the manufacturer’s 
instructions, with particular reference to minimum 
clearances around the appliance. It shall then be 
adjusted in accordance with the manufacturer’s 
instructions, using the appropriate reference test 
gas at the following inlet pressure.
The appliance shall be connected to the appropriate 
flue as specified in 5.3.

Except where otherwise specified in section 2, an 
appliance requiring an electrical supply shall be 
connected to a 240 V electrical supply.
Before any tests are made the appliance shall be 
operated at its full working temperature for a period 
sufficient to dry any insulation and remove any 
temporary finish that might interfere with 
observations.

5.3 Installation on test flue

5.3.1 Type B appliances

5.3.1.1 Natural draught and fan-powered with 
draught diverter. Except where otherwise specified 
in section 2, an appliance with a vertical flue outlet 
shall be connected to a 1 m vertical secondary flue of 
the same nominal diameter as the flue outlet. The 
vertical flue shall be made from uninsulated 
aluminium having a metal thickness less 
than 1 mm.
An appliance with a horizontal flue outlet shall be 
fitted in accordance with the manufacturer’s 
instructions and thereafter the vertical flue shall be 
fitted. The manufacturer’s instructions shall 
include the maximum length of horizontal run and 
the method of adaptation to a vertical flue.
5.3.1.2 Fan-powered without draught diverter. 
Except where otherwise specified in section 2:

a) an appliance intended to be used with a flue 
having a wall termination shall be connected to a 
flue having the same diameter as the flue outlet 
and a length appropriate to installation on a 
wall 300 mm thick;
b) an appliance intended to be used with a 
vertical flue having a termination above roof level 
shall be connected to a 1 m vertical flue having 
the same diameter as the flue outlet.

Where a flue of maximum height is specified in 
section 2, it may be more convenient to use a fan to 
apply an equivalent suction. The equivalent suction 
shall be calculated using the formulae given in 
Appendix A and shall be measured at the outlet of 
the appliance.
5.3.1.3 Fan-powered with integral fan in secondary 
flue. Except where otherwise specified in section 2, 
the appliance shall be connected to a 1 m secondary 
flue.
5.3.2 Type C1 appliances. Except where otherwise 
specified in section 2, the appliance shall be tested 
in still air conditions with the flue/air ducts and 
terminal assembled as for installation on a 
wall 300 mm thick.
5.3.3 Type C2 appliances. Except where otherwise 
specified in section 2, the appliance shall be tested 
in still air conditions with the connecting ducts 
assembled as for installation with a distance 
of 100 mm between the appliance and the internal 
surfaces of the Se-duct.

Family Test gas Inlet pressure

mbara

1st TGA 17.5

2nd NGA 20

3rd LPGA 28

LPGC 37
a 1 mbar = 102 N/m2 = 100 Pa.
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5.4 Test rig: waterside

The appliance shall be connected to a test rig 
capable of allowing it to be operated at the rated 
heat input(s) and at the flow and return 
temperatures specified in section 2. Means shall be 
provided for measuring the flow and return 
temperatures and the inlet water temperature to 
within 0.5 °C.
NOTE A suitable test rig is shown in Figure 5, but any other 
arrangements having the same capability may be used.
The flow and return of the appliance (1) are short 
circuited via a connecting pipe containing a 
circulating pump (2) and control valve I (3). Cold 
water at a temperature t3 is fed into the return pipe 
after the control valve (3) from a raised tank (4) 
which ensures a static head on the system. An 
equivalent amount of water at the flow 
temperature t2 flows out of the system via a 
ventilated off-take.
The water flow rate corresponding to the required 
flow temperature at the pre-set output is regulated 
by control valve II (5). The specified temperature 
difference (t2 – t1) °C is set by means of control 
valve I (3). It is advisable to fit a water flow 
meter (6) into the cold feed to the boiler for 
preliminary setting of water flow rate and to allow 
spot checks to be made during tests.

5.5 Test conditions

5.5.1 The test conditions given in 5.5.2 to 5.5.7 shall 
apply except where otherwise specified in section 2.

5.5.2 The test rig and appliance shall be examined 
for gas and water soundness both before and after 
the tests. The test results are deemed invalid unless 
the system is sound (see 7.1 and 7.3).
5.5.3 The appliance shall be at room temperature at 
the start of each test.
5.5.4 During testing the initial adjustment of the 
appliance shall not be altered.
5.5.5 Precautions shall be taken to prevent 
thermostats or other variable controls from acting to 
interfere with the gas flow except as necessitated by 
the test.
NOTE In general, except for tests involving governor 
performance, the appliance governor, if any, may be put out of 
operation and the specified test pressure obtained by adjustment 
of the gas pressure at the inlet to the appliance.

5.5.6 Test pressures shall be measured correct 
to 0.2 mbar and the variation in test pressure shall 
not exceed ± 0.2 mbar.
5.5.7 Tests shall be made at the maximum rated 
heat input.
NOTE 1 BS 4947 gives guidance on the measurement of heat 
input rate.
NOTE 2 The test gases (and, where appropriate, their 
conditions of application) to be used are specified in relevant 
clauses of section 2. For 3rd family appliances, test gases LPGA 
and LPGB are used with the appliance adjusted for butane and 
test gases LPGC and LPGE with the appliance adjusted for 
propane. For appliances designed to burn butane, the 3rd family 
reference gas is LPGA; for appliances designed to burn propane, 
but not butane, the 3rd family reference test gas is LPGC.
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Figure 5 — Test rig
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Section 2. Safety requirements and associated 
methods of test
6 General design and construction
6.1 Materials, fittings and finishes

Materials, fittings and finishes, the failure of which 
may affect the safe operation of the appliance, shall 
comply with the relevant British Standards and 
shall be appropriate to the conditions arising in the 
part of the appliance in which they are used. The 
appliance shall be free from swarf, grit or other 
foreign matter.

6.2 Component location

Parts that are intended to be removable by the user, 
for example for cleaning, shall be readily accessible, 
shall not require the use of tools for their removal 
and shall be easy to assemble correctly and difficult 
to assemble incorrectly.
The burner shall be positively located and so 
arranged that it cannot be misaligned.
It shall not be possible to loosen complete burner 
jets or injectors without the use of a tool.

6.3 Materials in contact with gas

6.3.1 Copper tubing. Copper tubing shall not be used 
where it would be exposed to temperatures 
above 100 °C.
6.3.2 Jointing compounds. Jointing compounds 
shall comply with BS 5292.
6.3.3 Unions and flanges. Unions in gas lines shall 
be of the cone or spherical seated type. Flange joints 
shall include a gasket or O-ring seal resistant to the 
action of components of the gas and suitable for the 
temperature to which it is likely to be exposed.

6.4 Bolts and screws

Drillings for bolts and screws shall not connect with 
fuel gasways or waterways. The minimum residual 
wall thickness shall be 1 mm.
Where self-tapping screws are used to secure 
components that are removed during servicing, they 
shall be fitted with spring steel fasteners.

6.5 Aeration adjustment

There shall be no means of adjusting the primary 
aeration.

6.6 Insulation

Thermal or acoustic insulation shall be
non-combustible (see BS 476-4), securely located 
and protected against mechanical damage and the 
effects of condensate.
Asbestos-containing materials shall not be used for 
insulation.

6.7 Deposits from appliance

An appliance that gives rise to either solid or liquid 
deposits shall be provided with effective means of 
collecting and retaining such deposits. Any deposits 
shall be easily removable.

6.8 Fans

6.8.1 The fan shall comply with BS 3456-101.
6.8.2 The fan shall comply with the temperature 
rise requirements of BS 3456-101 with the 
appliance operating at rated heat input using 
reference test gas at thermal equilibrium and also 
immediately after the appliance has been 
switched off.

6.9 Expansion vessel

Where an expansion vessel is an integral part of, or 
supplied with, an appliance intended for use on a 
sealed water system, the construction of the vessel 
shall comply with BS 4814.

6.10 Lint resistance of type B appliances

6.10.1 General. An appliance fitted with aerated 
burners and/or aerated pilots shall comply with 
6.10.2 to 6.10.5.
For the purposes of 6.10.1 to 6.10.5 the following 
definitions apply.

a) aerated burner. A burner in which the gas 
flowing through a gas injector induces the 
primary air for subsequent combustion.
b) non-aerated burner. A burner in which the gas 
is burned without previous mixture with air.
c) air inlet. Any openings in the appliance casing 
for the supply of combustion air.

6.10.2 Ignition. After the appliance has been tested 
in accordance with 6.10.3 and Appendix B, the 
appliance shall comply with 10.3.1 or, for appliances 
that incorporate a full sequence automatic control 
system, with 10.3.1 as modified by 10.4.1.

6.10.3 Combustion

6.10.3.1 For type approval purposes, when the 
appliance is tested as described in Appendix B the 
CO/CO2 ratios shall not exceed those specified in 
6.10.3.2 and 6.10.3.3.
For a production appliance the requirements of 
6.10.3.2 and 6.10.3.3 are deemed to be satisfied 
provided that the dimensions and/or specification of 
the lint arrester system are in accordance with 
drawings which shall be supplied to the test 
authority.
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