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British Standard
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Rubber Standards Policy Committee (PRM/-) to Technical Committee PRM/53,
upon which the following body was represented:

British Rubber Manufacturers’ Association

This British Standard, having
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National foreword

This Part of BS 5293 has been prepared under the direction of the Plastics and
Rubber Standards Policy Committee and is identical with ISO 5435 : 1991 Rubber
compounding ingredients — Carbon black — Determination of tinting strength,
published by the International Organization for Standardization (ISO).

This Part of BS 5293 is part of a revision of BS 5293 : 1976 as a multipart
standard, Parts of which are identical to ISO standards. The first edition of
BS 5293 published in 1976 did not include a method to determine tinting

strength.

Cross-references

International standard Corresponding British Standard

ISO 471 : 1983 BS 903 Physical testing of rubber

Part A35 : 1985 Temperatures, humidities and times for
conditioning and testing of test pieces
(Identical)

ISO 1126 : 1985 BS 5293 Sampling and testing carbon black for use in the
rubber industry
Part 5 : 1988 Method for determination of loss of mass on
heating
(Identical)

ISO 1126 : 1992 is now published and subject to committee approval will be
published as BS 5293 : Part 5 : 1992.

The Technical Committee has reviewed the provisions of ISO 6809 : 1989, to
which reference is made in the text, and has decided that they are acceptable for
use in conjunction with this standard.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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