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Foreword

This British Standard code of practice has been prepared
under the direction of the Machinery and Components
Standards Committee. This edition supersedes BS 5304 :
1975 which is withdrawn.

Emphasis is placed on the principles of safeguarding to the
extent that a designer, plant engineer or works manager
may be able to apply them to any particular machine or
process. In the preparation of this edition, expert advice
has been sought from many diverse industries to ensure
that the principles are valid for the widest application.
lllustrations of many different types of machinery have
been used to demonstrate the general application of these
principles.

As in the previous edition, this code of practice stresses the
importance of in-built safety at the design stage. In so
doing, it is hoped that safeguarding might be viewed as a
prime feature of the machine and not something which is
considered as an afterthought. The section on electrical
considerations has been greatly expanded to explain fully,
with the help of circuit diagrams, the latest methods of
electrical interlocking.

Section nine, covering interlocking, has been expanded to
include hydraulic and pneumatic interlocking.

The concept of ‘failsafe’ has been deleted and replaced by
the concept of minimizing failure to danger.

The safeguarding of machinery is a task which requires
unremitting and careful attention at all times in the
interests of industrial accident prevention. It is hoped that
this code of practice will make a worthwhile contribution
to the prevention of machinery accidents and that it will
serve as a useful guide to those whose task it is to safeguard
machinery.

Appendix A gives details of ergonomic data, which are
included until a commonly recognized international
standard is available. Appendix B describes a graphical
method of selecting interlocking systems and appendix C
gives an example of a permit to work system. Appendix D
provides an extensive bibliography in which a number of
publications appropriate to machinery and processes in
different industries are listed.

BS 5304 : 1988

The Health and Safety Executive (HSE) commend the use
of this British-Standard to those who have duties under

the Health and Safety at Work etc. Act 1974. The standard
was drawn up with the participation of HSE representatives
and is included in the list of ‘Standards significant to health
and safety at work’ published by HSE. It is also referred to
in HSE Guidance Publications.

The subjects covered by this British Standard are now also
covered by the series of European standards on machinery
safety. These European Standards take precedence for the
purposes of meeting the Essential Health and Safety
Requirements of the European directive on the safety of
machinery 98/37/EC.

However, the information, drawings and format contained in
this British Standard are considered too useful to withdraw.
This British Standard has therefore been given the status of
Obsolescence in order to ensure its continued availability to
persons involved with machinery safety.

Details of European and other standards covering the
subject of machinery safety can be obtained by contacting
BSI Customer Services by telephone on 020 8996 9001 or
by fax on 020 8996 7001.

Compliance with a British Standard does not of itself
confer immunity from legal obligations.

Summary of pages

This document comprises a front cover, an inside front
cover, pages i and ii, pages 1 to 158, an inside back cover
and a back cover.

The BSI copyright notice displayed throughout this
document indicates when the document was last issued.
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Code of practice. Section one

Section one. General

1.1 Scope

This British Standard code of practice identifies the hazards
arising from the use of machinery and describes methods
for the elimination or reduction of these hazards, for the
safeguarding of machinery and for the use of safe working
practices.

Reference is made to non-mechanical hazards but these
are not covered in detail.

NOTE. The titles of the publications referred to in this standard
are listed on the inside back cover.

1.2 Definitions

For the purposes of this British Standard, the following
definitions apply.

1.2.1 machinery. Apparatus for producing or applying
power, having fixed or moving parts each with definite
functions.

1.2.2 hazard. A situation that may give rise to personal
injury.

1.2.3 risk. A combination of the probability of injury and
the degree of the injury.

1.2.4 danger. A state or condition in which personal injury
is reasonably foreseeable.

1.2.5 safeguard. A guard or device designed to protect
persons from danger.

1.2.6 guard. A physical barrier that prevents or reduces
access to a danger point or area.

1.2.7 safety device. A device other than a guard that
eliminates or reduces danger.

1.2.8 safe working practice. A safe system of work,
i.e. a method of working that eliminates or reduces the
risk of injury.

1.2.9 interlock. A safety device that interconnects a guard
with the control system or the power system of the
machinery.

1.2.10 failure to danger. Any failure of the machinery,
its associated safeguards, control circuits or its power
supply that leaves the machinery in an unsafe condition.

1.2.11 failure to safety. Any failure of the machinery,
its associated safeguards, control circuits or its power
supply that leaves the machinery in a safe condition.
NOTE. Nothing can be guaranteed always to fail to safety.

1.2.12 integrity. The ability of devices, systems and
procedures to perform their function without failure or
defeat.
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Section two. General guidance

2.1 Application of the code

2.1.1 Use of the code

This code is intended for those who design, manufacture,
supply, install, use, maintain or modify machinery,
machinery guarding or safety devices.

It is also intended to be used by those concerned with
information, instruction and training in safe working
practices.

2.1.2 General principles

The aim of the code is to promote a high standard of
machinery safety. It describes and illustrates a variety of
safety measures and explains methods by which it is
possible to assess which measure or measures it is reason-
able to adopt in particular circumstances. It will, however,
be necessary to consult specific legislation in applying the
principles set down. Although reference is made to specific
types of machine, specific recommendations are not given
for every type of machine.

Appendix D provides a selective list of publications on a
wide range of subjects, classified under industry headings,
including current legislation. Users of the code should
therefore refer to these for more detailed advice on specific
applications. It comprises three parts. The first part lists
those publications which describe safeguards against
mechanical hazards applicable to machinery identified by
industry or process; the second part lists similar publications
which outline the precautions which should be taken
against the non-mechanical or environmental hazards often
experienced with certain classes of machinery. These latter
hazards are not covered in detail by this code. The third
part lists British Standards referring to personal protective
equipment.

2.1.3 Future developments

Developments are constantly being introduced and
experience gained not only to counter the dangers asso-
ciated with new technologies and manufacturing methods
but also to improve the safeguarding of traditional types
of machinery. Users of this code should therefore make
themselves aware of any new codes of practice, etc.,
which may be published from time to time and other
relevant new developments.

2.2 Principles of machine safety

2.2.1 General

The basic principles for reducing risk of injury that may
be applied to mechanical hazards are as follows:

(a) identification of the hazard(s);

(b) elimination or reduction of hazards by design;
(c) use of safeguards;

(d) use of safe working practices.

Full document details: BS 5304:1988

When designing a machine, a knowledge of possible
mechanical hazards will aid the designer and manufacturer.
Where the creation of a hazard cannot be avoided, it may
still be possible to reduce the scale of injury that can be
caused, e.g. by reducing speeds or forces.

Where machinery has been designed without taking these
hazards into consideration, their identification and
elimination should be considered. Modifications may be
possible which, although not capable of eliminating injury,
reduce its scale. (Section three refers to identification of
hazards and section five to elimination measures and
measures to reduce injury.)

When a hazard cannot be eliminated or avoided, other
measures for reducing the risk of injury should be sought.
These measures may include reducing the scale of injury,
providing safeguards and safe working practices. The avoid-
ance of injury depends on the reliability of these measures.

Unless a danger point or area is safe by virtue of its
position, the machinery should be provided with appro-
priate safeguarding which eliminates or, where this is not
practicable, reduces danger.

It may be difficult to guarantee that machinery is safe by
virtue of its position, and where access and consequent
injury is reasonably foreseeable, safeguards should be
provided.

In considering the various measures to reduce risk, it is
important to have a realistic assessment of all the risks
involved. This is considered in section four.

Certain safety measures are more reliable than others.

The order of priority is determined by reliability and there-
fore safeguards should be considered before safe working
practices. Safeguards are considered in sections six to nine
and safe working practices in section thirteen.

Consideration should also be given to using a combination
of hazard elimination or reduction, safeguarding and safe
working practices. As part of a safe working practice,
personnel may require personal protection equipment and
this is also considered in section thirteen.

In addition to measures which are taken explicitly for
safety reasons, a large number of other factors influence
the safe operation of machinery, all of which have to be
considered at the design stage. These are considered in
sections five, ten, eleven and twelve.

2.2.2 Selection of safety measures

In working through the various potential combinations of
hazard elimination, safeguards and safe working practices,
it may not be possible to use the more effective types of
safety measures because they are either not technically
feasible or are not suitable for their particular application.

In considering measures for all the hazards during each
relevant phase of machine life, risk assessment techniques
will assist in choosing the best possible combination of
safety measures. (See section four.)
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Section two

2.2.3 Phases of machine life These may give rise to conflicting requirements

So far as is possible, the designer and manufacturer should  and priority should be given to those phases which give rise
consider hazards associated with all phases of machine life, ~ to the greatest risk. For example, for manually operated
which are likely to include: machines on repetition work this is likely to be the
operation phase while for fully automated and/or remote

(a) construction; . . .
controlled machinery, where there is no access during

(b) transport; operation, the maintenance, toolsetting and adjustment
(c) installation; phases may require greater emphasis. The aim is to
(d) commissioning; minimize the total risk.

(e) operation, including starting up and shut down; 2.2.4 Specific legislation and codes of practice

(f) setting or process changeover; In some cases, particular safeguards or safe working

(g) cleaning; practices are required by legislation and in other cases
(h) adjustment; assistance may be given in the publications listed in
(i) maintenance; appendix D.
(j) de-commissioning and dismantling.
Documents
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Section three

Section three. ldentification of hazards

3.1 Dangers from machinery

A person may be injured at machinery as a result of:
(a} contact or entanglement with the machinery;

(b) trapping between the machine and any material
or fixed structures;

(c) contact or entanglement with any material in
maotion;

(d) being struck by ejected parts of the machinery;

(e} being struck by material ejected from the machinery.

These may be regarded as mechanical hazards. Some
machinery may also present non-mechanical hazards in
which the dangers are less obvious or tangible.

This code deals principally with safeguards applicable to
the mechanical hazards identified in 3.2. To assist with
non-mechanical hazards not covered in detail in this code,
appendix D gives references covering such hazards and
brief comment is made in 3.3 and section ten.

3.2 Mechanical hazards

3.2.1 General

Movement of machinery parts consists basically of rotary,
sliding or reciprocating motion or a combination of these.

These movements may cause injury by entanglement,
friction or abrasion, cutting, shear, stabbing or puncture,
impact, crushing, or by drawing a person into a position
where one or more of these types of injury can occur.
The examples in the groups detailed in 3.2.2 to 3.2.10 are
typical and one or more will be found on most units of
machinery, but the list is not exhaustive. It should be
noted that individual machines and individual parts of
machines may cause one or more of these types of injury.
(See figure 1.)

Contact with
abrasive surface

Entanglement

Ejection —
disintegration of wheel

Figure 1. Individual parts of machines causing one or more
types of injury, e.g. hazards at an abrasive wheel

In-running trap with
incorrectly positioned
work rest

Ejection —
sparks and debris
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Section three

32'? Entanglernfmt _ (b) Catching on projections or in gaps (see figure 3),
Bodily contact with the following features may lead to e.g. fan blades, spoked pulleys, chain wheels, gear wheels
entanglement. and flywheels, mixer and beater arms, spiked cylinders,

belt fasteners, projecting keys, set screws, cotter pins on

(a) Contact with a single rotating surface (see figure 2),
shafts or slat conveyors.

e.g. couplings, spindles, chucks, leadscrews, mandrels,
bars, or rotating workpieces. These, even when rotating
slowly, are a source of danger.

Figure 2. Entanglement caused by contact with a single rotating surface

Figure 3. Entanglement caused by catching on projections or in gaps
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Section three

(c) By catching between two parts (see also 3.2.9). batch-up, reel-up, etc., or a conveyor belt and its
(1) Between counter-rotating parts (see figure 4), driving pulley or any bend pulley (see BS 2890).
e.9. gear wheels, rolling mills, mixing rolls and Some mechanisms contain a combination of sliding
calenders, or material being drawn between two rolls, and turning movement such as those used in certain

cam gear designs, e.g. the mechanism on the side of
some flat-bed printing machines, or baling machines
(see figure B).

(2) Between rotating and tangentially moving parts
(see figure 16), e.g. a power transmission belt and its
pulley, a chain and chain wheel, a rack and pinion,
metal, paper, rope, etc. and a reeling drum or shaft,

Figure 4. Drawing-in hazards between two counter-rotating parts

Figure 5. Entanglement caused by catching between rotating and other moving parts
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Section three

Figure 6. Entanglement caused by catching between rotating and fixed parts

(3) Between rotating and fixed parts (see figure 6),
e.g. spoked handwheels or flywheels and the
machinery bed, screw or worm conveyors and their
casing (see BS 4409), revolving mixer and mincing
mechanisms in casings having unprotected openings,
Z-blade and ribbon-blade mixers, extruder scroll and
barrel, or the periphery of an abrasive wheel and an
incorrectly adjusted work rest.

(d) Catching in materials in motion (see figure 7), e.g. in
centrifuges, tumbler driers, dough mixers, or swarf from
machining operations.

The risk of entanglement is increased by loose clothing,
gloves, neckties, jewellery, hair, cleaning brushes or rags, Figure 7. Entanglement caused by catching in
medical dressings or materials being handled. materials in motion
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3.2.3 Friction and abrasion

The distinction between abrasion and cutting by a saw,
for example, is one of degree. Friction burns can be caused
by relatively smooth parts operating at high speed, e.g. the

rim of a centrifuge basket at the edge of the casing opening.

Other examples of friction or abrasion hazards include the
periphery of an abrasive wheel, belt sanding machines (see

figure 8), material running on to a reel or shaft, a conveyor
belt and its drums or pulleys {see BS 2890) (see also 3.2.9

and figure 16}, and fast moving ropes or belts.

3.2.4 Cutting

Examples of cutting hazards include all kinds of cutting
tool, circular saws, milling cutters, routers, spindle
moulders, planing and tenoning machines, hand saw blades,
rotary knives, disc blades, or edges of moving sheet
material {see figure 9).

Each of these forms of cutter is capable of cutting by virtue
of its own speed of movement when it comes into contact
with the body. The effect may be aggravated by the body
being held stationary, i.e. unable to move away from the
blade, by another machine part. Water jet cutting creates a
similar hazard.

Figure 8. Friction and abrasion hazards
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Figure 9. Cutting hazards
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3.2.5 Shear links and rotating wheels, or oscillating pendulum
Parts of the body may be sheared in the following ways: movements;
(a) between two machine parts (see figure 10), e.g. the (b) between a machinery part and a workpiece (see
table of a metal planing machine and its bed, the blade figure 11), e.g. transfer mechanisms, the tool of a
of a guillotine, nip points between connecting rods or broaching machine.

Figure 10, Shear hazards between two machine parts

IL

Figure 11. Shear hazards between a machinery part and a workpiece Documents
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3.2.6 Stabbing and puncture {2) ejection of material, e.g. flying swarf, ejection of
The body may be penetrated by the following: a workpiece, molten metal ejection from a diecasting
machine, sparks generated in a welding process,

e i i cartridge tools, or debris from rotary mowers and

(1) ejection of parts of machinery, e.g. thte flym? hedgecutters;

shuttle of a loom, a loose cutter on a vertical spindle
moulding machine, broken tooling on a press, or the
bursting of an abrasive wheel;

(a) flying objects (see figure 12);

(b) rapidly moving parts of machinery or pieces of
material (see figure 13), e.g. sewing machines, drilling
machines.

Figure 12. Stabbing and puncture by flying objects

Figure 13. Stabbing and puncture by rapidly moving parts of machinery or pieces of material
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3.2.7 Impact e.d. the traversing motion of a machinery part, oscillating

Impact hazards are caused by objects which act against the ~ Pendulum movements, striking by projections or moving
inertia of the body but do not penetrate it (see figure 14}, counterweights.

Figure 14. Impact hazards
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3.2,8 Crushing hand-fed platen machines, foundry moulding machines,
Crushing occurs when one part of machinery moves against ~ counterweights. The traversing motion of a machinery
another with a part of the body in between (see figure 15), part, e.g. the table of a machine tool, and a fixed structure
e.g. the ram of a forging hammer, the tools of power not being part of the machinery may also create this type
presses, the callipers of spot welding machines, garment of hazard.

press closure, the closing nip between two platen motions,

&

Counterweight

Figure 15. Crushing hazards
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3.2.9 Drawing-in {c) running nips between a rotating surface and a
Shearing or crushing injuries can be caused when a part of tangentially moving surface where material, e.g. metal,
the body is drawn into a running or in-running nip formed paper, cable and rope, runs on to a reel, drum or shaft.
in the following ways:

(a) in-running nips between two counter-rotating parts 3.2.10 Injury by compressed air or high pressure fluid

(see figure 4), e.g. meshing gears, rolling mills, mixing injection

rolls, press rolls, reel and carriage rolls, dough brakes Injection of fluids through the skin can cause tissue damage

and moulders or calenders; similar to crushing. Examples are compressed air jets,

(b) in-running nips between a rotating surface and a diesel injectors, paint sprayers and high pressure hydraulic

tangentially moving surface (see figure 16), e.g. power systems.

transmission belt and pulley, chain and chain wheel,
rack and pinion;

Figure 16. Drawing-in hazards between rotating and tangentially moving surfaces
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3.3 Non-mechanical hazards

3.3.1 General

Machinery may also present other hazards and suitable
measures need to be taken to prevent injury. The nature of
the measure will depend on the type of hazard. Where
measures taken for one hazard may conflict with those
taken for another, the principle should be adopted of
aiming for the minimum possible risk. This will normally
mean that precedence is given to dealing with the hazard
creating the greatest risk, whether or not this is a
mechanical hazard.

3.3.2 Source of danger

As stated in 1.1 and 3.1, this code does not deal specifically
with these non-mechanical sources of danger. However,
brief comment on some of the more important environ-
mental aspects is given in section ten.

The various sources of danger other than mechanical
hazards include the following:

(a) access:
(1) slips, trips, falls;
(2) falling and moving objects;
(3) obstructions and projections.
(b) handling and lifting;

BS 5304 : 1988
Section three

(c) electricity (including static electricity):
(1) shock;
(2) burns.
(d) chemicals that are:
(1) toxic;
(2) irritant;
(3) flammable;
(4) corrosive;
(5) explosive.
(e) fire and explosion;
(f) noise and vibration;
(g) pressure and vacuum;
(h) temperature (high, low);
(i) inhalation of mist, fume and dust;
(j) suffocation;
(k) ionizing and non-ionizing radiation;
(I) biological, e.g. viral and bacterial.

3.3.3 Linking mechanical and non-mechanical hazards

Many of the safeguards which are adopted in order to
eliminate or mitigate personal harm from non-mechanical
hazards will need to be considered in conjunction with

the safeguards against the mechanical hazards identified

in 3.2 in order to minimize the total risk level, e.g. acoustic
guards to prevent access and contain/absorb noise, welding
curtains to protect against radiation, spatter and burns.
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Section four. Risk assessment and reliability

4.1 Risk assessment

4.1.1 General

The technique of risk assessment formalizes the intuitive
process by which designers and safety engineers use their
experience to identify hazards, assess risks and select the
appropriate safety measures.

The assessment of risk determines, to a large extent,
the level of safety precautions which it is necessary to take.
Two factors should be taken into account:

(a) the severity of foreseeable injuries;
(b) the probabilities of their occurrence.

The extent and complexity of the assessment required can
only be determined after an initial appraisal of the risks and
safety measures.

The guidelines in 4.1.2 to 4.1.4 describe the underlying
principles involved. It should be noted that many of the
more formal methods as yet have limited application
because of the lack of reliable data.

4.1.2 Probability of injury

When examining a machine either from first principles or
by making comparisons, account should be taken of the
frequency of access to or beyond a danger point during
each phase of machine life, e.g. machine operation and
breakdown, commissioning, maintenance, setting and
process changeover (see 2.2.3).

By considering foreseeable human behaviour at each phase,
the designer, etc. can assess the probable total frequency
of access to the danger points. Next, an estimate should be
made of the proportion of each type of access likely to be
injurious, which may require a reliability assessment of
safety or other features, and of the degree of injury in
each case. It should be noted that the degree of injury

may vary because of variations in the position of access

for different reasons.

It is emphasized that the absence of injury from machinery
used without safeguards over a period of time does not in
itself mean that the machine is completely safe. It is most
unlikely that any but the very largest employers using large
numbers of similar machines will be able to gather sufficient
accident data from within their own plant to give a
statistically significant indication of the probability of
injury from a given type of machine.

Limited accident statistics are available from various
sources, e.g. large employers, employers’ organizations and
trade unions. The more extensive studies which have been
carried out from time to time by the Health and Safety

Full document details: BS 5304:1988

Executive generally indicate accident frequency only in
terms of a rate for an industry as a whole over a specific
period, without giving specific data on hours of exposure
to risk.

The available data have to be interpreted with extreme care
and in individual cases, particularly with new types of
machinery, judgement of the level of probability of injury
should still be based on individual and collective experience
of other machinery with similar modes of operation,
maintenance, etc.

4.1.3 Degree of injury

The degree of possible injury has an important influence
on the level of safety precautions. Where two machines
present the same probability of injury, but in one case the
injury is death and in the other a bruised or broken finger,
clearly the former carries the higher risk and requires a
higher level of safety precautions.

Some types of injury, particularly those involving injury
to health, are not immediately apparent and may be
manifested some time after exposure to a hazard has
ceased. Other injuries build up over a long period of expo-
sure to a hazard.

Access to the hazard area may occur during all phases of
machine life (see 2.2.3) and for a variety of reasons, either
deliberate or accidental. The following questions should be
asked, to determine the possible degree of injury.
(a) What type of mechanical or other hazard is involved?
(See 3.2 and 3.3.)
(b) What type(s) of injury can be foreseen? (See 3.2.)
(c) What is the probability of each possible degree of
injury, given the conditions under which access occurs?
(d) What loss to the individual, his family, the employer
and the community does each possible degree of injury
represent?
Having carried out all these assessments, the risks for each
type of access can be determined and the total risk assessed.

4.1.4 Overall risk assessment

Risk is a combination of the probability of injury and the
degree of the injury. For each hazard, the total risk is the
sum of the risks under all the different circumstances given
in 4.1.1 to 4.1.3. The overall risk from the use of a given
machine is the sum of the risks from the various hazards.

Where high risks are involved a more formal and systematic
method of assessment should be used as described for the
selection of interlocking methods in appendix B.
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4.2 Integrity

4.2.1 Reliability

The greater the risk, the greater is the need to protect
against it. The greater the probability or severity of injury
resulting from failure of the safety measure, the greater
should be the reliability of the measure.

This applies to safeguards and controls in general, to inter-
locks, braking systems, overrun devices, work-holding
devices, emergency stop systems, etc. Systematic methods
of assessing these devices and systems are available. Systems
of work are subject to the same principle, but cannot be
assessed to the same extent.

The identification of the various hazards should be
followed by a careful study of the possible failures or
combination of failures which might lead to these hazards
causing injury.

In any system where a failure may adversely affect safety,
each component within the system should be considered
in turn. The likely types of failure and their consequences
for the system as a whole should be taken into account.

BS 5304 : 1988
Section four

Where higher risks are involved, a more formal method of
assessment should be used, e.g. failure modes, effects and
critical analysis (see BS 5760). It is also necessary to
consider the reliability of operating procedures, where
safety depends upon them, and this will encompass both
inadvertent failure to follow procedures and deliberate
failure to do so.

4.2.2 Defeatability of guards and safety devices

Guards and safeguarding systems for machinery should
achieve their safety function with minimal downtime and
the least reduction in productivity. It should be recognized
that production pressures, incentive schemes or well
intentioned zeal can lead to safeguards being defeated.

Safeguards should be designed and constructed to make
bypassing or defeating them, whether deliberately or by
accident, as difficult as is reasonably possible. In addition,
the elements of safeguarding systems should be reliable
since poor reliability will encourage attempts to defeat
them.

See section seven regarding the design and construction of
guards intended to discourage guard defeatability.
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Section five. Machinery design

5.1 Safety at the machine design stage

Designers should aim to produce machinery for efficient
operation, namely to be economic in use and to be safe to
construct, install, operate and maintain, consistent with the
requirements of current legislation (see also appendix D).

In addition to considering the safety of machinery
operators, designers should always take into account the
safety of other people who may be exposed to risk.

Wherever practicable, dangerous parts should be eliminated
or effectively enclosed in the initial design (see figure 17).
If they cannot be eliminated, then suitable safeguards
should be incorporated as part of the design and if this is
not possible, provision should be made for safeguards to
be easily incorporated at a later stage.

Provision should be made to facilitate the fitting of
alternative types of safeguards on machinery where it is
known that this will be necessary because the work to be
done on it will vary.

At the design stage arrangements should be made, where
practicable, to eliminate the need to expose any dangerous
parts during operation, examination, lubrication, adjust-
ment and maintenance.

Designers of machinery should take into account the
ergonomics of machinery use, i.e. they should consider

all aspects of the work situation for which the machine

is intended. The objective is to provide the optimum
conditions to achieve the most efficient safe performance
of the machinery and the operator. Among the aspects to
be considered are the creation of a favourable environ-
ment for the operator and others in the vicinity by
providing heating, cooling, lighting and, where necessary,
mechanical aids to reduce physical effort, and by control-
ling to an acceptable level the emission of heat, light, noise,
dust, fumes, vapours and liquids. Although these topics
are not covered in detail in this standard (see section ten),
they are important and should not be overlooked. When
machinery is to be guarded by means of an enclosure to
prevent access to mechanical and electrical hazards, there
may be an opportunity to take measures to control,

for example, dust and noise by substituting sheet material
for mesh. Where some form of physical barrier is provided
to prevent access to dangerous parts, the size and position
of the barrier should take into account the bodily propor-
tions of the working population (see appendix A).

These aspects should be considered as early as possible
during the machinery design and installation planning stages
since the addition of safeguards as an afterthought will all
too often result in awkward design problems involving
unnecessary expense, reduced production and possibly
inefficient safeguard performance. If the necessary safe-
guards are not designed at the start, it is possible that no
action will be taken later and the machine will then present
an unnecessarily high risk of injury when taken into use.

Full document details: BS 5304:1988

5.2 Elimination of hazards by design

5.2.1 General

At the design stage a machine designer should be aware of
the hazards listed in section three. As a first principle,

as many of these hazards as possible should be avoided by
suitable choice of design features. Secondly, where it is
not possible to avoid these hazards, the designer should
examine the factors which influence the magnitude of the
risk. Speed of movement, force, etc. may influence the
degree of injury. Factors which may influence the
frequency of exposure and hence the probability of injury
include remote and automatic feeding and waste disposal
and ‘sealing for life’ (or remote lubrication) to reduce
maintenance access.

On existing machinery, modifications can sometimes be
made on the same basis.

5.2.2 Entanglement

Entanglement hazards may be reduced by reducing speed
or distance of movement, by avoiding projections and
recesses, by restricting force, torque and inertia, and by
aiming for smooth polished surfaces. These measures apply
both to machinery and process material. It helps also if the
process material and any by-product is discrete rather than
continuous. Every projection such as a setscrew, bolt or key
on any exposed revolving part of machinery should be sunk,
shrouded or otherwise effectively guarded. Guards for
rotating shafts should preferably be fixed guards of solid
construction. However, guards of the loose tube type or of
bellows construction may also be used satisfactorily in
some applications.

The ergonomic criteria given in 7.4 and appendix A should
not be regarded as giving complete protection against
entanglement.

5.2.3 Friction and abrasion

Friction and abrasion hazards are reduced by reducing
speed or distance of movement, force, torque and inertia,
and by use of surfaces that are as smooth as possible.
Damage due to any particular moving surface can be
aggravated by abutting surfaces preventing removal of the
hand, etc. from the danger area, e.g. a badly adjusted work
rest on an abrasive wheel.

5.2.4 Cutting

Cutting hazards are reduced by reducing speed or distance
of movement, force, torque and inertia, and by increasing
corner radii on machine parts. Adjacent abutting surfaces
should be avoided. Processing materials in a way which
avoids leaving raw edges also reduces the hazard.
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Stripper plate

Figure 17. Enclosed tools at a power press

Enclosed tools are designed and constructed to be safe in themselves, there being insufficient space between
possible trapping parts in the tool set to permit entry of any part of a hand. They should be used whenever
the operation allows as they provide a high standard of protection and eliminate the need for further
guarding. The use of enclosed tools is usually practicable when blanking operations fram strip are carried
out and when more than one operation is combined in a single set of tools. Enclosure can be achieved by
arranging for the stripper plate, which is attached to the die, to be sufficiently thick to prevent the punch
from being withdrawn from it, and by making the feed opening below the stripper plate so small that
fingers cannot reach through it to the punch. (See also 5.1.)
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5.2.5 Shear traps which it is possible to insert in the trap. Since it relies on
pushing body parts out of the way, it is not appropriate
except on low-speed machinery, and detailed consideration
e O of other hazards will often rule it out, It should be noted
(a) filling the gaps, such that the shear trap is minimized that the technique is not effective against double shear

The principal measures which may be adopted to eliminate
shear traps are as follows:

{sae: figures 16.and 1?]: traps. Guidance on safety distances is given in appendix A.
(b) rfeducmg the maximum clearance between the When it is not possible to avoid the creation of a shear trap,
relatively moving parts so that parts of the body cannot it may still be possible to restrict reach past the trap
ﬁ::z;i’:}h; By 1l B SoRUliD Theetvake 0T the so that injury is reduced. It may also be possible to adjust

‘ ' o speed and force of movement of parts creating the shear
(c) increasing the minimum clearance between the action.
shearmg parts, such that parts of the body can enter NOTE. These techniques are not generally applicable to tools
the gap safely. whose prime purpose is to shear, e.g. guillotines or press tools.

When the technique of separating the shearing parts is
used, consideration should be given to the body parts

Power guard in open position

2 mm transparent plastics
sheet reduces access to
trapping point from control
station for powered guard.

Figure 18. Removal of shear trap by design
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(a) (b)

Figure 19. Gap cover to prevent shear trap

When a cylinder has a gap in it as shown in {(a), a gap
cover which completes the periphery of the cylinder
as shown in (b) can be fitted. This eliminates the
shear trap which arises when the cylinder rotates
past the fixtures.

5.2.6 Stabbing and puncture

Stabbing or penetration injuries are affected by sharpness,
speed, force or torgue, and inertia of machine parts, process
material, by-products, etc. in their normal places or on
ejection from the machinery. The presence of a surface

BS 5304 : 1988
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preventing the body or body part moving away may
aggravate the effect.

Where there is a risk of small or sharp ejected objects which
may penetrate the skin, sheet material should be considered
in lieu of mesh for guards.

5.2.7 Impact

The considerations for impact injuries are much the same
as for stabbing or penetration injuries.

5.2.8 Crushing

Crushing injuries, like shear injuries, are due to the relative
motion of two objects with a body part in between, and are
affected by similar considerations, Some information on
the factors necessary to reduce crushing is given in

BS 5655 : Part 1.

5.2.9 Drawing-in

Drawing-in, leading to entanglement, shear or crushing,
is aggravated by speed or distance of movement, force,
torque, inertia, weight or tension, e.g. in a belt or in
material being reeled up. Surface roughness and any
tendency to adhesion will have a similar effect (see
figure 20). Adjacent parts of structures may increase
injuries.

Figure 20. Conveyor: first idle roller free to prevent drawing-in

The possibility of trapping at the junction of a powered conveyor
and an idle roller conveyor can be avoided by making the first
idle roller free to move away along an incline A cut in the sides of
the conveyor. The angle of the incline is so arranged as to prevent
lateral movement of the roller during the passage of goods from
the belt to the idle roller conveyor. Any rigid cross members
should be removed from this point. Care should be taken,
however, to check that the weight and dimensions of the loads
being conveyed do not prevent the roller from lifting. In some
installations more than one free roller may be required.
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5.3 Controls

5.3.1 Position

Controls should be so positioned and spaced as to provide
safe and easy operation and there should be ample
clearance between each control and other parts of the
machinery. Controls should be so placed that the operator
can reach them easily without stretching or moving from
his normal working position. The controls most frequently
used should be placed in the most accessible positions.

To reduce the possibility of error when an operator changes
from one unit of machinery to another of similar type,

a standard layout should, where practicable, be adopted for
machinery and work situations having the same pattern of
operation,

Start controls should be shrouded, gated or so positioned
that they cannot be operated inadvertently.

A stop control should be positioned near each start control.

Where more than one control station is provided, these
should be arranged to take account of any increased risk

to people who may be affected by the operation of one of
the controls. This may be achieved by providing positive
control circuit selection at the master control station
overriding all other controls, so that the start control can

be transferred from one position to another. Other methods
are discussed in further detail in BS 2771 : Part 1.

(See also 5.12.)

Handles, handwheels and levers should be so positioned
that when the operator is operating them he cannot
inadvertently operate any other control. Two-hand controls
should be so placed, separated and protected as to prevent
them from being operated by any means other than two
hands (see 8.2).

Foot operated controls, other than for emergency stop,
should be adequately shrouded or otherwise arranged to
prevent, as far as pessible, accidental operation from any
cause, Pedals should not be of greater width than that
required for foot operation. Movable pedals should be
shrouded to permit access from one direction only {see
figure 21).

5.3.2 ldentification

Controls should be clearly identifiable and readily distin-
guishable from each other by varying their separation, size,
shape, colour or feel, and by labelling the controls with
either words or symbols to identify the function or conse-
quence of use of the control (see BS 3641 and BS 4964).

Where practicable, controls for different motions should Figure 21. Pedals protected from accidental operation
be operated from different points. For example, the operat- by means of a cover
ing handle for a cross-slide automatic feed should be
separated from the handle of a traversing feed. Where possible, the entire length of the pedal and its
Controls for starting or stopping a machine should be lever should be covered to prevent any part from
clearly marked. being struck by material. Side panels prevent
Stop and emergency stop controls should be coloured red operation, deliberate or accidental, except from the
in accordance with BS 2771 : Part 1 and BS 3641 (see front.
also 5.3.6).
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5.3.3 Operation

Where appropriate, the direction of movement of a control
should correspond with the direction of motion being
controlled. For example, where a handle or handwheel
controls a sliding part, clockwise rotation should direct
movement of the part away from the operator, to his right,
or in an upward direction, A lever requiring movement
towards, or away from, the operator should result in
corresponding movement of the moving part.

Where practicable, the mode and direction of movement
of controls should be so varied as to prevent inadvertent
operation of the wrong control.

Clutch control levers should be provided with adequate
means of retaining them in a safe position.

5.3.4 Controls for machinery setting or adjustment and
for feeding material

5.3.4.1 General. Generic terms for controls for machinery
setting or adjustment and for feeding material include inch,
jog, slow crawl, etc. The definitions and usage of these
terms can vary according to the type of machine and
industry.

Where a guard has to be displaced or removed for setting or
adjustment of machinery or the feeding of material and

it is necessary for the purpose of these operations for the
machinery to be in motion, the setter should be protected,
where practicable, by one of the following methods, which
are listed in order of merit:

(a) a hold-to-run control (see 5.3.4.2) with the machinery
running at crawl speed, or a limited movement device
(see 5.3.4.3);

(b) a hold-to-run control with the machinery running at
the slowest practical operating speed;

(c) a hold-to-run control with the machinery running
at normal speed.

5.3.4.2 Hold-to-run control. A hold-to-run control permits
movement of the machinery only as long as the control is
held in a set position. The control should return auto-
matically to the stop position when released. Where the
machinery runs at crawl speed, this speed should be kept as
low as practicable.

A two-hand control (see 8.2) may be used as a hold-to-run
control but it should be emphasized that neither protects
anyone other than the person operating the control.

The use of a hold-to-run control for remote operation of
machinery is, however, acceptable only where it is not
practicable to provide effective guarding and where there
is no danger from overrun of the dangerous parts when
the control has been released.

In addition to its value as a safety device during setting,

a hold-to-run control, if placed at sufficient distance from
the dangerous parts, also provides a means of ensuring
that a machinery operator is in a position of safety when
the machinery is operating normally (see 6.3(g)).
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5.3.4.3 Limited movement devices. A limited movement
device is a control system, the operation of which permits
only a limited amount of travel of a part of machinery on
each occasion that the machinery control is operated;
further movement of the machinery is precluded until
there is a subsequent and separate operation of the control.

Care should be taken that the fitting of a limited movement
device does indeed increase the overall safety of the
machinery and that this will not be outweighed by an
increased risk of failure of other components or associated
control circuits.

The fitting of a limited movement device will inevitably
result in a greater number of start/stop operations therefore
care should be taken to ensure that:

(a) the machinery is mechanically robust enough to
withstand the possible extra duty;

(b) the drive motors will not overheat; it will be
necessary for the starting duty to be reasonably
accurately established;

{c) the rating of the contactors, relays, etc. is adequate;
it is possible that the increased number of operations at
low power factor and near stall current will have an
adverse effect on existing equipment;

{d) a brake can be fitted; if the load on the machinery
varies during the process cycle, a brake will almost
certainly be necessary if effective limited movement
control is to be attained;

(e) where reversal of motion is possible, the control
operations needed are readily distinguishable.

A limited movement device can be either a timed impulse
device, in which a predetermined timed impulse is given
with the object of achieving a limited movement, or a
controlled movement device, in which the actual amount
of movement is predetermined.

Whichever type of device is used, the installation should

be such that the operator cannot tamper with the controls.
Systematic maintenance arrangements should be instituted
to ensure regular checking and any necessary resetting.

(1} Timed impulse device. A timed impulse device is
simple to apply but it has a limitation because the
resultant movement of the machinery may vary for a
given setting of the control, depending on:

(i) variations of load on the machinery during its
work or process cycle;

(i) the position of the crank where rotary motion

is being converted to linear motion;

(iii) frictional variations depending on temperature,

etc.
The method adopted is to close a contactor or relay
supplying the drive motor or clutch for a predetermined
time. Control of the time of closure can be effected by
mechanical means, e.g. oil dashpots or pneumatic devices.
Electrical timing methods include resistance/capacitance
timing circuits and induction type relays, e.g. induction
disc or slugged (delayed) operation type relays.

Documents

Document Sharing Hub

27


http://www.avadocuments.com/doc/bs-5304-1988
http://www.avadocuments.com/doc/bs-5304-1988

BS 5304 : 1988
Section five

(2) Controlled movement device. Controlled movement
devices are designed to give a reasonably accurate
predetermined movement in which stopping is effected
as soon as the required movement has taken place.
Once properly set, they are only affected to a very
limited and probably negligible extent by ambient
temperature, varying load on the machine, etc. These
devices are applicable only in conjunction with an
efficient means of stopping the dangerous parts.

The actual movement of the machinery should be trans-
mitted by gearing, chain drive, or other form of positive
coupling to the device itself.

5.3.5 Handles and handwheels

Where a handle or handwheel is provided to operate
manually a mechanism which can also be driven by
mechanical power, the handle or handwheel should prefer-
ably be designed so as not to rotate when the power drive
is operating. Otherwise handwheels should either be of the
solid type without spokes or projections and/or provided
with handholds of restricted size.

5.3.6 Emergency stopping device

5.3.6.1 General. An emergency stopping device is a device
which requires deliberate action to bring a machine to rest
when danger is recognized. The emergency stop should not
be used for normal stopping and should not be relied on

as a means of isolation or immobilization.

An emergency stopping device when operated should stop
the machine as quickly as possible and apply a brake where
provided. An emergency stop is not an alternative to
guarding. Care should be taken that the operation of the
emergency stop does not, in itself, increase the risk of
injury from another source. Handles, bars, push buttons,
etc. used for actuating the emergency stop should be
coloured red and suitably marked, prominently located
and readily accessible. Push buttons should be of the
mushroom head type (see figure 22).

Where there is more than one control or work station,

an emergency stop push button should be positioned at
each station. Emergency control between and around the
work station may also be provided by use of trip wires or
pressure sensitive cables. In these circumstances it may
be desirable to incorporate a visual indicator. The emer-
gency stop should be located within easy reach.

It is essential that release or resetting of the emergency
stopping device does not cause the machine to operate,
Restarting should only be by operation of the normal
start control.

Figure 22, Emergency stop buttons

These should be of the mushroom head type and
coloured red, with a yellow background. (See also
5.3.2 and 5.3.6 and BS 3641.)

5.3.6.2 Lock-in emergency stopping devices. Where the
stop/start controls are remotely located, push buttons and
switches actuating emergency stopping devices should be
of the lock-in type™ so that the machinery cannot be
started again until they have been reset manually,

On these machines the emergency stop should not be used
for normal stopping.

5.3.6.3 Disconnection of main power supply. In some
workshops an emergency stopping device may be instailed
to stop all the machinery by disconnecting the main power
supply. Release of the emergency stopping device should
not re-energize the machinery. The use of an appropriate
warning that the machinery may restart (in accordance
with 1EE (Institution of Electrical Engineers) Reg. 537-16)
is not considered to be an acceptable alternative where a
mechanical hazard may result. The power should not be
restored until all machinery has been switched off.

*This is not applicable to emergency stops on underground mobile mining machines which are supplied by a flexible trDQGM ments
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5.3.6.4 Emergency stop trip wires and pressure sensitive Pressure sensitive cable should be used only in conjunction
devices. Where emergency stop trip wires or pressure with control systems designed to switch off the machinery
sensitive cables are used they are not a substitute for effective ~ when malfunctions are detected which lead to open or
guarding and should not be confused with the trip devices short circuits.
described in 8.1 (see figure 23). Trip wires should be
located in such a manner as to be clearly visible, readily 5.3.7 Warning signals

accessible and so positioned that they can be used notonly gy installations where the main operating station or start
at the operator’s normal control station but at other
appropriate points. The arrangement of the trip wire
system should be such that it operates the associated
switching device if either the wire is pulled in any direction
or the wire breaks. The system should be designed so that
the failure of a single spring is a failure to safety, i.e. causes
the emergency stop to operate. The system should operate
when the movement of the wire is not greater than 300 mm  On installations where malfunction of the machinery

control is in a position from which the dangerous parts

of the machinery or people in the vicinity cannot be seen
clearly, audible and visual warnings should be operated
through a suitable interlock for a predetermined time
before the machinery starts to operate. Adjacent machines
should be provided with distinguishable audible signals.

and by the application of a force not exceeding 125 N. creates a hazard, suitable warning signals should be given.
As the movement of the wire and the force to operate the These signals should preferably be given automatically
system could be affected by the design of the trip wire and should be both audible and visual.

supports and the distance between them, care should be Audible and visual warnings may be provided in addition
taken to ensure that the wire is free to move through the to, but not in substitution for, physical safeguards.
supports at all times, particularly at changes of direction,

without becoming disengaged from them. Where, in the 5.3.8 Program or sequence control

case of long trip wires, more than one switching device is Where machinery is program or sequence controlled,

necessary, a visual indicator should be incorporated to show it should be noted that parts which may not normally be
which device has operated. The indicator can be at a central  ¢gnsidered dangerous, may become so in the event of

position or at an individual device. program or sequence error, failure or malfunction causing,
Pressure sensitive cables may also be used in place of the for example, over-speeding of normally slow-moving parts,
electromechanical trip wire system already described. or unintended movement during setting-up. Therefore,
They are sometimes more convenient to install at conveyors  in order to establish the full safety implications, a hazard
or moving plant because they need not be restricted to analysis and risk assessment should be carried out as
straight runs but can follow a complex route around described in sections three and four. These should include

machinery. Such systems may be better suited than electro-  hazards arising from control or other malfunctions in all
mechanical systems in onerous environments where there is  phases of machine life, for example a bursting abrasive
dust contamination, vibration or structural movement. wheel caused by a misfeed.

Assurance of the integrity of control systems, including
programmable electronic systems, is discussed in 5.21.
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INCORRECT
1 position switch and one
end firmly anchored

{a) Emergency stop wire installed incorrectly
This shows an incorrect installation with a switch at one end and the wire firmly anchored at the other,

The device will be inoperative if the trip wire is pulled in the direction shown.

CORRECT
2 position switches

Tension spring anchor

CORRECT
1 position switch and 1 tension
spring anchor

(b} Two methods of installing an emergency stop wire correctly
This shows two methods of installing an emergency stop wire correctly. Either a switch is provided at each
end or a single switch is used at one end and a tension spring anchors the other end so that a pull on the
wire in any direction will stop the conveyor. It should be emphasized that an emergency stopwire is not an

Documents
haring Hub

alternative to guarding.
Figure 23. Emergency stopping of conveyors
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A switch operated by an emergency stop wire should
cut off the power supply not only when the wire is
pulled but also if the wire breaks or becomes slack.
(See also (b).) The switch illustrated has a central
spindle to which a trip wire is connected at D.
Tension in the wire is so adjusted that the switch
contacts are closed (position A) to allow the
conveyor to run. A pull on the wire will open the
contacts (position B) while breakage or slackness of
the wire will cause them to open in the opposite
direction (position C) under the action of the
compression spring.

{c} Electrical switch for emergency stopping of conveyors

Figure 23. fconcluded)

At a long conveyor, instead of a number of separate emergency stopping devices, it is sometimes more effective to
install an emergency stop wire or rope along the whole length of the conveyor. A pull on the wire in any
direction, or breakage of the wire, will bring the conveyor to rest. The arrangement should be such that after
manual operation resetting is necessary,
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54 Indicators

Where necessary, a qualitative, quantitative or check
reading indicator should be provided to warn of danger.
Such indicators should be designed to minimize the risk of
failing to danger. Explanations of these indicators are as
follows.

(a) Qualitative: shows a satisfactory or unsatisfactory
state, e.g. a temperature gauge which indicates
cold-normal-hot.

(b) Quantitative: provides numerical data and as such
requires precision in reading, e.g. a pressure gauge.

A quantitative indicator should not be used if a
qualitative one would suffice,

(c) Check reading: gives information automatically or
when demanded as to the state of the equipment,
e.g. an indicator light and/or audible alarm.

5.5 Clutches

Clutches are mechanical engagement and disengagement
devices and, in mechanical interlocking systems, are the
devices which interrupt transmission of the power. Where
actuated by mechanical or other means, disengagement of
the clutch should not depend on the maintenance of the
power supply. This is commonly achieved by using
compression type springs. The springs should be safely
rated and be of sufficient strength to secure prompt and
effective clutch disengagement. Any set of springs used on
a clutch should be closely uniform in dimension, quality
and rating. A single spring should not be relied upon unless
equivalent safety is provided by other means. The means for
loading the springs should be such that, when correctly
adjusted, the spring anchorages can be locked to prevent
risk of slackening back.

5.6 Braking systems

5.6.1 General

Reference is made in 5.3.4.3 and 9.4.2 to various devices
which rely for their efficient operation on a brake in order
to stop the machinery quickly.

Braking systems should be so designed as to bring dangerous
moving parts to rest with a consistent performance as
quickly as possible. As the braking capacity required is
related to the momentum of the moving parts, their momen-
tum should be kept as low as the application permits and,
in particular, the possibility of inserting a clutch mechanism
should be considered as a means of limiting the momentum
to be dealt with by the brake. Rotating parts and equip-
ment fastened to rotating parts should be so secured as to
prevent dislodgement in consequence of the brake action,
Adequate precautions should be taken to prevent disengage-
ment of screwed components due to reversed torque
following brake application.
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All braking systems should be designed to minimize the risk
of failing to danger.

This important part of a safeguard may take several forms.
Examples are detailed in 5.6.2 and 5.6.3.

5.6.2 Mechanical {friction) braking systems

Mechanical (friction) brakes, e.g. drum, disc or external
caliper, rely for their effect on the action of friction
material on a moving surface, usually of smooth metal.
The means of application should be independent of the
power supply.

Brakes should be of such capacity as to perform satisfac-
torily under conditions of maximum sustained use.

The design should provide for adequate dispersal of heat

SO as to prevent excessive temperature rise of the working
parts.

The arrangements for guiding should be such as to minimize
the risk of binding.

Where the effectiveness of braking may be adversely
affected by contamination, by the ingress of moisture or
oil, consideration should be given to:

(a) selecting an appropriate friction material:
(b) providing an effective housing to prevent ingress;

{c) monitoring braking efficiency and supplying control
systems that prevent motion when efficiency is below
the acceptable level.

When springs are used, they should be of the compression
type, safely rated and of sufficient strength to secure
prompt and effective brake application. Any set of springs
used on a brake should be closely uniform in dimension,
guality and rating. A single spring should not be relied
upon unless equivalent safety is assured by other means.
The means for loading the springs should be such that,
when correctly adjusted, the spring anchorages can be
locked to prevent risk of slackening back.

Adequate instructions concerning the setting of the brake
should be available and these should include:

(1) the length to which the spring(s) should be
compressed;

(2) the setting of the operating mechanism.

In certain applications it is essential that the brake is
released only when torque is available at the driving motor,
e.g. the hoist motion of a crane. The electrical circuit
should therefore be so designed that failure of the supply
in part of the circuit cannot cause loss of control of the
motor while leaving the brake disengaged. Precautions
should also be taken against the possibility of a similar
danger being caused by failure of one phase of a three-
phase supply.

When compressed air or hydraulic means are used to apply
mechanical brakes, a reservoir/accumulator, connected as
close as possible to the brake, should be provided to ensure
a sufficient supply of fluid in the event of failure of the
main supply. The reservoir/accumulator should have a
low-pressure device to switch off the machinery if the
pressure in the reservoir/accumulator falls below a safe

limit and the feed should be fitted with a [JQ@itiAe@Nts
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5.6.3 Electrodynamic braking systems

5.6.3.1 General. Electrodynamic braking systems are
arrangements by which electromagnetic forces are used
directly to bring the moving part(s) to rest, e.g. within
the drive motor itself. Such systems have widespread
application but it should be borne in mind that they
generally fail to danger in the event of supply failure.
They should be connected in such a way that their power
supply is maintained when emergency stop controls are
used,

5.6.3.2 Reverse plugging. Reverse plugging is a method of
braking whereby the electrical connections to a motor

are changed so that a reverse torque is applied and the
machine is brought rapidly to rest. The changeover
contactor should be so controlled that it will open when
the machinery stops, otherwise the machinery will restart
in the reverse direction.

5.6.3.3 D.C. injection. D.C. injection consists of disconnect-
ing the motor stator windings from the a.c. supply and
reconnecting them to a d.c. supply. This has a powerful
braking effect and is better than reverse plugging

(see 5.6.3.2) because there is no tendency to restart in the
reverse direction.

5.6.3.4 Regenerative braking for a.c. motors (capacitor
braking). Regenerative braking for a.c. motors consists of
the following.

(a) Disconnecting the motor from the a.c. supply and
reconnecting it to a capacitor bank, The capacitors help
to maintain the self excitation of the motor and there
is an induced braking effect.

(b) Improving the braking effect during the final stages
of decelerating by short-circuiting the motor terminals.

5.6.3.5 Regenerative braking for d.c. motors. Regenerative
braking for d.c. motors consists of reconnecting the motor
so that it acts as a gererator to supply a load. The load
may be a resistor or the main power supply.

5.7 Safety catches, overrun, run-back and
fall-back protection devices

Where risk of injury may arise, a safety device should be
incorporated in the design to restrain any moving
machinery part which may overrun beyond its normal
stopping position due to gravity, to the fall-back of a
crankshaft, to the failure of a counterweight system or
any other similar failure (see 8.3).

All such devices should be designed to minimize the risk.

5.8 Counterweights and similar devices

Counterweights which may fall upon or trap persons should
be suitably safeguarded. The movement of the counter-
weights should be safeguarded as far as necessary to provide
complete protection against injury, in particular in the

Duplication of the flexible connections {chain or cable)
between the mass and its balanceweight(s) is good practice
provided each connection is sufficiently strong to take the
full load.

Similar precautions are necessary on other weights,

e.g. those provided for tensioning ropes and belt conveyors,
where such weights move when the machinery is operated.

In these cases, provision should be made to maintain safety
in the event of rope or belt failure.

5.9 Rotating shafts, spindles and couplings

Every projection such as a setscrew, bolt or key on any
exposed revolving part of machinery should be sunk,
shrouded or otherwise effectively guarded. Guards for
rotating shafts should preferably be fixed guards of solid
construction. However, guards of the loose tube type or
of bellows or telescopic construction may also be used
satisfactorily in some applications (see figures 25 to 27).

Figure 25. Guarding of shafts and couplings

The loose sleeve A, which can be made of fibreboard
or other light material, rides loosely on the shaft. It is
split longitudinally so that it can be fitted over the
shaft without the need for dismantling, and the ends
are then secured either by steel clips or adhesive tape.
The fixed guard B for a transmission shaft and
coupling is made of sheet metal and is of U section
with flanges for fixing to the structure on which the
bearings are mounted.
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Figure 26. Tractor power take-off drives

The power take-off drive from a tractor is responsible for many accidents due to persons becoming
entangled with the rotating universal joints and telescopic shafts. The guarding illustrated is in three parts:
power take-off master shield A, telescopic shaft guard B and power input coupling guard C. Non-rotating
guards with flexible cones prove to be the most durable in practice. There has to be adequate overlap by
the power take-off and power input coupling guards over the power take-off shaft guard during all angles
of articulation. The telescopic shaft guard B has to be designed so that it can telescope sufficiently to avoid
jamming. A support for the shaft and guard when not in use should be provided.

1 5.10 Feeding and take-off devices

The use of automatic equipment to move components,
materials and substances into and out of machine tools and

T process machinery should be favourably considered as this
not only reduces the hazards to persons at the various
15——‘—— S operating points but also diminishes the risk of injury when
P

materials would otherwise need to be moved manually.
Examples are robots, tongs, chutes, slides, indexing tables,
transfer mechanisms, automatic feeds, magazines suction
or magnetic devices, push rods, or air blast,

BB

While automatic feeding and removal devices have much

= : to offer in preventing accidents to machine operators,
_ f : ( they can create danger when any faults are being rectified.

o, ‘ [ \\\ Care should be taken to ensure that the use of these
devices does not introduce further trapping hazards

Figure 27. Telescopic type guard between the devices and parts of the machine or materials
being processed. Suitable safeguards should be provided if

This provides protection against the danger of any danger could arise from moving parts.

contact with a rotating shaft, whether plain, splined

or screwed, and is particularly useful when,

as illustrated, it is fitted to a traversing part of a

machine. It also protects the shaft against the ingress

of dust and swarf, Where bellows type guards are

used on long shafts, they should be supported at

intervals by internal bushes. Docu ments
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5.11 Hydraulic and pneumatic systems

Hydraulic and pneumatic equipment should be in
accordance with the safety recommendations given in
BS 4575 : Parts 1 and 2.

When designing hydraulic circuits, all aspects of possible
methods of failure, including control supply failure,

should be considered. In each case, components should

be selected, applied, fitted and adjusted so that in the event
of a failure, maximum safety of personnel should be the
prime consideration, and damage to equipment minimized
(see also 3.2.10).

All components within the system should operate within
their manufacturer’s specification. All parts of the system
should be protected against over-pressure. The system
should be designed and constructed so that components
are located where they are accessible and can be safely
adjusted and serviced. Circuits should be designed,
constructed and adjusted to minimize surge pressures.
Surge pressure or loss of pressure should not cause hazards.

The supplier and purchaser should discuss any special site
conditions and the design of the system should take
account of these conditions. Examples of information
required are the possible existence of a fire hazard (use of
fire-resistant fluid) and protection for electrical devices.

For methods of interlocking of hydraulic and pneumatic
systems see section nine.

5.12 Electrical systems

The electrical equipment should comply with the safety
requirements of BS 2771 : Part 1. Advice on programmable
control systems and methods of interlocking is given

in 5.21 and 9.7.7.5.

5.13 Workholding devices

5.13.1 Power loss during operation

Where power operated workholding devices are supplied,
they should be designed so that a dangerous situation is
prevented in the event of a failure of the power supply to
the system, i.e. the workpiece remains clamped.

5.13.2 Clamping for automatic machinery

The control system should be interlocked to prevent the
machinery from being operated until power is supplied
to the workholding device and the workpiece is clamped.
Where power operated workholding devices are supplied,
it is desirable that a means be provided to check or indicate
that power has been supplied and the clamp is on, e.qg. by
an indicator visible from the operator’'s normal working
position.

In order to be safe, the clamping movement, if accessible,
should not expose a gap of more than 6 mm or should be
guarded such that it is not possible to trap a hand or a
finger.

Full document details: BS 5304:1988

5.13.3 Prevention of inadvertent unclamping of the
workpiece

The design of the control system should be such that the
power operating system for the workholding device cannot
be operated to unclamp the workpiece whilst it is dangerous
to do so. In certain situations there should also be an
indication that the workpiece is actually clamped.

For example, a hazard could arise where the clamp is
located incorrectly and yet is shown as on. Also, if there is
no workpiece, the power could be on and overtravel of the
clamp could cause danger.

5.14 Lifting, handling and transport

Machinery which cannot be moved or transported by hand,
should be equipped or be capable of being equipped with
suitable attachment devices for transport by means of
lifting gear. Transport personnel should be able to reach
the attachment devices safely or provision for automatic
attachment should be fitted. Taking into account the
centre of gravity, the attachments should be arranged so
that the machinery cannot be tipped during correct lifting.
Weight details should be given on the machine, on its
packaging or on transport documentation,

All machinery elements, including added fixtures, should
be provided with means for their safe removal and replace-
ment, unless their shape, size and weight permit these
operations to be carried out safely by hand,

Parts of machinery which can be removed in operation,
e.g. tools and devices which on account of their weight
cannot be lifted manually, should be marked with weight
details, These have to be affixed so that they are clearly
legible and visible, whether the details refer to the
removable part or the complete machine.

When a machine is provided with lifting gear and appliances,
e.g. for workpiece loading, unloading, tool mounting or
delivery, the supplier has to provide details of the safe
working load and notify the user of the need to obtain a
certificate of test and examination as specified by the
Factories Act 1961.

Eyebolts and eyebolt holes should be identified to prevent
mismatching according to the HSE Guidance Note PM 16
and BS 4278.

5.15 Lubrication

It is important that excess lubricants should be prevented
from reaching the surrounding area and thereby creating a
hazard.

On machines in which the failure of an automatic lubrica-
tion system could cause a danger to the operator, such a
lubrication system should incorporate a suitable indication
of its correct functioning and/or warning of a malfunction,

If the automatic lubrication system fails, means may be

required to stop the machine as soon as prﬁicable.
{See also 5.20.3.) ocuments
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5.16 Stability

Machines have to be designed to be stable, i.e. it is essential
that they do not fall over and are not capable of being
unintentionally moved by vibration, wind pressure, impact
or other foreseeable external forces. If this recommenda-
tion cannot be fulfilled adequately by design or stable
weight distribution, then stability should be obtained by
special safety measures. For example, movements of parts
of the machine may be restricted, indicators, alarms or
interlocks to prevent tipping may be provided, or the
machine may be securely anchored to a foundation.

Both static and dynamic stability should be considered.

If special safety measures are required, a warning should
be provided on the machine and/or in the operator’s
manual,

5.17 Lighting

Local lighting on the machine for the illumination of the
work area should be provided when the construction of
the machine and/or its guards render the normal lighting
inadequate for the safe and efficient operation of the
machine. Local lighting should also be provided in areas
of regular maintenance which are likely to be poorly lit,
e.g. the inside of certain electrical compartments where
electrical isolation is necessary for access. Such lighting
should comply with clause 12 of BS 2771 : Part 1 : 1986.

Fluorescent type lighting complying with BS 2771 : Part 1
may be used provided that any stroboscopic effects do not
conceal a hazard.

If the position of the lighting has to be adjusted, its location
should be such that it does not cause danger to the machine
operator whilst he is making the adjustment.

See 11.3.1 for general lighting of the workplace.

5.18 Hygiene

Machinery used in certain industries, notably for the
processing of food and pharmaceuticals, should be so
designed that it is not only safe to use but can be readily
and safely cleaned. (See also 10.3.)

5.19 Safety colours and symbols

Where practicable, colours can be used to draw attention to
a hazard. For example, certain parts of machines could be
painted a distinguishing colour which will only be visible
when a danger exists. Such finishes have to be non-toxic
when used in the food processing and pharmaceuticals
industries.

It is recommended that such painting be confined to the
inside surfaces of hinged covers which, when open, expose
machine parts which are dangerous when in motion,

BS 5304 : 1988
Section five

e.g. rotating shafts, gears or belts. The outside of such
covers should not be painted the same distinguishing
colour.

If covers protecting dangerous machine areas are
completely removable, it is not satisfactory to paint the
inside surface of the cover in a distinguishing colour.

The colour should be applied to part of the machine which
remains with the source of danger, e.g. the inside edge of

a cavity housing the dangerous parts or the surface
surrounding them which is at normal times hidden by the
cover.

If it is not practicable to apply the distinguishing

colour to an element of the machine structure, then the
dangerous items themselves may be painted. Such a case
would be where the machine structure adjacent to the
dangerous element is completely hidden by it. The whole
of the dangerous part need not be painted; it is sufficient
to paint the ends of shafts, rims of pulleys, edges of
blades, etc.

Where safety colours and symbols are used, they should
adopt a bold, recognizable, consistent pattern or symbol
using standardized colours and should comply with

BS 56378 : Parts 1 and 3.

B5.20 Access (See also 11.3.3.)

5.20.1 Operating stations

The controls should be so positioned relative to the
machinery that the operator has adequate vision for control
of the process being undertaken. The operator should have
adequate room in his working position and have all controls
placed within comfortable range. Where it is necessary for
an operator to stand or sit on machinery when it is being
operated, a platform or seat should be provided and so
designed and situated as to protect an operator from any
fixed or moving part which may cause injury,

Seats should be so designed as to provide adequate support
and should be fitted with back rests or so shaped as to
protect an operator against slipping from the seat. Suitable
footrests should be provided, where necessary,

Access to dangerous parts of transfer mechanisms,
conveyors, etc. will also require consideration, usually on a
larger scale than in the case of single-operation processes.
In large automated processes, particular attention should
be given to safe means of access such as walkways,
conveyor bridges or crossover points.

5.20.2 Platforms and steps

Where work platforms are used, they should be so designed
as to prevent hazards and provide a level standing space of
adequate size with a firm foothold. The stepping areas
should be made from materials which remain as slip
resistant as practicable under working conditions and suit-
able guard rails, posts and toe boards should be provided.
The supplier should liaise with the user regarding the safe
use of platforms and loads likely to be used.
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An access ladder with handholds and, where necessary,
with hoops, or a stairway with handrails or some other
suitable means should be provided to give safe and
convenient access. Ladders should comply with BS 4211.

Recommendations for the design and general construction
of factory stairways, ladders and handrails are given in
BS 5395 : Part 3.

5.20.3 Access for adjustment, lubrication and maintenance

Machinery should be so designed as to enable all routine
adjustments, lubrication and maintenance to be carried out
without removing the safeguard and without extensive dis-
mantling of machinery components. ldeally, lubrication
and routine maintenance facilities should be incorporated
outside the danger area, wherever practicable.

All action points, i.e, those points where generally an
external action is required to ensure the correct operation
of a lubrication system, e.qg. filling with lubricant or
actuation of a lever, should be easily accessible and situated
50 as not to cause a hazard. Where access for lubrication is
difficult, facilities for lubrication from a remote point or
self-lubricated bearings should be provided.

Where necessary, machines should have built-in platforms,
ladders or other facilities to provide safe access for any
adjustment, lubrication or maintenance but care should
be taken to ensure that such platforms or ladders do not
give access to exposed dangerous parts of machinery

(see also 5.20.2).

521 Assurance of system integrity

Design errors can occur which compromise the intended
integrity of a system during any phase of the design process,
illustrated in the following diagram.

The system should be designed in a manner that will reduce
the possibility of errors being introduced. It should be
checked during all phases to confirm freedom from error,
The higher the level of integrity required and the more
complex the system the greater will be the extent of the
check. This applies both to systems where the logic is
entirely determined by permanent connections, e.g. a hard-
wired electrical relay logic system, and to software or other
programmable systems. However, the increasing complexity
of typical programmable electronic systems highlights the
difficulties faced by the designer who needs to assure
system integrity.

Guidance on assuring the integrity of programmable
electronic systems is given in ‘PES (— Programmable
electronic systems) in safety related applications’, (see D.2.1).

Systems intended to be capable of re-programming present
additional assurance problems if safety is affected. Such
systems include:

(a) disc, cam or drum arrangements operating switches,
valves or linkages;

{b) selector switches or valves affecting otherwise
‘hardwired’ logic;

{c) card readers;

(d) punch tape readers;

{e) magnetic tapes or discs;

(f) electronic or optical storage.

These memory or storage arrangements may be used in
conjunction with a variety of contro! media, in control,
interlocking and/or emergency systems. Ways of preventing
inadvertent or deliberate alteration of the stored program
should be considered. These should encompass both
reliability and security of the storage system and include
the following measures:

(1) pinned cams;

(2) embedded software, e.g. read only memory {(ROM);
{3) locks restricting access;

{4} password access to software.

HARDWARE ~| DRAFTING—|—| ASSEMBLY I—
SPECIFICATION DESIGN INSTALLATION —{ COMMISSIONING
SOFTWARE CODING INTEGRATION
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Section six. Selection of safeguards

(a) (b}
This shows a hypothetical machine in which, This shows the same machine where usage does not
by virtue of its design, several hazards are present, require access. A fixed box has been placed around

the machine giving complete protection from the
hazards. If an operator requires access to the
machine, however, a box would of course be
impracticable.

ke \/

To provide safe access from in front of the machine an opening in the box has been provided. This is
covered by a hinged or horizontal sliding screen which interlocks the dangerous parts and their power
medium by one or other of the methods described and illustrated in section nine.

(c)

Figure 28. Fundamental considerations involved in guarding a machine Docu me nts
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Motion

device

Interlocking
device

I

L

Removable guards have been provided at the side of
the machine for maintenance or inspection purposes,
showing alternative methods of attaching them.

The top fixed guard is shown securely bolted in
position while the lower interlocking guard is secured
in such a manner that its removal effectively isolates
the motor drive to the machine. The interlocking
device has to be chosen with care as not all devices
are suitable for removable guards (see 9.7.2.2).

Figure 28. (continued)

sensing _|

Guard
retaining
device

(l\

When a machine is likely to overrun after an interlock-
ing guard has been opened and the power interrupted,
a guard locking feature should be added (see 9.4).
This may be by means of a motion sensing device or
timing device in conjunction with a guard retaining
device. Alternatively, it may be possible to eliminate
overrun by introducing a brake which is virtually
instantaneous in action (see 5.6).
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The choice of guard materials and construction
warrants consideration. The need for strength and
possibly for visibility through the guard are two of
the factors that merit careful forethought (see 7.3).

Figure 28. (concluded)

6.1 General

The fundamental considerations involved in guarding a
machine are shown in figure 28. In selecting an appropriate
safeguard for a particular type of machinery or danger area,
it should be borne in mind that a fixed guard is simple,

and should be used where access to the danger area is not
required during operation of the machinery or for cleaning,
setting or other activities.

BS 5304 : 1988
Section six

As the need for access arises and increases in frequency,
the importance of safety procedures for removal of a fixed
guard increases until the frequency is such that interlocking
should be used. However, on some designs of self-propelled
and trailed machines, it may not be reasonably practicable
to fit interlocks at every guard. The requirements of safety
procedures and/or interlocking will become more stringent
as the level of risk increases (see sections four and nine).

A combination of safeguards may be required. For example,
where, in conjunction with a fixed guard, a mechanical
feed device is employed to feed a workpiece into a machine,
thereby removing the need for access to the primary
danger point, a trip device (see figure 61) may be required
to protect against the secondary danger of trapping
between the mechanical feed device and the fixed guard.

6.2 Where access is not required during
normal operation

Where access to the danger area is not required during
normal operation of the machinery, safeguards may be
selected from the following.

(a) Fixed enclosing guard (see 7.2.1.2), including,
where necessary, feeding and take-off devices (see 5.10)
or a false table {see 7.2.6). Openings in the guard should
be in accordance with the data given in appendix A.

(b) Fixed distance guard (see 7,2,1.3) including a barrier
of adequate height or a tunnel guard.

(c) Interlocking guard (see 7.2.2).

(d} Trip device (see 8.1), including a sensitive screen
or barrier (see 8.1.2), photoelectric device (see 8.1.3)
and pressure sensitive mat (see 8.1.4).

When persons require access to the danger area, e.g. for
machine setting, process correction or maintenance,
operational safeguards may not be fully effective. The safe-
guards provided for the protection of the operator may
provide the same measure of safety for setters, maintenance
personnel, etc. However, this protection may not be
available to persons who:

(1) are forced to disturb the safeguarding requirements
effective during the normal operation in order to carry
out their work; or

(2) may be out of sight and therefore exposed to danger
if the machinery is switched on.

In these circumstances safe working procedures such as
isolation should be used, augmented where necessary with
additional safeguards. The use of such procedures will require
planning and discipline by all concerned. See section
thirteen.
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6.3 Where access is required during normal
operation

Where access to the danger area is required for normal
operation, safeguards may be selected from the following:

(a) Interlocking guard (see 7.2.2).

(b) Automatic guard (see 7.2.3), capable of removing a
person from the danger area before danger can arise.

It should not itself constitute a source of danger due to
its speed of operation.

(c) Trip device (see 8.1).

(d) Adjustable guard (see 7.2.4), fitted where the danger
point cannot always be completely enclosed, e.g. on
certain machine tools such as horizontal and vertical
milling machines, grinding machines and woodworking
machines.

Full document details: BS 5304:1988
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(e) Self-adjusting guard (see 7.2.5), acceptable where
it is operated by the workpiece and the danger area is
enclosed before and after the operation by the guard
and during the operation by the guard and/or the
workpiece.

(f) Two-hand control device (see 8.2}, acceptable only
where any of the forms of safeguarding detailed in (a)
to (e) cannot be used. It protects only the person
operating the control device and does not prevent others
in the vicinity from gaining access to the dangerous
parts,

(g) Hold-to-run control (see 5.3.4.2), an alternative to a
two-hand control. Placed out of reach of the danger
area, it protects the person operating the control but it
does not protect other persons.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-5304-1988
http://www.avadocuments.com/doc/bs-5304-1988

BS 5304 : 1988
Section seven

Section seven. Guard design and construction

7.1 General

In designing a safeguarding system the types of guard and
their methods of construction should be selected to take
account of the mechanical and other hazards involved.
They should provide the minimum interference with
activities during operation and other phases of machine life,
in order to reduce any incentive to defeat the safeguard.

This section describes various types of guard which can be
used either singly or in combination to provide protection
from hazards, For example, many typical guarding systems
include both fixed and interlocking guards.

Guards should preferably be designed to follow the contour
of the machinery. Where this is not possible, e.g. for
maintenance or because of machine geometry, measures
should be taken to reduce the need for presence within

the guarded area. Additional safety measures may be
required to protect personnel working within the guarded
area. These may be safeguards and/or safe working
practices.

7.2 Types of guard

7.2.1 Fixed guard (See figures 29 to 31.)

7.2.1.1 General. A fixed guard is a guard which has no
moving parts.

The guard should, by its design, prevent access to the
dangerous parts of the machinery, It should be of robust
construction, sufficient to withstand the stresses of the
process and environmental conditions.

If the guard can be opened or removed, this should only

be possible with the aid of a tool. Preferably the fastenings
should be of the captive type. The guard should be securely
fixed in position when the machinery is in motion or is
likely to be in motion. Where guards have to be removed
periodically, e.g. for such purposes as setting or cleaning,
good design reduces the time required for their removal
and replacement to a minimum, Ideally the removal of a
single fixing with the appropriate tool should give the
access required (see figure 31).

Fixed guards for preventing access to in-running nips are
shown in figures 32 to 38.
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e
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Figure 29, Fixed enclosing guard constructed of wire mesh and angle section preventing access to
transmission machinery
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{c) (d)

Figure 30. Fixed guards for chains and chainwheels

Where the chain is comparatively short, the chain and chainwheel should in general, unless safe by position,
be completely encased. Complete encasement may not be necessary, however, where the distance between
the chainwheels is considerable; an independent guard at each wheel, adeguately protecting the wheel and
chain near to it is acceptable for such drives. A guard which covers only the nip but leaves exposed a trap
between the teeth and the guard (a) is unsatisfactory. The guard should fill the gap between the forward
and return parts of the chain and extend inwards beyond the roots of the teeth (b). Where there are spokes
or openings in a chainwheel, the guard should also prevent access to the shear points which they create (c).
Protection can also be provided by enclosing the chainwheels in a machine casing or under the floor (d).
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