
BS 5306‑3:2017

Fire extinguishing installations and 
equipment on premises –

Part 3: Commissioning and maintenance of portable fire 
extinguishers – Code of practice 

BSI Standards Publication

WB11885_BSI_StandardCovs_2013_AW.indd   1 15/05/2013   15:06

Full document details: BS 5306-3:2017

http://dx.doi.org/10.3403/BS5306
http://www.avadocuments.com/doc/bs-5306-3-2017
http://www.avadocuments.com/doc/bs-5306-3-2017


Publishing and copyright information

The BSI copyright notice displayed in this document indicates when the document was last issued.

© The British Standards Institution 2017

Published by BSI Standards Limited 2017

ISBN 978 0 580 90440 0

ICS 13.220.10

The following BSI references relate to the work on this document: 
Committee reference FSH/2 
Draft for comment 17/30324854 DC

Amendments/corrigenda issued since publication

 Date  Text affected 

BS 5306‑3:2017� BRITISH STANDARD

© THE BRITISH STANDARDS INSTITUTION 2017 – ALL RIGHTS RESERVED

Full document details: BS 5306-3:2017

http://dx.doi.org/10.3403/BS5306
http://www.avadocuments.com/doc/bs-5306-3-2017
http://www.avadocuments.com/doc/bs-5306-3-2017


		 Foreword	 iii
1	 Scope	 1
2	 Normative references	 1
3	 Terms and definitions	 1
4	 Safety precautions for extinguishers	 3

4.1	 Precautions for opening extinguishers	 3
4.2	 Precautions for specific types of extinguisher	 4
4.3	 Precautions for charging powder extinguishers	 4

5	 Installation	 5
5.1	 Commissioning	 5
5.2	 Mounting	 5

6	 Maintenance intervals	 6
6.1	 General	 6
6.2	 Basic service	 6
6.3	 Extended service (low pressure extinguishers)	 6

7
7

	

  7

7	 Labelling	 8
7.1	 Application of labelling	 8
7.2	 Maintenance label	 8
7.3	 Corrective action label	 9

8	 Recharging of extinguishers	 9
8.1	 Procedure	 9
8.2	 Gas cartridges	 9

9	 Replacement of components	 9
10	 Evaluation of fitness for service of extinguishers and actions to be taken	 10

10.1	 General	 10
10.2	 Extinguishers which are to be condemned	 10
10.3	 Extinguishers which require corrective action	 12

11	 Information to be provided to the responsible person	 12
11.1	 Provision of a written report	 13
11.2	 Instructions for visual inspection	 13
11.3	 Fire risk assessment (requirement for portable fire extinguishers)	 14
11.4	 Fire logbook	 14

Annex A	 (normative)  Commissioning service procedures	 16
Table A.1 — Commissioning service procedures	 17

Annex B	 (normative)  Basic service procedures	 23
Table B.1 — Basic service procedures	 24

Annex C	 (normative)  Extended service procedures	 31
Table C.1 — Extended service procedures	 32

Annex D	 (normative)  Recharge service procedures	 42
Table D.1 — Recharge service procedures	 43

Annex E	 (normative)  Overhaul, including periodic inspection and test procedures for CO2, clean 
agent and halon extinguishers	 50

Annex F	 (informative)  Halon extinguishers	 50

Contents� Page

BRITISH STANDARD� BS 5306‑3:2017

© THE BRITISH STANDARDS INSTITUTION 2017 – ALL RIGHTS RESERVED i

Full document details: BS 5306-3:2017

http://dx.doi.org/10.3403/BS5306
http://www.avadocuments.com/doc/bs-5306-3-2017
http://www.avadocuments.com/doc/bs-5306-3-2017


	 Annex G	 (informative)  Examples of labels	 52
	 Figure G.1 — Illustration of a typical maintenance label	 52
	 Figure G.2 — Illustration of a typical corrective action label	 53

	 Annex H	 (informative)  Extinguishers manufactured in accordance with withdrawn British 
Standards	 53

	 Annex I	 (informative)  Training of competent persons	 54

	 Bibliography	 56

Summary of pages
This document comprises a front cover, and inside front cover, pages i to vi, pages 1 to 57, an inside back cover and 
a back cover.

BS 5306‑3:2017� BRITISH STANDARD

ii © THE BRITISH STANDARDS INSTITUTION 2017 – ALL RIGHTS RESERVED

Full document details: BS 5306-3:2017

http://dx.doi.org/10.3403/BS5306
http://www.avadocuments.com/doc/bs-5306-3-2017
http://www.avadocuments.com/doc/bs-5306-3-2017


Foreword
		  Publishing information

This part of BS 5306 is published by BSI Standards Limited, under licence from The British Standards 
Institution, and came into effect on 31 October 2017. It was prepared by Technical Committee FSH/2, 
Fire extinguishers. A list of organizations represented on this committee can be obtained on request to 
its secretary.

		  Supersession

This part of BS 5306 supersedes BS 5306‑3:2009, which is withdrawn.

		  Relationship with other publications

The other parts of BS 5306 published are as follows:

•	 Part 0: Guide for selection of installed systems and other fire extinguishing equipment;

•	 Part 1: Hose reels and foam inlets;

•	 Part 2: Specification for sprinkler systems;

•	 Part 4: Specification for carbon dioxide systems;

•	 Part 5: Halon systems:

•	 Section 5.1: Specification for Halon 1301 total flooding systems;

•	 Section 5.2: Specification for Halon 1211 total flooding systems;

•	 Part 6: Foam systems:

•	 Section 6.1: Foam systems – Specification for low expansion foam systems;

•	 Section 6.2: Foam systems – Specification for medium and high expansion foam systems;

•	 Part 7: Extinguishing powder systems;

•	 Part 8: Selection and positioning of portable fire extinguishers;

•	 Part 9: Recharging of portable fire extinguishers.

		  Information about this document

This is a full revision of the standard, and introduces the following principal changes:

•	 greater clarification given of the procedures;

•	 improvement of the layout of the standard to improve ease of reading and interpretation;

•	 recognition of changes in relevant legislation;

•	 reference to fire risk assessments;

•	 clarification of linkage to BS 5306‑8;

•	 inclusion of references to BS 5306‑9;

•	 addition of fire safety logbooks;

•	 reordering of annexes as follows:

•	 Annex A – commissioning;

•	 Annex B – basic service;
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•	 Annex C – extended service;

•	 Annex D – recharge;

•	 Annex E – overhaul;

•	 Annex F – halon extinguishers;

•	 Annex G – examples of labels;

•	 Annex H – extinguishers conforming to withdrawn British Standards;

•	 Annex I – training of the competent person.

		  Hazard warnings

WARNING. This British Standard calls for the use of substances and/or procedures that can be injurious to 
health if adequate precautions are not taken. It refers only to technical suitability and does not absolve the 
user from legal obligations relating to health and safety at any stage.

		  Use of this document

As a code of practice, this part of BS 5306 takes the form of guidance and recommendations. It should 
not be quoted as if it were a specification and particular care should be taken to ensure that claims of 
compliance are not misleading.

Any user claiming compliance with this part of BS 5306 is expected to be able to justify any course of 
action that deviates from its recommendations.

Attention is drawn to environmental legislation, especially where this concerns the disposal of 
media that have been replaced during the course of the maintenance procedures given in this 
part of BS 5306.

		  Presentational conventions

The provisions in this standard are presented in roman (i.e. upright) type. Its recommendations are 
expressed in sentences in which the principal auxiliary verb is “should”.

 Commentary, explanation and general informative material is presented in smaller italic type, and does 
not constitute a normative element. 

Where words have alternative spellings, the preferred spelling of the Shorter Oxford English 
Dictionary is used (e.g. “organization” rather than “organisation”).

		  Contractual and legal considerations

This publication does not purport to include all the necessary provisions of a contract. Users are 
responsible for its correct application.

 Compliance with a British Standard cannot confer immunity from legal obligations. 

In particular, attention is drawn to the following statutory regulations and their associated 
Guidance Notes:

•	 Regulatory Reform (Fire Safety) Order 2005 [1] and its associated guidelines;

•	 Fire Safety (Scotland) Regulations 2006 [2] and its associated guidelines;

•	 Fire Safety Regulations (Northern Ireland) 2010 [3];

•	 Pressure Systems Safety Regulations 2000 [4];

•	 Transportable Pressure Vessels Regulations 2001 [5];

•	 Environmental Protection (Controls on Ozone‑Depleting Substances) Regulations 2002 [6];
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•	 Environmental Protection (Controls on Ozone‑Depleting Substances) (Northern Ireland) 
Regulations 2003 [7];

•	 Health and Safety at Work, etc. Act 1974 [8];

•	 Management of Health and Safety at Work Regulations 1999 [9].
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	 1	 Scope
This part of BS 5306 gives recommendations for the initial commissioning of all portable fire 
extinguishers and schedules for the subsequent maintenance of extinguishers installed in all 
locations. It also gives recommendations for handling certain obsolete types of extinguishers.

	 2	 Normative references
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

BS 5306‑8, Fire extinguishing installations and equipment on premises — Part 8: Selection and 
positioning of portable fire extinguishers — Code of practice1

BS 5306‑9, Fire extinguishing installations and equipment on premises — Part 9: Recharging of 
portable fire extinguishers — Code of practice

BS EN 3 (all parts), Portable fire extinguishers

BS EN 1802, Transportable gas cylinders — Periodic inspection and testing of seamless aluminium alloy 
gas cylinders1

BS EN 1968, Transportable gas cylinders — Periodic inspection and testing of seamless steel 
gas cylinders1

BS EN 15004‑2, Fixed firefighting systems — Gas extinguishing systems — Part 2: Physical properties 
and system design of gas extinguishing systems for FK-5-1-12 extinguishant

BS EN 15004‑5, Fixed firefighting systems — Gas extinguishing systems — Part 5: Physical properties 
and system design of gas extinguishing systems for HFC 227ea extinguishant

BS EN 15004‑9, Fixed firefighting systems — Gas extinguishing systems — Part 9: Physical properties 
and system design of gas extinguishing systems for IG-55 extinguishant

BS EN 15004‑10, Fixed firefighting systems — Gas extinguishing systems — Part 10: Physical properties 
and system design of gas extinguishing systems for IG-541 extinguishant

BS EN 27201‑1, Fire protection — Fire extinguishing media — Halogenated hydrocarbons — Part 1: 
Specifications for halon 1211 and halon 1301

BS EN ISO 5923, Equipment for fire protection and fire fighting — Fire extinguishing media –
Carbon dioxide

	 3	 Terms and definitions
For the purposes of this part of BS 5306, the terms and definitions given in BS EN 3, BS 5306‑9 and 
the following apply.

NOTE	 The term water-based is used in this part of BS 5306 and is to be taken to include water, water plus 
additive, foam and wet chemical types of extinguisher.

	 3.1	 additive

chemical added to an extinguishing medium for such purposes as corrosion inhibition, freezing point 
depression, penetration, enhanced wetting, and film or coating formation

1	  This part of BS 5306 gives informative references to BS 5306-8:2012, BS EN 1802:2002 and BS EN 1968:2002.
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	 3.2	 body

part of an extinguisher designed to withstand internal pressure, excluding its accessories but 
including its permanently attached fittings

NOTE	 Permanently attached parts are usually welded or brazed.

	 3.3	 body cover

non-pressure-bearing outer case of an extinguisher

	 3.4	 body fittings

those parts of an extinguisher that, under normal working conditions, are permanently attached to 
the body and are subjected to the working pressure

NOTE	 Body fittings, which are fixed to or screwed onto the body, include at least the following: 

•	 control device(s);

•	 hose assembly and/or horns and/or nozzles;

•	 head assembly (this also constitutes the main closure);

•	 operating device.

	 3.5	 charge

mass or volume of extinguishing medium contained in an extinguisher

NOTE	 The charge of a water‑based medium is expressed as a volume in litres. Charges for other media are 
expressed as a mass in kilograms.

	 3.6	 competent person

person with the qualifications, training and experience, with access to the relevant tools, equipment 
and information, manuals and knowledge of any special procedures recommended by the 
manufacturer of an extinguisher, to carry out the relevant maintenance procedures

NOTE 1	 Information on the training which a competent person is expected to undergo is given in Annex I.

NOTE 2	 This person can also be referred to as, for example, maintenance technician, service technician or 
extinguisher technician.

	 3.7	 extinguishing medium

substance contained in an extinguisher which causes extinction of a fire

	 3.8	 fire legislation

current UK legislation relating to fire safety, i.e. 

•	 Regulatory Reform (Fire Safety) Order 2005 [1];

•	 Fire Safety (Scotland) Regulations 2006 [2];

•	 Fire Safety Regulations (Northern Ireland) 2010 [3]

	 3.9	 gas cartridge

pressure container that fits into, or is attached to, an extinguisher and that contains an expellant gas 
that, on operation of the extinguisher, expels the extinguishing medium

	 3.10	 gas cartridge extinguisher

extinguisher from which the extinguishing medium is expelled, on the actuation of the operating 
mechanism, by pressure released from a gas cartridge
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	 3.11	 plastics head assembly

component manufactured from plastics designed to retain working pressure upon actuation of an 
extinguisher

NOTE	 This includes plastics head assemblies retained by a metal collar, but excludes metal head assemblies which 
have a plastics cover where the plastics component does not retain working pressure.

	 3.12	 portable fire extinguisher

extinguisher which is designed to be carried and operated by hand and which, in its full operational 
condition, has a mass of not more than 20 kg

NOTE	 This is also referred to in this part of BS 5306 as an “extinguisher”.

	 3.13	 primary sealed stored pressure extinguisher

stored pressure extinguisher in which the operating head and the valves controlling the flow of 
extinguishing medium during discharge can be detached from the body of the extinguisher without 
releasing propellant or medium, which are retained in the body by a closure that is ruptured 
on operation

	 3.14	 recharging

maintenance procedure carried out after complete or partial discharge of an extinguisher, or as part 
of a scheduled maintenance procedure, to restore the extinguisher to its full operational condition

	 3.15	 responsible person

person or persons responsible for, or having effective control over, fire safety provisions adopted in or 
appropriate to the premises or building or hazard where an extinguisher is installed

NOTE	 For the purposes of this part of BS 5306, the term “responsible person” includes a nominated representative 
or duty holder in Scotland, and is the person defined by this term in legislative structures within UK legislation.

	 3.16	 stored pressure extinguisher

extinguisher from which the extinguishing medium is expelled, on the actuation of the operating 
mechanism, by pressure stored within the body

	 4	 Safety precautions for extinguishers
NOTE 1	 Safety instructions are given throughout this standard. General warnings/precautions are given in 
this clause.

NOTE 2	 Attention is drawn to the Health and Safety at Work etc. Act 1974 [8], the Management of Health and 
Safety at Work Regulations 1999 [9] and fire legislation ([1] to [3]).

NOTE 3	 Recommendations for evaluating fitness for service are given in Clause 10.

	 4.1	 Precautions for opening extinguishers

WARNING. It is extremely hazardous to open an extinguisher when pressurized.

At all times, when attempting to remove parts from extinguishers, competent persons should ensure 
that they are clear of any parts which might be ejected.

Under no circumstances should any attempt be made to remove the valves of carbon dioxide 
extinguishers or other high pressure extinguishers or cartridges under field conditions.

Extreme caution should be used when opening any extinguisher.

BRITISH STANDARD� BS 5306‑3:2017

© THE BRITISH STANDARDS INSTITUTION 2017 – ALL RIGHTS RESERVED 3

Full document details: BS 5306-3:2017

http://dx.doi.org/10.3403/BS5306
http://dx.doi.org/10.3403/BS5306
http://dx.doi.org/10.3403/BS5306
http://www.avadocuments.com/doc/bs-5306-3-2017
http://www.avadocuments.com/doc/bs-5306-3-2017


	 4.2	 Precautions for specific types of extinguisher

	 4.2.1	 Carbon dioxide extinguishers

WARNING. Because of the high vapour pressure of carbon dioxide, it is extremely hazardous to open a carbon 
dioxide extinguisher, or to actuate a carbon dioxide extinguisher without a hose/horn assembly fitted.

The safety pin and anti-tamper seal should be in place before removing the hose/horn assembly.

Under no circumstances should an attempt be made to open a carbon dioxide extinguisher.

	 4.2.2	 Gas cartridge extinguisher

WARNING. Because of the high pressure of the gas, it is extremely hazardous to open a gas cartridge 
extinguisher when pressurized.

Extreme caution should be used when opening a gas cartridge extinguisher. Care should be taken 
when removing, refitting or replacing a gas cartridge to ensure that any residual pressure is released. 
Pressurized extinguishers should not be opened.

The safety pin and anti-tamper seal should be in place to prevent accidental discharge when opening 
a gas cartridge extinguisher.

	 4.2.3	 Powder — Primary sealed extinguisher

WARNING. It is extremely hazardous to open a primary sealed extinguisher when pressurized.

The extinguisher should be checked for signs that it has been used and that the head and hose 
assembly might be pressurized. To check this, squeeze the lever of the discharge pistol, whilst 
ensuring that any powder is discharged where no damage can be caused. If this check reveals that 
the extinguisher has been actuated, and the head and hose assembly is pressurized, then it should 
be taken out of service and returned for refilling. Under no circumstances should the head and hose 
assembly of a pressurized extinguisher be removed.

The safety pin should not be removed from the head whilst attached to the body assembly as 
the strike knob could be inadvertently depressed, resulting in the pressurization of the head and 
hose assembly.

	 4.2.4	 Stored pressure extinguisher

WARNING. It is extremely hazardous to open a stored pressure extinguisher when pressurized.

Extreme caution should be used when opening a stored pressure extinguisher. Care should be taken 
to ensure that any residual pressure is released. Pressurized extinguishers should not be opened.

	 4.3	 Precautions for charging powder extinguishers

WARNING. The mixing or cross‑contamination of different types of powder can cause a reaction, sometimes 
after a long delay, producing water and carbon dioxide with consequent caking of the dry powder and, in 
closed containers, a pressure rise. This rise in pressure could cause the extinguisher to explode.

CAUTION. Powder can absorb harmful amounts of moisture if exposed to air of high relative humidity, or if 
the powder is colder than the ambient air.

CAUTION. Reused powder can become lumpy and interrupt the flow of powder when the extinguisher is 
operated.
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The following precautions should be taken when charging powder extinguishers.

a)	 Before any powder extinguisher is opened it should be ascertained that, during inspection and 
maintenance, the precautions described in this subclause can be and will be observed.

b)	 Only extinguishers containing the same type of powder should be opened and examined at 
any one time.

c)	 There should be no mixing or cross‑contamination of different types of powder.

d)	 Powder refills should only be opened immediately before use, and bulk refills should be resealed 
immediately after use, to reduce the possibility of contamination or absorption of moisture from 
the atmosphere.

e)	 In the absence of specialist closed powder recovery/filling equipment, reuse of powder 
should be avoided.

f)	 Where closed powder recovery/filling equipment is used, each piece of equipment should be 
dedicated for use with only one type of powder.

	 5	 Installation

	 5.1	 Commissioning

All extinguishers should be subject to commissioning on initial positioning.

The commissioning of an extinguisher should be carried out by a competent person as defined in 3.6. 
Upon removal from its packaging and transit protection, and immediately prior to placing in its 
designated place, the extinguisher should undergo the sequence of commissioning service actions 
described in Annex A, taking into account the safety precautions given in Clause 4.

Upon completion of the above procedures the extinguisher should then be installed and positioned in 
accordance with BS 5306‑8.

	 5.2	 Mounting

Small extinguishers with a total mass up to and including 4 kg should be mounted so as to position 
the handle up to 1.5 m from the floor, but the carrying handle of larger, heavier extinguishers should 
be up to 1 m from the floor.

WARNING. Extinguishers can cause injuries if they are dislodged and fall onto limbs or bodies.

A risk assessment should be carried out for all premises.

NOTE 1	 Particularly high-risk premises include those where young or vulnerable persons are likely to be present 
(schools, care homes, etc.).

NOTE 2	 Special brackets or increased mounting heights may be specified in the health and safety risk assessment 
instigated by the responsible person.

Extinguishers sited in areas that are more susceptible to being dislodged (e.g. schools, colleges and 
fast food outlets) should, where practicable, be installed in recessed housings, or in suitable cabinets 
appropriate to the specific location (e.g. no sharp edges or corners). Any mounting bracket used 
should conform to the requirements of BS EN 3‑7.

NOTE 3	 Extinguishers may also be positioned on fire-stands, fire-points or in cabinets, in which case mounting 
heights may be specified in the health and safety risk assessment instigated by the responsible person.
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6	 Maintenance intervals
 COMMENTARY ON CLAUSE 6 

 It is the duty of the responsible person to ensure that extinguishers are maintained regularly by a 
competent person. Portable fire extinguishers are regarded as “life safety equipment” and a planned 
system of maintenance is intended to ensure that the equipment is: 

•  in an efficient working state (safe);

•  in working order (reliable);

•  in good repair (efficient);

•  suitable for the hazard (fit for purpose).

6.1	 General

After commissioning, portable fire extinguishers are subject to four types of service (basic service, 
extended service, recharge and overhaul), which should be carried out at intervals recommended in 
Table 1, in accordance with Annex B, Annex C, Annex D and Annex E respectively.

After service, a written report should be provided, giving the current status of the extinguishers 
together with any that are deemed unsuitable for the hazard.

NOTE	 The Management of Health and Safety at Work Regulations 1999 [9] require this to be carried out by a 
competent person.

The competent person should inform the responsible person of their duty to ensure that a planned 
maintenance programme is in place, to ensure that the extinguisher is in an efficient state, in efficient 
working order, in good repair and suitable for the fire hazard (see Clause 11).

6.2	 Basic service

This service should be performed for all extinguishers at least annually (see Table 1) to check that:

a) the extinguisher is still safe for use and fit for purpose;

b) the hazard in the location has not changed;

c) the extinguisher has not been tampered with or used;

d) the media and propellant are within allowances; and

e) the extinguisher will work if required.

6.3	 Extended service (low pressure extinguishers)

This service should be performed every 5 years or 10 years for primary sealed extinguishers 
(see Table 1). In addition to carrying out the basic service, the extinguisher should be discharged to 
check that it will work when operated (this gives an opportunity to replace with fresh media).

NOTE 1	 In the case of stored pressure extinguishers, once the extinguisher has been discharged, the removal of the 
head assembly allows:

•  the interior of the extinguisher to be checked;

•  inspection of the internal parts of the valve;

•  the gauge to be checked when unpressurized, i.e. at zero pressure indication;

•  the gauge to be checked when repressurized, to make sure the indication returns to the green zone.

NOTE 2	 Low pressure extinguishers are those having an operating pressure equal to or lower than 30 bar.
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Table 1 — Maintenance intervals A)

Type of extinguisher Basic service B), C), D), E) 

(see Annex B)

Extended service B), C), D), E) 

(see Annex C)

Overhaul   E) 

(see Annex E)
Water‑based 12‑monthly Every 5 years —
Powder 12‑monthly Every 5 years —
Powder‑primary sealed 12‑monthly Every 10 years F) —
Clean agent 12‑monthly — Every 10 years
Halon G) 12‑monthly — Every 10 years
CO2 H) 12‑monthly — Every 10 years
A) The intervals in this table disregard any recharging of the extinguisher.

B) The maintenance intervals given for basic and extended service have for practical purposes a tolerance of ±1 month.

C) Intervals should be taken from:

• basic service: date of commissioning or the date of last service;

• extended service:

• water‑based and powder: 5 years from the date of commissioning or 6 years from the date of manufacture of the 
extinguishers, whichever is sooner, and subsequently every 5 years from the date of the last extended service;

• powder‑primary sealed: 10 years from the date of commissioning or 11 years from the date of manufacture of the 
extinguisher, whichever is sooner, and subsequently every 10 years from the date of the last extended service.

D) Intervals may be shortened on the recommendation of the competent person where inspection reveals environmental 
and/or special hazards, or at the request of the responsible person where known faults are possible or likely or any 
manufacturer’s instructions.

E) Replacement of parts does not affect these intervals. For example, if the hose of a water‑based extinguisher is replaced 
after the extinguisher has been in service for 6 months from commissioning then the basic service should be carried out after 
a further 6 months.

F) Primary sealed stored pressure extinguishers should be returned to the manufacturer/supplier for recharging.

G) Service of this type of extinguisher may only be carried out if the extinguisher meets the criteria of the “critical uses” in 
Annex VII of EC Regulation 1005/2009 [10] (see Annex F).

H) Intervals for CO2 extinguishers: BS EN 1802:2002 (Clause 5) and BS EN 1968:2002 (Clause 5) require that the stamped 
date of manufacture or last overhaul be used.

6.4	 Recharge

This service should be performed whenever an extinguisher is used/partially used, has been 
subjected to an extended service or overhaul, or has been found to have incorrect mass during a 
basic service.

NOTE	 The service restores the extinguisher contents back to the nominal charge stated on the front of the 
extinguisher and returns it to operational condition.

6.5	 Overhaul (high pressure extinguishers)

An overhaul should be performed on high pressure extinguishers only, primarily carbon dioxide 
extinguishers.

NOTE 1	 This usually cannot be carried out in the field.

NOTE 2	 The overhaul involves discharging the extinguisher, removing and discarding the head assembly and then 
subjecting the body to a hydraulic pressure test in excess of 200 bar. If the body passes the test, it is stamped on the 
shoulder with the date of the pressure test and a new head assembly fitted, giving it another ten years of life. It may 
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also be repainted and relabelled. As these extinguishers are classified as “life safety equipment”, it is the legal duty of 
the responsible person to submit this type of extinguisher to an overhaul immediately it is due.

NOTE 3	 High pressure extinguishers are those having an operating pressure greater than 30 bar.

	 7	 Labelling

	 7.1	 Application of labelling

Any labelling that is applied to the extinguisher should not obscure any of the following marking 
parts required by BS EN 3‑7:

•	 Part 1: “FIRE EXTINGUISHER”, fire rating(s), nominal charge;

•	 Part 2: instructions for use;

•	 Part 3: information, warnings, restrictions of use;

•	 Part 4: maintenance details, filling details, technical data.

NOTE	 It is not good practice for a service company, who is not the supplier (distributor), to cover up the name 
and address of the manufacturer or supplier (distributor).

	 7.2	 Maintenance label

The maintenance record should be indelibly marked on a durable label that is fixed firmly to the 
extinguisher without obscuring any of the manufacturer’s markings and instructions. Where a new 
label is affixed, the date of commissioning or the last extended service/overhaul together with 
respective mass should be marked on the new label (see Note 1).

NOTE 1	 It is permissible to cover/remove the previous maintenance label providing the data detailed in this 
subclause is carried forward to the new label.

NOTE 2	 An illustration of a typical maintenance label is shown in Annex G.

The following information should be given on the maintenance label:

a)	 type of action (commissioning, basic service, extended service, recharge, overhaul, condemned, 
corrective action required);

b)	 name and postal address of the maintenance supplier;

c)	 a mark clearly identifying the competent person;

d)	 the date (year and month) of the action in a) above;

e)	 the measured mass of the extinguisher at the time of maintenance, in kilograms;

f)	 the date (year and month) of commissioning or the last extended service/overhaul;

NOTE 3	 It might also be appropriate to mark the year and month of the next maintenance – this is a legal 
requirement if the extinguisher is to be installed under the ADR agreement [11].

g)	 a statement to the effect that the extinguisher has been maintained in accordance with this 
standard, i.e. BS 5306‑3. 2

This information should be readable without any special equipment.

Any additional information for the benefit of competent persons may be shown in a more compact 
form, such as bar codes.

NOTE 4	 The information on the maintenance label of each extinguisher may additionally be entered into a central 
record. In this way one aspect of the important information on fire prevention can be kept readily available.

2	  Marking BS 5306-3 on or in relation to a product represents the maintainer’s declaration of conformity, i.e. a claim by or on behalf of the 
maintainer that the maintenance has been carried out in accordance with the recommendations given in this standard. The accuracy of the 
claim is solely the claimant’s responsibility. Such a declaration is not to be confused with third-party certification of conformity.
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7.3	 Corrective action label

Where the type of action is “corrective action required”, the reason for the action should be marked 
on the maintenance label. In addition, a caution or warning label should be fixed to the extinguisher 
to inform the prospective operator of potentially non-conforming equipment.

NOTE	 An illustration of a typical corrective action label is shown in Annex G.

8	 Recharging of extinguishers

8.1	 Procedure

The procedures outlined in Annex D should be followed, together with those recommended in 
BS 5306‑9 and those detailed by the extinguisher manufacturer. Before recharging, water‑based 
extinguishers should be thoroughly washed out with clean water, but this procedure should on no 
account be applied to powder, halon, clean agent or carbon dioxide extinguishers, which have to be 
kept completely free from water.

For water‑based and powder extinguishers, either refill charges recommended by the extinguisher 
manufacturer, or a verified alternative should be used as defined in BS 5306‑9.

For halon, clean agent and carbon dioxide extinguishers, equivalent charges conforming to the 
following standards may be used.

a) For carbon dioxide extinguishers, carbon dioxide conforming to BS EN ISO 5923 or as specified
in BS EN 3‑7 should be used.

b) For clean agent extinguishers, clean agents conforming to BS EN 15004‑2, BS EN 15004‑5,
BS EN 15004‑9 and BS EN 15004‑10 or as specified in BS EN 3‑7 should be used.

c) For halon extinguishers, halons conforming to BS EN 27201‑1 or as specified in
BS EN 3‑7 should be used.

NOTE	 Under EC Regulation No. 2037/2000 [12] the use of halons as extinguishing media is restricted to a limited 
number of “critical uses” (see Annex F).

When an extinguisher has been recharged for any reason, the date of recharging should be recorded 
along with the verified alternative (if used), the mark identifying the competent person and the new 
mass, on the extinguisher’s maintenance label affixed to the extinguisher (see 7.2).

8.2	 Gas cartridges

Replacement gas cartridges for water‑based and powder extinguishers should conform to the 
appropriate part of BS EN 3, and should be of the correct type and size (content, capacity and 
dimensions).

Care should be taken to use the appropriate gas cartridge as specified by the manufacturer.

Cartridges should be removed from service if more than 10 years have elapsed since the date of 
manufacture.

9	 Replacement of components
Components and extinguishing media supplied or specified by the manufacturer of the extinguisher, 
or verified alternatives in accordance with BS 5306‑9, should be used to replace those found to be 
unsuitable for continued service.
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Any medium/component used should ensure the continued safety, reliability and performance of the 
extinguisher.

Only anti-tamper components or mechanisms recommended by the extinguisher manufacturer or a 
verified alternative should be used.

NOTE 1	 It is not advised to combine mechanisms such as using anti-tamper indicators in addition to extinguisher 
model specific pins recommended by the manufacturer.

CAUTION. The recharging of an extinguisher, or the replacement of any of its components in a manner 
not specified by the original manufacturer or not in accordance with BS 5306‑9, can be detrimental to the 
performance of the extinguisher if not carried out correctly.

Where media are found to be below the mass or volume specified, further media should not be added 
to that contained in the extinguisher (i.e. topping up of media is not allowed).

The nominal mass/volume of the refill should be equal to the nominal mass/volume as stated on the 
front label of the extinguisher.

NOTE 2	 Specific tolerances are given in BS 5306‑9.

	 10	 Evaluation of fitness for service of extinguishers and actions to be taken

	 10.1	 General

Account should be taken of information contained within safety/advisory notices and product recalls 
issued by regulatory/trade bodies and product manufacturers before evaluating fitness for continued 
service of an extinguisher.

Defective extinguishers should be placed in one of the following categories: “condemned” or 
“corrective action required”.

NOTE	 Annex H gives information on extinguishers that were manufactured in accordance with British Standards 
that have now been withdrawn.

	 10.2	 Extinguishers which are to be condemned

	 10.2.1	 General

WARNING. There might be safety issues relating to the extinguisher under evaluation.

Any extinguisher with a major defect or defects which make it unsafe for use, and which cannot be 
rectified during maintenance, should immediately be made safe, removed from its designated place, 
and marked “CONDEMNED” together with the reason for this assessment. The responsible person 
should be advised in the written report (see 11.1) that a permanent replacement is needed as soon 
as possible.

NOTE 1	 Evaluation of whether the defect, damage, wear or corrosion an extinguisher has been subjected to make it 
unsafe for use or unfit for service depends on the judgement of the competent person.

NOTE 2	 Non‑exhaustive lists of examples of the conditions that might affect the function or safety of an 
extinguisher are given in 10.2.2 and 10.2.3.

	 10.2.2	 Conditions indicating that an extinguisher is unsafe for use

WARNING. The most serious hazard presented by a defective extinguisher is the sudden uncontrolled release 
of pressure or ejection of parts.

The extinguisher should be evaluated for any conditions which indicate that it might be unsafe for 
use, including but not limited to:

a)	 corrosion, wear, damage to threads of any pressure-retaining part;

BS 5306‑3:2017� BRITISH STANDARD

10 © THE BRITISH STANDARDS INSTITUTION 2017 – ALL RIGHTS RESERVED

Full document details: BS 5306-3:2017

http://dx.doi.org/10.3403/BS5306
http://dx.doi.org/10.3403/BS5306
http://dx.doi.org/10.3403/BS5306
http://www.avadocuments.com/doc/bs-5306-3-2017
http://www.avadocuments.com/doc/bs-5306-3-2017


b)	 corrosion of welds;

c)	 extensive general corrosion or severe pitting;

d)	 dents, gouges or any other damage in the body or body cover;

e)	 fire damage to the body, body cover or body fittings;

f)	 for metal-bodied extinguishers:

1)	 any split in a plastics lining;

2)	 extensive corrosion or pitting of the body material;

3)	 corrosion of the metal body under a plastics lining;

4)	 lifting or detachment of a plastics lining from the body;

g)	 for any non-metal extinguisher body:

1)	 any corrosion, damage, fault or wear of any part intrinsic to the effectiveness of the 
body material;

2)	 any non-minor damage from abrasions or cuts;

3)	 any unintended bulge, depression, cracking or implosion;

4)	 any evidence of any chemical attack or UV degradation, including:

i)	 any dissolution, or the pitting of the surface;

ii)	 materials feeling soft or sticky;

iii)	 any unexplained change to, or unevenness in, appearance or finish such as 
discolouration, or change in reflectivity; and

iv)	 the presence of liquid/chemical material that has, or might have, come into contact 
with the extinguisher body that is either unidentified or identified as not compatible 
with the materials;

5)	 evidence of ingress of abrasive particulate into the body;

h)	 the failure of any body cover that provides any protection for the extinguisher body, other than 
where such failure will not result in damage to the extinguisher body;

i)	 UV degradation of the body and/or body cover.

	 10.2.3	 Conditions, if not rectified, indicating that an extinguisher is unsafe for use

If any of the following conditions are present, they should be either rectified by the replacement of 
the appropriate components, or the extinguisher condemned:

a)	 overpainting or application of any other coating, film or colouring to any plastics component that 
could be subject to pressure;

b)	 UV degradation of plastics components;

c)	 illegible marking or operating instructions;

d)	 operating instructions not in English. Multiple languages may be present for operating 
instructions but one of them should be English.

	 10.2.4	 Obsolete extinguishers

Obsolete extinguishers should be marked “CONDEMNED” together with the reason for this 
assessment, and the competent person should advise the responsible person, in the written 
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report (see 11.1), that the extinguisher has been condemned and that it should be replaced by an 
extinguisher for which this standard provides a maintenance schedule.

NOTE 1	 Maintenance schedules for extinguishers that are obsolete (because of their type, construction, method of 
operation, or condition) are not provided in this part of BS 5306. Examples of such extinguishers are as follows:

•  soda acid extinguishers; 

•  extinguishers with a riveted body;

•  extinguishers with a non-metal body manufactured prior to the year 2002;

•  extinguishers that require inversion to operate;

•  non‑refillable extinguishers that have reached their expiry date.

NOTE 2	 Attention is drawn to the Pressure Equipment (Safety) Regulations 2016 [13] in respect of the legal 
requirements for CE marking.

10.3	 Extinguishers which require corrective action

When undertaking maintenance in a particular location, the competent person should ensure 
that they have available the number and types of spare parts that might be required to service the 
extinguishers involved (see Clause 9).

If the required spare parts are not available for any of these extinguishers, the maintenance should 
be interrupted and the extinguisher made safe, removed from its designated place and marked 
“WARNING: CORRECTIVE ACTION REQUIRED”, together with the reason for this assessment; and the 
competent person should advise the responsible person, in the written report (see 11.1), that the 
maintenance has been interrupted.

NOTE	 An illustration of a corrective action label is shown in Annex G.

The competent person should return to the site when spare parts become available and complete the 
maintenance, or, if the parts prove to be unobtainable, should mark the extinguisher “CONDEMNED” 
together with the reason for this assessment, and should advise the responsible person, in the written 
report (see 11.1), that the extinguisher has been condemned and that it should be replaced by an 
extinguisher for which this standard provides a maintenance schedule.

Where the maintenance procedures recommended in this part of BS 5306 are either unable to 
be completed or refused by the owner or responsible person, the extinguisher should be marked 
“CORRECTIVE ACTION REQUIRED”, together with the reason for this action; and the competent 
person should advise the responsible person, in the written report (see 11.1), that the maintenance 
has not been completed in accordance with this standard.

Any documentation referring to this extinguisher should make it clear that the necessary 
maintenance has not been carried out and that the provision of fire cover might be below what is 
required (see BS 5306‑8).

11	 Information to be provided to the responsible person
 COMMENTARY ON CLAUSE   11 

 As portable fire extinguishers are regarded as “life safety equipment”, the competent person is expected 
to remind the responsible person of their duty to ensure that a planned maintenance programme is in 
place, to ensure that the extinguisher is in an efficient state, in efficient working order, in good repair 
and suitable for the fire hazard (see Clause 6). 
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11.1	 Provision of a written report

The competent person should provide the responsible person with a written maintenance report 
(this could be hard copy and/or electronic) that includes:

a) the status of all portable fire extinguishers included in the maintenance report, including:

1) all in serviceable condition;

2) all non-conforming equipment (condemned, corrective action required and/or are
missing); and

3) recommendations for appropriate corrective action or reference to where this information
can be found;

b) a statement that, apart from non-conforming extinguishers as recorded, all portable fire
extinguishers have been maintained in accordance with this standard, i.e. BS 5306‑3;

c) the reason for any condemned extinguishers;

d) any permanent replacement extinguishers required to replace those extinguishers reported as
condemned, corrective action required and/or missing;

e) details of any additional extinguishers or actions required to ensure that the level of fire
protection cover at the premises is at least sufficient and, where applicable, in accordance with
BS 5306‑8, together with a statement concerning the responsible person’s obligation under fire
legislation to provide an appropriate level of fire-fighting equipment at all times;

f) an instruction that any replacement or additional extinguishers reported in d) or e) should be
provided as soon as possible;

g) the name, postal address and telephone number of the maintenance company;

h) the identification of the maintenance technician, and date(s) of maintenance;

i) acknowledgment/receipt of the written report by the responsible person, e.g. the signature of
the responsible person or their representative, which should be obtained upon completion of the
service visit and prior to the service technician leaving the premises, or a record of the reason
why this is not possible (e.g. unmanned sites); or electronic acknowledgement;

j) instructions with regard to the fire risk assessment in accordance with 11.3;

k) instructions with regard to the fire logbook in accordance with 11.4;

l) any inappropriately sited extinguishers.

NOTE 1	 The written report provided by the competent person may include a certificate of inspection/service 
certificate/engineer’s report given to the responsible person or their representative at the time of the conclusion of 
the maintenance.

NOTE 2	 It is good practice to include relevant information from the written report in a fire logbook.

NOTE 3	 It is good practice to ask to see a copy of the fire risk assessment for the premises. If this is not available or 
provided a record is to be kept to this effect and included in the written report.

11.2	 Instructions for visual inspection

The competent person should advise the responsible person to carry out visual inspections of all 
extinguishers at regular intervals. This advice should include the following instructions.

a) These visual inspections should be carried out at least once a month. When circumstances
require, inspections should be carried out more frequently.

NOTE 1	 Fire legislation ([1] to [3]) and its associated Guidance Notes suggest that good practice is to 
determine whether the extinguisher has been operated and to check for damage on a monthly basis.
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