BSI BS*5312 7k 7- 1b24bk9 0L71531 T M

B%H BS 5312 : 1976
o ! | -

Specification

e Stainless steel catering

containers and lids

[

Récipients d'alimentation et couvercles en acier inoxydalde

Essensbehélter und Deckel aus rostfreiem Stahl

| . . Documents
British Standards Institution cument sndal 13

'd

Full document details: BS 5312:1976


http://avadocuments2026.com/doc/bs-5312-1976
http://avadocuments2026.com/doc/bs-5312-1976

r

BS 5312 : 1976 -

Contents Page

Foreword Inside front cover
Co-operating organizations Back cover

Specification
1. Scope

2. References

3. Material

4, Manufacture
6. Dimensions

6. Construction

PR G QT (T . Y

Foreword

BS 4874 ‘Catering container dimensions’ was pubhshed
in 1972 to meet a requirement for a standard governing
the sizes of catering containers. BS 4874 specifies the
overall dimensions of a range of catering containers and
lids, based on the 630 mm x 326 mm module, for use in
the processes of cooking, serving, preparing, storing and
transporting within and from the kitchen.

BS 6312 is one of a series that will cover containers in a

range of materials including aluminium, stainlass steel,
aluminium foll and plastics, with preferred sizes and
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7. Finish

8. Nesting

9, Marking

Table

1. Container designations and dimensions

Figuras

1. Basic module and multiple and fractions of the
module

2. Dimensions

’ detalled requirements for each matetial.

Although provision is made in BS 4874 for non- flanged
containers to be included in the range, o hon-flanged -

containers have been specified In this British Standard as
it is considered that containers cannot be manufactured
in stainless steel to the tolerances called for unless they
have horizontal flanges.

Certification. Attention is drawn to the certification

- ‘facilities described on the inside back cover of this

standard.
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Stainless steel catering
containers and lids

1. Scope
This British Standard specifies the materials, construction

and preferred sizes of flanged stainless steel catering con-

tainers and lids made to comply with the dimensional
requirements of BS 4874.

2. References
The titles of the British Standards referred to in this
standard are listed on the inside back cover.

-3, Material
The following materials shall be used:

sheet or strip complying with the requirements of
BS 1449:Part 4, material 302517, 304515, 304512,
304516 or 306519;

rod complying with the requirements of BS 970:
Part 4, material 302525 or 304S 14;

wire complying with the requirements of BS 1554,
En 68A or En b8E.

4. Manufacture

Each container and each lid or section of a hinged lid

shall be formed from a single piece of metal, seamless and
without welds, and shall be free from splits and corruga-
tions. All burrs and rough or sharp edges shall be removed.
Edges of containers and lids shall be left plain, without
either folds or wired beadings.

b. Dimensions

Containers shall’ have plan dimensions and heights as
given in table 1 and shown in figures 1 and 2, but the
preferred sizes of container are those for which the
dimensions in table 1 are marked with an asterisk. The
tolerances on dimensions 4, B, C and D shall be +0,
-2 mm and on dimension £, £2 mm.

Generally containers shall have the maximum capacity
achievable within the specified dimensions, subject to
the requirements of clause 8.

Lids shall have overall dimensions not greater than A
and B given in table 1.

6. Construction

6.1 Containers. The nominal thickness of metal before
forming shail be 0.9 mm for all sizes except for the 2/1
size. For this size the nominal thickness shall be 0.9 mm
but may be increased to 1.2 mm if this is found to be
necessary.

6.2 Flanges. Flanges shall be of such a shape that they
are easy to clean.

6.3 Lids. The nominal thickness of metal before forming
shall be 0.9 mm for lids of 1/2 size and larger but may be
reduced to 0.8 mm for lids below /2 size. The edges of
lids may be notched, either to allow a serving spoon to
remain in the container when the lid is on or to allow
for handles on the container. Hinges, if fitted to lids,
shall be made from stainless steel wire as specified in
clause 3.

Lids shall be shaped in such a way that when placed on
the container they will not move horizontally more than
4 mm in any direction unless specifically so designed.

6.4 Handles. Handles, if fitted to containers and lids,
shall in the unused position be within the dimensions
A and B given in table 1. They shall be of adequate
strength and easy to clean. :

6.4.1 Handles for containers. Stainless steel handles of
material complying with the requirements of clause 3
may be fitted as required by the customer. If any part of
a handle projects below the flange, that part shall be
within the dimensions C and D in table 1.

6.4.2 Handles for lids. Handles may be fitted as required
by the customer.

7. Finish

No specific finish is required to meet this standard, but a
finish may be agreed between the purchaser and the
supplier. Table 1 of BS 1449:Part 4:1967 contains a list
of some of the finishes that are available on stainless

steel, either before or after manufacture of the article. The

-articles shall be thoroughly cleaned and free from scratches

and tool marks.

8. Nesting
Containers of any one size shall nest one within the other
and shall not jam in normal use.

9. Marking
Each container and lid shall be legibly and indelibly marked
externally with the following particulars:

(a) the manufacturer’'s name or other means of
identification;

(b) the number of this British Standard, i.e. BS 5312;
(c) the container designation as shown in table 1.
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