BSI BS*5313 7L MM 1b2Y4LLT 0171539 4 mm

E BS 5313 : 1976
‘ | ﬂ UDC 64.024 : 621.642.1-034.71

Specification

e Aluminium catering
- containers and lids

Récipients d'alimentation et couvercles en aluminium

Essensbehélter und Deckel aus Aluminium

British Standards Institution Documeatsa

Full document details: BS 5313:1976


http://www.avadocuments.com/doc/bs-5313-1976
http://www.avadocuments.com/doc/bs-5313-1976

BS 6313 : 1976

Contents

Foreword
Co-operating organizations

Page
Inside front cover
Back cover

Specification

. Scope
References
Material
Manufacture
Dimensions
Construction
Finish

. Nesting

. Marking

©ENDOIH LN
N et 3 e e

Foreword

BS 4874 'Catering container dimensions” was published
in 1972 to meet a requirement for a standard governing
the sizes of catering containers. BS 4874 specifies the
overall dimensions of a range of catering containers and
lids, based on the 530 mm x 325 mm module, for use in
the processes of cooking, serving, preparing, storing and
transporting within and from the kitchen.
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BS 5313 is one of a series that will cover containers in a
range of materials including aluminium, stainless steel,
aluminium foil and plastics, with preferred sizes and
detailed requirements for each material.

Certification. Attention is drawn to the certification
facilities described on the inside back cover of this
standard.
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British Standard Specification

BS 5313 : 1976

Aluminium catering containers and lids

1. Scope

This British Standard specifies the materials, construc-
tion and preferred sizes of flanged and non-flanged
aluminium catering containers and lids made to comply
with the dimensional requirements of BS 4874,

2. References
The titles of the British Standards referred to in this
standard are listed on the inside back cover. ’

3. Material

The materials used shall be aluminium sheet or strip
complying with the requirements of BS 1470, grade S1C
of NS3 in not less than H2 condition, or complying with
the requirements of BS 4300/6 grade NS31 in the O
condition.

4. Manufacture

Each container and each lid or section of a hinged lid
shall be formed from a single piece of metal, seamless
and without welds, and shall be free from splits and
corrugations. All burrs and rough or sharp edges shall
be removed. Edges of containers and lids shall be left
plain, without either folds or wired beadings.

5. Dimensions
The basic module and multiple and fractions of the module
are shown in figure 1.

Flanged containers shall have plan dimensions and heights
as given in table 1 and shown in figure 2. Non-flanged
containers shall have plan dimensions and heights as given
in table 2 and shown in figure 3. The preferred sizes are
those for which the dimensions in tables 1 and 2 are
marked with an asterisk.

The tolerance on dimensions A, B, C, D, F and G shall be
+0, -2 mm and on dimension £, £ 2 mm.

Generally containers shall have the maximum capacity
achievable within the specified dimensions, subject to the,
requirements of clause 8.

Lids shall have overall dimensions not greater than A and
B given in tables 1 and 2. Lids for non-flanged containers
shall have turned-down edges 10 £ 1 mm deep internally,
shall fit externally to the container and shall have a clear-
ance of not less than 1 mm all round the container.

Handles, if fitted to containers or lids, shall in the unused
position be within the dimensions A and B given in tables
T and 2. If any part of a handle projects below the flange
of a flanged container, that part shall be within the
dimensions C and D of table 1.

NOTE. The fractions %/,, ®/; and 3/, are included primarily for
non-flanged containers to meet the specific needs of Local

Authority schools catering, but are also expected to be usefut
for other catering activities.

6. Construction .

6.1 Containers. The nominal thickness of metal before
forming shall be 2'mm for all container sizes except
176, 19 and 3/16. For these three sizes the nominal
thickness shall be 1.6 mm, which may be‘increased to

2 mm for depths of 100 mm and over if this is found to
be necessary.

6.1.1 Flanges. Flanges where provided shall be of such
a shape that they are easy to clean.

6.1.2 Edges of non-flanged containers. Edges of non-
flanged containers shall be straight or slightly radiused
as shown in figure 3. If straight, the overall dimensions

shall be C and D, and if radiused the overall dimensions shall

be F and G as given in table 2 and shown in figure 3.

6.2 Handles. Aluminium handles of material complying
with the requirements of clause 3 may be fitted to
containers or lids to customer’s or manufacturer’s design,
if required. They shall be of adequate strength and easy
to clean.

6.2.1 Integral lifting lips for non-flanged containers.
Integral lifting lips may be incorporated at both ends, i.e.
the sides with the shorter dimensions, of non-flanged
containers. The length of each lifting lip shall not exceed
100 mm.

6.3 Lids. Lids may be notched, either to allow a serving
spoon to remain in the container when the lid is on or to
allow for handles on containers.

6.3.1 Lids for flanged containers. The nominal thickness
of metal before forming shall be 1.6 mm. Lids shall be
shaped in such a way that when placed on the container
they will not move horizontally more than 4 mm in any
direction, unless specifically so designed.

6.3.2 Lids for non-flanged containers. The nominal thick-
ness of metal before forming shal! be 2 mm for all sizes
except 1/6, 19 and 3716, for which it shall be 1.6 mm.

When lids are to suit non-flanged containers with lifting
lips (see 6.2.1), the flanges of the lids shall be notched
to clear the lips of the containers. Such notches shall
allow not less than 1 mm clearance at each end of each
lip and shall be radiused to eliminate any sharp corners.

7. Finish

No specific finish is required to meet this standard, but
the finish may be agreed between the purchaser and the
supplier. BS 3660: 1963, section seven, contains a list of
some of the finishes that are available on aluminum. The
articles shall be thoroughly clean and free from scratches
and tool marks.

8. Nesting

Containers of any one size shall nest one within the other
and shall not jam in normal use.
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