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Spépi'fication

"“-Qu’ck release vacuum couphnqs
(screwe,d and ciamped type) :

Raccords rapides p.ou'r !“Wa technique du vide (type fileté et type a coliier)

Vakuumschnell kupplungen (Schraub- und Kiemmausfithrung)

~British Standards Institution
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Foreword

The quick release coupling described in this British Standard
has been designed particularly far vacuum applications.
Under suitable conditions it may slso be capable of being
used for pesitive pressures that are experienced in some
vacuum systerns. However, the manufacturer must be
consulted regarding the extent of the positive pressure

that may be applied.

The coupiing body, ‘O’ ring carriar and 'O’ ring are k
standardized in accordance with ISQ/DIS 2861 'Vacuum- =
technology — quick release couplings — dimensions' Part II
- "Secrewed type’.* Dimensionat information is also included
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“This standard is in accordance with 180/DIS 2BEHII

2. Screwed coupling ‘O’ ring carrier

" 9. Assembly of screwed coupling to clamped
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4, Dinrensfons of clarﬁped coupling body - : 2
5. Dimensions of clamped coupling ‘0’ ring carrier 3
B6. Dimensions of clamped coupling ‘O’ ring 3

Figures
1. Screwed coupling body

3. Screwed coupling ‘0’ ring seal”

4 Ctamped coupling body '

5. Clamped coupling ‘O’ ring carrier
6. Clamped coupling ‘O’ ting

7. Assembly of screwed coupitng P
8. Assembly of clamped coupling )
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coupling ™

which refers to the clamped quick rehr'i-é;e coupling
standardized internationally to iSO ztsbl *Vacuum
teshnolegy — quick release coupllngs— dimensions’
'Clamped type’ with wnu:h the screwed quick release
coupling specified in this document is compatible.

This standard is one of a serles embracing flanges and fittings'

, Part | »

- for use in vacuum technology The dimensions ensure the

compat:blhty of the quick release couplings with the -

,-Jrresponomu flanges $pecified in BS 4767 'Vacuurn

Tlmges (dlmensmnsi 1. Typical examples of clamped and
screwed coupling assemblies are shown in clause 5.
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1This standard is in accordance with 1SO/01S 1609.2 'Vacuum technnlogv - flange dimensions’.
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