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National foreword

This British Standard has been prepared under the direction of the Chemicals Standards Committee. It is identical with .
SO 3700-1980 ‘Anhydrous hydrogen fluoride for industrial use—Determination of water content—Conductimetric .
method’, published by the International Organization for Standardization (1SO).

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a

British Standard without deviation. Some terminology and certain conventions are not identical with those used in British

Standards; attention is especially drawn to the following.

The comma has been used throughout as a decimal marker. In British Standards, it is current practice to use a full point on

the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British Standard'.

Cross-references
International standard Corresponding British Standard
BS 5365 Methods of sampling and test for anhydrous hydrogen fluoride for industrial use
1SO 3137-1974 Part 1: 1976 Sampling
{ldentical)
1ISO 3138-1974 Part 2 : 1976 Determination of non-volatile acid content: titrimetric method
(ldentical)
1SO 3699-1976 Part 3 : 1979 Determination of water content (Karl Fischer method)
{Identical}
The other international standards, all of which have been published as identical or technically equivalent British Standards, ‘
listed in the annex are for information only. N

Additional information
Water. Water complying with the requirements of clause 6 is specified in BS 3978 ‘Water for laboratory use’.

Waste anhydrous hydrogen fluoride. Care should be taken in disposing of waste anhydrous hydrogen fluoride. The method
of disposal depends on the quantity involved and the manufacturer should be consulted for more detailed information.
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British Standard Methods of sampling and test for
Anhydrous hydrogen fluoride
for industrial use

Part 6. Determination of water content (conductimetric method)

WARNING — Anhydrous hydrogen fluoride is a highly corrosive liquid which boils at 19,5 °C. It attacks glass, has a great
affinity for water and its vapour is irritant and toxic. Its action on the skin and eyes is strongly corrosive; producing
severe and painful burns which may not be immediately evident and which respond slowly to treatment,

Samples should be handled only inside a well-ventilated fume cupboard. Rubber gloves, boots and gown of a suitable
size to give adequate protection to the individual, and full head and face protection must be worn when handling the
material.

In the event of contact or suspected contact, flood with water and seek immediate medical attention. The

manufacturer's literature should be consulted for further information.

1 Scope

This International Standard specifies a conductimetric method
for the determination of the water content of anhydrous
hydrogen fluoride for industrial use. The method is suitable for
use as a routine alternative to the reference Karl Fischer method
specified in 1SO 3699, but may give a lower standard of ac-
curacy.

2 Field of application
The method is applicable to products having water contents
between 0,01 and 0,4 % (m/m).

3 References

ISO 3137, Anhydrous hydrogen fluoride for industrial use —
Sampling.

1SO 3138, Anhydrous hydrogen fluoride for industrial use —
Determination of non-volatile acid content — Titrimetric
method.

ISO 3699, Anhydrous hydrogen fluoride for industrial use —
Determination of water content — Karl Fischer method.

4 Sampling

" Prepare the laboratory sample by the method specified in
section 1 of SO 3137.

5 Principle

Measurement of the conductance of anhydrous hydrogen
fluoride using a dip cell electrode. Determination of the cor-
responding water content by means of a calibration graph
making a correction for the non-vofatile acid content.

6 Reagents

During the analysis, use only reagents of recognized analytical
grade and only distilled water or water of equivalent purity.

6.1 Propan-2-ol.

6.2 Hydrofluoric acid, approximately 40 % (m/m) aqueous
solution.

WARNING — Hydrofluoric acid is toxic and corrosive.
Avoid inhalation of fumes. Avoid contact with skin, eyes
and clothing.

NOTE — 40 % is the nominal concentration of commercially available
hydrofluoric acid solutions. Although the measured concentration may.
vary from sample to sample, experience indicates that, for the purpose
of this determination, such solutions are nevertheless suitable for use
in the check test {clause 10).

6.3 Chloroplatinic acid, approximately 30 g/I solution.

Dissolve 4,6g of chloroplatinic acid hexahydrate
(HoP1Clg.6H,0) and 0,037 g of lead - acetate trihydrate
{{CH3CO00),Pb.3H,0] in 160 ml of water.

6.4 Sulphuric acid, approximately 10 % (m/m) solution.

Carefully add 5,6 ml of sulphuric acid, @ approximately

1,84 g/ml, to about 80 ml of water and, after cooling, dilute to
100 ml.

6.5 Potassium chloride, standard conductimetric solution,
¢ (KCl) = 0,01 moi/l.

Dissolve 0,745 5 £ 0,000 2 g of potassium chloride, previously

dried at about 110 °C for 2 h and coolfd () @ tEFTEMTS
1 000 m! of water.
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7 Apparatus

Ordinary laboratory apparatus and

7.1 Coupling, stainless steel threaded union, to fit the
sampling cylinder (see figure 1 and ISO 3137).

7.2 Delivery tube, stainless steel, {see figure 1).

7.3 Conductivity measuring bridge, including the range 1
to 50 mS.

7.4 Dip cell electrode, as shown in figure 2, with platinized
platinum electrodes.

The electrodes shall be platinized or replatinized as follows :

7.4.1 Clean the electrodes by degreasing the surfaces to be
plated with diethyl ether, after polishing, if necessary, to
remove any irregularities.

7.4.2 Immerse the electrodes in the chloroplatinic acid solu-
tion (6.3) and_electrolyse for 2 min using a current of approx-
imately 100 mA and a voltage of 4 to 5 V. Reverse the polarity
and repeat the electrolysis.

7.4.3 Wash the electrodes thoroughly with water.

7.44 Immerse the electrodes in the sulphuric acid
solution (6.4} and electrolyse again, for 1 min, using the same
current and voltage as in 7.4.2. Reverse the polarity and repeat
the electrolysis.

7.45 Wash the electrodes with water and then with diethyl
ether to dry them completely.

NOTE — Systems for the measurement of conductance are commer-
cially available and may be used instead of the apparatus, specified
in7.3 and 7.4. If so, the manufacturer's instructions should be
followed.,

7.5 Polyethylene bo'itle, capacity 260 ml, marked at about
150 mi {as shown in figure 3).

NOTE — The dimensions shown in figure 3 are not critical.

7.6 Thermometer, graduated in 0,1 °C, covering the am-
bient temperature range and protected from attack by
hydrogen fluoride by a thin sheath of polytetrafluoroethylene
(PTFE),

8 Procedure

8.1 Determination of dip cell constant

if the constant of the dip cell is not known, obtain it by using
the dip cell electrode (7.4) and bridge (7.3) to measure the con-
ductance of the potassium chloride solution (6.5) at
20,0 £ 0,1 °C.

Calculate the dip cell constant (K) from the formula
1,28
Cm

where

1,28 is the specific conductance, in millisiemens, of the
potassium chloride solution (6.5) at 20 + 0,1 °C;

Cy, Is the measured conductance, in millisiemens, of the
potassium chloride solution (6.5} at 20 + 0,1 °C,

8.2 Test portion

Cool the sampling cylinder (see figure 1 and 1SO 3137} to 10 to
16 °C. Remove the threaded stopper from one end of the
transverse passageway and fit the threaded union
coupling (7.1} and the delivery tube (7.2), previously dried by
heating at 105 °C for 1 h. Transfer about 150 m! of the sample
to the clean dry polyethylene bottle {7.5) and bring the bottle
and contents to 156 + 2 °C,

8.3 Measurement of conductance

Wash the dip cell electrode (7.4) with the propan-2-ol (6,1) and
wipe and dry thoroughly with filter paper, taking care to avoid
touching the platinum black surfaces. Immerse the

electrode (7.4} in the test portion (8.2} and measure the con-
ductance (C) using the bridge (7.3).

9 Expression of results

9.1 Calculate the specific conductance (Cg) from the formula
Cx K
where

C is the conductance, in millisiemens, of the test solution,
determined as described in 8.3;

K is the dip cell constant, determined as described in 8.1.

9.2 From the graph (see figure 4), determine the percentage
by mass of water corresponding to the specific conductance
Cs.

9.3 The true water content, expressed as a pertentage by
mass, is given by the formula

A_18><S

=A-018S
98

where

A is the uncorrected water content, expressed as a
percentage by mass, obtained as specified in 9.2;
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