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Foreword

This British Standard has been prepared under the authority
of the Rubber Industry Standards Committee. It is

identical with ISO 2475 ‘Rubber, chloroprene (CR) —
General purpose types — Evaluation procedures’.

For the purposes of this British Standard the text of
1SO 2475 given in this publication should be modified
as follows.

Terminology. The words ‘British Standard’ should replace
'International Standard’ wherever they appear.

Cross references. The references to other International
Standards should be replaced by references to British
Standards as follows. :

Reference to Appropriate British Standard

ISO publication

ISO/R 37 BS 903 Methods of testing vulcanized
rubber Part A2 Determination
of tensile stress-strain
properties

BS 1673 Methods of testing raw
rubber and unvulcanized
compounded rubber
Part 8 Chemical analysis of
chloroprene rubber

BS 1673 Part 3 Methods of physical
testing

BS 1673 Part 3

BS 1673 Part 1 Sampling and further
preparative procedures

ISO/R 247

ISO/R 289

I1SO 667
ISO 1795

*Awaiting publication
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4. Physical and chemical tests on raw polymer 1
5. Test recipe for evaluation of sulphur-
modified chloroprene rubbers 2
6. Test recipe for mercaptan-modified
chloroprene rubbers 3
7. Evaluation of vuicanization
characteristics 4
1ISO 1796 BS 1673 Part 1
1ISO 2058 BS 1673 Part 8
1SO 2393 BS 1674 Equipment and procedures
for mixing and vulcanizing
rubber test mixes
ISO 3417 BS 1673 Part 10 Measurement of

prevulcanizing and curing
characteristics by means of
curemeters”™

The references in 5.1 and 6.1 to NBS Standard reference
materials should similarly be replaced by a reference to
BS 4398 ‘Compounding ingredients for rubber test mixes’.

Text changes

Text to be
substituted

ISO reference Original 1SO text

5.2.3.11 and
6.2.3.12

‘Condition the batch
for 2to 24 h at

23+ 2 °C after
mixing....."

‘Condition the
batch for 2 to 24 h
after mixing...’

NOTE. I1SO 2475 does not specify the temperature for conditioning
the batch and 23 °C has been selected from the ISO preferred
temperatures, given in 1SO 2393, as appropriate for United
Kingdom conditions.

6.1 (table) ‘(2-mercaptoimidazolene)’
and
6.2.3.7 ‘(2-mercaptoimidazoline)’

NOTE. This corrects a misprint in SO 2475,
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BS 6375: 1976

British Standard Methods of test for

Raw general purpose chloroprene rubbers

1 SCOPE AND FIELD OF APPLICATION
This International Standard specifies
a) physical and chemical tests on raw polymer;

b)- standard materials, equipment and processing
methods for evaluating vulcanization properties of raw
general purpose chioroprene rubbers {CR).

The general purpose chioroprene rubbers fall into two
broad classes based on the type of polymerization modifier
used in their preparation :

a) sulphur-modified types;

b) mercaptan-modified types.

2 REFERENCES

ISO/R 37, Determination of tensile stress-strain properties
of vulcanized rubbers.

ISO/R 247, Determination of ash in raw natural rubber.

ISO/R 289, Determination of viscosity of natural and
synthetic rubbers by the shearing disk viscometer.

ISO 667, Compounded rubber — Determination of the rate
of cure using the shearing disk viscometer,

1ISO 1795, Raw rubber in bales — Sampling.
ISO 1796, Raw rubber — Sample preparation.

1SO 2058, ARaw styrene-butadiene
Determination of volatile matter.

rubber (SBR] ~—

ISO 2393, Rubber test mixes — Preparation, mixing and
vulcanization — Equipment and procedures.

1) At present at the stage of draft.

ISO 3417, Raw rubber — Determination of curing
characteristics with the oscillating disc rheometer.1)

3 SAMPLING AND SAMPLE PREPARATION

3.1 A sample of mass approximately 1500g shall be
taken by the method described in 1SO 1795,

3.2 Sample preparation shall be in accordance with
1SO 1796. "

NOTE — No sample preparation is required for most types of
chloroprene rubber, .

4 PHYSICAL AND CHEMICAL TESTS ON RAW
POLYMER

4.1 Mooney viscosity

Determine the Mooney viscosity on a portion from the
original sample according to ISO/R 289, and record the
result as ML 1 + 4 at 100 °C.

4.2 Volatile matter

Determine the volatile matter by the hot-mill method
specified in clause 3 of 1SO 2058, but using a mill roll
temperature of 50 + 5 °C.

4.3 Ash content

Determine the ash content by an ashing procedure in
accordance with ISO/R 247.
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