BS 5385-1:2018

BSI Standards Publication

Wall and floor tiling -

Part 1: Design and installation of ceramic, natural stone
and mosaic wall tiling in normal internal conditions - Code
of practice

°
bSl. Documents

Document Sharing Hub

Full document details: BS 5385-1:2018


http://www.avadocuments.com/doc/bs-5385-1-2018
http://www.avadocuments.com/doc/bs-5385-1-2018

BS 5385-1:2018 BRITISH STANDARD

Publishing and copyright information

The BSI copyright notice displayed in this document indicates when the document was last issued.
© The British Standards Institution 2018

Published by BSI Standards Limited 2018

ISBN 978 0 580 97655 1

1CS 91.060.01; 91.060.30

The following BSI references relate to the work on this document:
Committee reference B/539
Draft for comment 18/30356789 DC

Amendments/corrigenda issued since publication

Date Text affected

Documents

© THE BRITISH STANDARDS INSTITUTION 2018 - ALL RIGHTS RESERVED Document Sharing Hub

Full document details: BS 5385-1:2018


http://www.avadocuments.com/doc/bs-5385-1-2018
http://www.avadocuments.com/doc/bs-5385-1-2018

BRITISH STANDARD BS 5385-1:2018

Contents Page
Foreword ii
1 Scope 1
2 Normative references 1
3 Terms and definitions 2
4  Exchange of information and time schedule 3
5 Materials 5
Table 1 — Classification of ceramic tiles with respect to water absorption (E) and shaping
(Source: BS EN 14411:2012) 6
Table 2 — Tile adhesive classifications in accordance with BS 12004-1 8
6 Design 11
Table 3 — Weight restrictions table (Source: TTA, Sheets and Boards, 2016) 11
Table 4 — Tile adhesive suitability 12
Table 5 — Backgrounds: Summary of suitable tile beds 21
7 Application of tiles — methods and materials 27
8 Application of mosaics: methods and materials 34
9 Protection and cleaning 36
Annex A (informative) Ceramic tiles, mosaics and natural stone 38
Annex B (informative) The special conditions included in BS 5385-4 39
Annex C (normative) Cement:sand mortar rendering 40
AnnexD (normative) Cement:sand fixing 45
Bibliography 49

Summary of pages
This document comprises a front cover, and inside front cover, pages i to iv, pages 1 to 49, an inside back cover and
a back cover.

Documents

© THE BRITISH STANDARDS INSTITUTION 2015 - ALL RIGHESRESBRVEDSharing Hub

Full document details: BS 5385-1:2018


http://www.avadocuments.com/doc/bs-5385-1-2018
http://www.avadocuments.com/doc/bs-5385-1-2018

BS 5385-1:2018 BRITISH STANDARD

Foreword

Publishing information

This part of BS 5385 is published by BSI Standards Limited, under licence from The British Standards
Institution, and came into effect on 30 June 2018. It was prepared by Technical Committee B/539,
Ceramic tiles and other rigid tiling. A list of organizations represented on this committee can be
obtained on request to its secretary.

Supersession

This part of BS 5385 supersedes BS 5385-1:2009, which is withdrawn.

Information about this document
This is a full revision of the standard, and introduces the following principal changes.
e References have been updated to reflect changes in standards documents and in legislation.

¢  Consideration has been given to recent trends in backgrounds for tiling, and to the increasing
variety of tiles in terms of tile type, and of size and thickness resulting in the exclusion of wood-
based substrates for fixing tiles directly onto.

e  Ceramic tile fittings for corners and edges etc., are less readily available than hitherto and are
now excluded from the scope of BS EN 14411; details are therefore not included in this British
Standard. Individual manufacturers can give advice about the range of types and sizes of fittings
they produce, and their availability.

e Throughout this British Standard, references to tiles and tiling are intended to apply equally to
mosaics and mosaic work, except where the recommendations for mosaics are different.

e Additional information regarding the workmanship element of ceramic tiling contained in BS
8000-11:2011.

¢ New annex on sand and cement (as in Part 3).

Relationship with other publications

This part of BS 5385 is one of a series dealing with the installation of floor and wall tiling, the other
parts being:

e Part 2: Design and installation of external ceramic and mosaic wall tiling in normal conditions -
Code of practice;

e Part 3: Design and installation of internal and external ceramic and mosaic floor tiling in normal
conditions - Code of practice;

e  Part4: Design and installation of ceramic and mosaic tiling in special conditions - Code of practice;

e  Part5: Design and installation of terrazzo, natural stone, agglomerated stone tile and slab flooring
- Code of practice.

Attention is drawn to the following.
¢ The Construction (Health, Safety and Welfare) Regulations [1];
e  The Lifting Operations and Lifting Equipment Regulations [2];

e  The Manual Handling Operations Regulations [3]
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Use of this document

As a code of practice, this part of BS 5385 takes the form of guidance and recommendations. It should
not be quoted as if it were a specification and particular care should be taken to ensure that claims of

compliance are not misleading.

Any user claiming compliance with this part of BS 5385 is expected to be able to justify any course of
action that deviates from its recommendations.

Presentational conventions

The provisions of this standard are presented in roman (i.e. upright) type. Its recommendations are
expressed in sentences in which the principal auxiliary verb is “should”.

Commentary, explanation and general informative material is presented in smaller italic type, and does
not constitute a normative element.
Contractual and legal considerations

This publication does not purport to include all the necessary provisions of a contract. Users are
responsible for its correct application.

Compliance with a British Standard cannot confer immunity from legal obligations.
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1 Scope

This part of BS 5385 gives recommendations for the design and installation of ceramic, natural stone
and mosaic wall tiling in normal internal conditions; a description of tile types can be found in Annex

A. This part of BS 5385 deals with classes and types of background and their suitability to receive
tiling using the following fixing methods:

a) bedding in cementitious adhesives on an intermediate substrate or as a direct bedding method;

b) bedding in organic-based adhesive (dispersion or reaction resin) on an intermediate substrate or
as a direct bedding method; and

c) bedding in cement:sand mortar on rendering or as a direct bedding method.

Natural stone modular tiles as defined in BS EN 12057 are included within the scope of this British
Standard, but natural stone slabs (i.e. units with nominal thickness greater than 12 mm thick)
are excluded.

Ceramic tile fittings for corners and edges etc., are less readily available than hitherto, and are
excluded from this British Standard.

Where the tiling installation is to meet special functional or environmental requirements, or to assist
in counteracting potentially detrimental effects on the installation and/or the structure, see BS 5385-
4. The special conditions dealt with in BS 5385-4, for example, swimming pools, shower areas, etc.,
are listed in Annex B.

Agglomerated stone tiles and slabs are not included within the scope of this British Standard.
Dimensionally similar to natural stone tiles, they possess different physical and chemical
characteristics as a result of the various natural stone, mineral and binder constituents from which
they are manufactured.

NOTE 1 Agglomerated stone tiles and slabs are natural stone and/or mineral fragments set in a binder
subsequently cut to form tiles with a surface that is normally ground and polished to finish.

Metal, plastic, resin or mirror tiles and glass tiles of similar construction are not included within the
scope of this British Standard, as these require different techniques, adhesives etc., to traditional tiles.

NOTE 2 Mirror tiles are tiles manufactured from float or plate glass with an applied backing.

For the purposes of this British Standard “normal conditions” means normal environmental
temperatures and humidity. However, it is not to be inferred from this that all recommendations made
in this British Standard are unsuitable for more extreme conditions. Manufacturers’ instructions
contain limitations of their products.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

BS 4551, Mortar — Methods of test for mortar and screed — Chemical analysis and physical testing

BS 5385-2, Wall and floor tiling — Part 2: Design and installation of external ceramic, natural stone
and mosaic wall tiling in normal conditions — Code of practice

BS 5385-4, Wall and floor tiling — Part 4: Design and installation of ceramic and mosaic tiling in
specific conditions — Code of practice

Documents

© THE BRITISH STANDARDS INSTITUTION 2015 - ALL RiGHEYRESERVED Sharing Hub

Full document details: BS 5385-1:2018


https://doi.org/10.3403/00088872U
https://doi.org/10.3403/00157411U
http://www.avadocuments.com/doc/bs-5385-1-2018
http://www.avadocuments.com/doc/bs-5385-1-2018

BS 5385-1:2018 BRITISH STANDARD

BS 5974, Planning, design, setting up and use of temporary suspended access equipment —
Code of practice

BS 6093, Design of joints and jointing in building construction — Guide
BS 6100-6, Building and civil engineering — Vocabulary — Part 6: Construction parts
BS 6213, Selection of constructional sealants — Guide

BS 8000-3:2001, Workmanship on building sites — Part 3: Code of practice for masonry

BS 8000-11:2011, Workmanship on building sites — Part 11: Internal and external wall and floor
tiling — Ceramic and agglomerated stone tiles, natural stone and terrazzo tiles and slabs, and
mosaics — Code of practice

BS 8212, Code of practice for dry lining and partitioning using gypsum plasterboard

BS 8481:2006, Design, preparation and application of internal gypsum, cement, cement and lime
plastering systems — Specification

BS EN 197-1, Cement — Part 1: Composition, specifications and conformity criteria for
common cements

BS EN 520, Gypsum plasterboards — Definitions, requirements and test methods

BS EN 1008, Mixing water for concrete — Specification for sampling, testing and assessing the
suitability of water, including water recovered from processes in the concrete industry, as mixing water
for concrete

BS EN 12004-1:2017, Adhesives for ceramic tiles — Part 1: Requirements, assessment and verification

of constancy of performance, classification and marking
BS EN 12004-2:2017, Adhesives for ceramic tiles — Part 2: Test methods

BS EN 12811-1, Temporary works equipment — Part 1: Scaffolds — Performance requirements and
general design

BS EN 13139:2013, Aggregates for mortar
BS EN 13279-1, Gypsum binders and gypsum plasters — Part 1: Definitions and requirements

BS EN 13888:2009, Grouts for tiles — Requirements, evaluation of conformity, classification
and designation

BS EN 13914-2:2005+A1:2006, Design, preparation and application of external rendering and internal
plastering — Part 2: Internal plastering

BS EN 14411:2012, Ceramic tiles — Definition, classification, characteristics, assessment and
verification of constancy of performance and marking

BS EN 14647, Calcium aluminate cement — Composition, specifications and conformity criteria

3 Terms and definitions

For the purposes of this part of BS 5385, the terms and definitions given in BS 6100-6 and BS EN
14411 and the following apply.

3.1 bond breaker tape

self-adhesive tape, usually polyethylene or polytetrafluoroethylene (PTFE) used to prevent sealant
sticking to a substrate
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3.2 backerrod
compressible or flexible but stiff product that is forced into a joint or an opening to form a stop for the
sealant applied over it
3.3 natural stone tile
tile formed from stone of thickness 12 mm or less which has been sorted, dressed or
machined to finish
3.4 opentime
period of time during which tiles can be adequately bedded after spreading the adhesive
3.5 ceramic tile
ceramic tile with a surface area <3 600 cm?, no tile edge >600 mm
3.6 large format ceramic tile
ceramic tile with a surface area >3 600 cm?, no tile edge >1 200 mm
3.7 ceramic panel
ceramic tile with a surface area >1 m?, any tile edge >1 200 mm
3.8 thintile
ceramic tiles and panels with a panel thickness of <5.5 mm
3.9 tile backer board
rigid dimensionally stable and moisture-resistant boards, specifically designed to be used in place of
wood-based boards, especially in areas exposed to moisture
3.10 solid bedding
adhesive under the tile which, as far as is practicable, is free of voids so that the tiles are
solidly supported
3.11 tile spacer
plastic peg designed to evenly space tiles but should always be removed before grouting
3.12 resin/mesh backing
mesh applied to the rear or back of ceramic, stone or mosaic tiles using resin adhesive
NOTE  The application of mesh/resin could adversely affect the fire resistance of the tile.
4 Exchange of information and time schedule
COMMENTARY ON CLAUSE 4
Clause 4 covers the exchange of information for the whole wall, including tiles, tile bed, background and
intermediate substrate (if any).
4.1 Exchange of information

The working drawings and specifications should be prepared in sufficient detail to afford proper
guidance in the design and execution of the work. At the tendering stage, the following information
should be sought and documented.

a) Site. Location and means of access.
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b)

d)

e)

f)
g)

h)
i)
j)
k)

BRITISH STANDARD

Building. Nature of building and particulars of corrosive or other potentially damaging
conditions to which the installation might be subjected in service (e.g. mechanical cleaning).

Wall(s). Type and age of construction, location within the building, type and accuracy of
background and need for intermediate substrate.

Associated work. Elements embedded in or passing through the wall, skirtings and abutments,
junctions with other adjacent finishes. Consideration should also be given to protection

work to tiled/mosaic finishes in locations with high impact risks, wall bumpers, corner
protectors and so on.

Finishes. Type(s) of tiles and/or mosaics, bedding and jointing requirements and required
surface plane.

Contract. Details, if the work is to be completed in any specific order or in sections.

Health and safety. Information on articles and substances for use during the work that are liable
to be a health risk.

Time schedule. A time schedule for the progress of the work (see 4.3).
Testing. Details of any compliance testing required.
Background weight restrictions. Details of maximum weight per square metre of tiling.

Workmanship. Undertaken by suitably trained and skilled operatives. See 7.1.3 for
further guidance.

4.2 Provision of utilities, facilities and materials

4.2.1 General

To prevent misunderstanding, particularly at the tendering stage, and to avoid possible situations

detrimental to installation, it should be made clear whether or not the following are to be provided

and by whom.

a)

Provision of adequate, clean, dry, lockable storage space protected from frost if
necessary (see 5.2).

b) Provision of clean water supply adjacent to working area (see 5.5).
c) Provision of adequate artificial lighting, if required (see 4.2.2).
d) Provision of safe means of access and places of work to include, where required, suitable
scaffolding and staging, which should conform to either BS EN 12811-1 or BS 5974.
NOTE 1 Attention is drawn to the requirements of the Construction (Health, Safety and Welfare)
Regulations [1].
e) Provision of unloading and hoisting facilities.
NOTE 2 Attention is drawn to the requirements of the Lifting Operations and Lifting Equipment Regulations
[2] and Manual Handling Operations Regulations [3].
f)  Provision of electric power supply adjacent to working areas.
g) Protection of work during and after fixing (see 9.1).
h) Provision of supplies of cement and sand in accordance with Annex C and Annex D.
i)  Provision of tiles, adhesives, grouts, primers and sealants.
j)  Provision of waste disposal.
k) Control of site temperature.
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Parties should also agree who will ensure that all the materials required for the installation
are available.

NOTE 3 Attention is drawn to Construction (Design and Management) Regulations 2015[4].

4.2.2 Lighting on site

Lighting on site should be of similar type, direction and intensity as envisaged for the completed
installation.

NOTE  If this condition is not met, then the appearance of the finished wall tiling might be different from that
originally intended; serious consequences might then result, including the necessity for complete retiling.

4.3 Time schedules

The time schedule for the whole building work should be planned in the initial stages before
operations are begun and, where possible, in consultation with those responsible for carrying out the
work of each of the trades concerned.

In preparing the time schedule, each operation should be considered in relation to others.
Assessment should be made of the most economical use of general plant and scaffolding by all trades,
also to ensure that the various trades do not interfere unduly with each other’s work.

Before tiling commences, at least six weeks should be allowed under good drying conditions for a
new concrete or masonry wall to dry out. Whenever rendering is applied onto old or new concrete,
it should be left for at least a further two weeks. New gypsum plasterwork should be left for at least
four weeks. For some types of limestone and marble there should be longer drying times.

These drying times require extension under slow drying conditions and depending on the conditions
on site (e.g. low temperatures, high humidity) and the mass of the structure; in conditions of impaired
drying, the moisture content of the backing should be checked to determine suitability prior to
application. The schedule should allow time for all cutting of holes and chases and/or other work
involving the use of percussion tools in or on the walls to be tiled and in or on adjacent walls before
any intermediate substrate is applied.

The schedule should provide for the completion of all necessary subsidiary work before the fixing of
tiles or mosaic begins. The schedule should include times for commencement and completion of tiling
or mosaic work in the different parts of the building, allowing sufficient time intervals between the
bedding, grouting and final cleaning down.

Provision should be made for adjustment to the time schedule to allow for suspension of operations
due to unfavourable conditions that jeopardize the success of the installation.

5 Materials

5.1 General

All tiles should be clean and dry before use, except when bedding some types of tiles in cement:sand
mortar (see Annex D).

5.2 Transport and storage

The delivery of materials should be arranged to minimize handling. Adequate precautions should be
taken to guard against the possibility of damage.

Materials should be stored in clean, dry, frost-free (if necessary), lockable storage to avoid excessive
handling, theft and damage.
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5.3
5.3.1

For large format tiles, ceramic panels, and stone, the manufacturer should be consulted regarding any
special arrangements that need to be made for storage, handling and transportation.

Tiles

Ceramic tiles and panels
NOTE 1 Annex A contains information about ceramic tiles.
NOTE 2 Table 1 provides classification of ceramic tiles with respect to water absorption (E) and shaping.

NOTE 3 The breaking strength/modulus of rupture and impact resistance characteristics of the various classes
of ceramic tiles, referred to in Table 1, do not adversely affect their suitability for wall tiling in normal internal
conditions. However, Group Alll and BIII tiles are generally not considered suitable for floors, due to their relatively

low breaking strength/modulus of rupture and low resistance to loads.

Large format tiles and panels might require special setting out, bedding and fixing procedures in
accordance with tile or adhesive manufacturers’ recommendations (see also 5.11); before selecting
a particular type of tile, advice about its suitability should be obtained from the manufacturer via
the supplier.

Table 1 — Classification of ceramic tiles with respect to water absorption (E) and shaping (Source: BS
EN 14411:2012)

5.3.2

5.3.3

Group Ila Group Ib Group Ila Group IIb Group III
Water E<0.5% 0.5% <E<3% 3% <E<6% |[6%<E<10% [E>10%

absorption (E)
A Extruded Ala Alb Alla Allb Alll
B Dry pressed  |Bla Blb Blla BIIb BIII

Natural stone tiles
NOTE  Annex A contains information about natural stone.

The weight of natural stone tiles should not exceed the weight restriction requirements of the
different background types (see Table 3). The density of natural stone tiles can vary considerably
and this should be established at the design stage; they are usually prepared and polished by
wet processes and consequently they should be allowed to dry in natural ventilation and be
clean before use.

Before selecting a particular type of tile, advice about its suitability should be obtained from
the supplier.

Some stone tiles may have mesh resin bonded to the rear face, unless at least 75% can be removed,
the stone tiles should be mechanically fixed.

Mosaics

Ceramic tesserae should conform to the relevant physical properties (as given in BS EN 14411) for
their class according to water absorption and shaping, as indicated in BS EN 14411:2012, Table 1.

For a mosaic that has been assembled with a backing material, the following should be ensured.

a) The backing material and its adhesive should not occupy more than 25% of the area of each
tessera; the critical factor is the spread of the adhesive over the backs of the tesserae.

b) The backing material and its adhesive should not deteriorate in service and should be
compatible with the mortar or adhesive bed in accordance with the manufacturer's instructions.
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NOTE 1 Annex A contains information about mosaics.

NOTE 2 For wet areas, see BS 5385-4. For external areas, see BS 5385-2.

NOTE 3 Annex B describes the contents of BS 5385-4.

Ceramic tesserae should conform to the relevant physical proprieties given in BS EN
14411:2012, Table 1.

Before selecting a particular type of mosaic, advice about its suitability should be obtained from
the supplier.

5.4 Plaster

Plaster backgrounds to receive tiles are usually based on gypsum building plasters and should be in
accordance with BS 8481. Gypsum plasters should conform to BS EN 13279-1.

Proprietary materials should be used in accordance with the manufacturer’s instructions.

5.5 Water

Water should be fresh and clean and free of materials deleterious to mortar beds in their fresh and
hardened states (see BS EN 1008).

NOTE  Drinking water is suitable; seawater is not suitable.

All containers used for storing or carrying water should be clean.

5.6 Adhesives

Cementitious adhesives (C), dispersion adhesives (D) and reaction resin adhesives (R) should all
conform to BS EN 12004-1.

NOTE 1 For each type it is possible to have different classes, related to the different characteristics. These classes
are designated with the following abbreviations.

e 1: Normal adhesive.

o 2:Improved adhesive (meets the requirements for additional characteristic).
e F: Fast setting adhesive.

e T: Adhesive with reduced slip.

o E: Adhesive with extended open time.

The designation of the adhesive comprises the symbol of the type (C, D or R), followed by the abbreviation of the
class or classes it belongs to.

Tile adhesive classifications in accordance with BS 12004-1 are given in Table 2.
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Table 2 — Tile adhesive classifications in accordance with BS 12004-1

Characteristics Cementitious (C) Dispersion (D) Reaction Resin (R)
Basic

Normal setting C1 - -
Normal - D1 R1
Additional

Improved C2 D2 R2
Fast setting

Fast setting C1F - -
Improved fast setting C2F - -
Optional

Slip T T T
Extended open time E E -
Deformable adhesive S1 - -
Highly deformable S2 - -
adhesive

NOTE BSEN 12004-1: 2017, Table 7 lists all of the possible designations for tile adhesives when tested
according to their type (C, D or R) followed by the relevant class which the tile adhesive has met the
requirements for. There are:

12 different classes of Normal setting cementitious tile adhesives e.g. From C1 to C1TES2;

12 different classes of Fast setting cementitious tile adhesives e.g. From C1F to C1FTES2;

12 different classes of Improved cementitious tile adhesives e.g. From C2 to C2TES2;

12 different classes of Improved fast setting cementitious adhesives e.g. From C2F to C2FTES2;
4 different classes of Normal dispersion adhesives e.g. D1, D1T, D1E or D1TE;

4 different classes of Improved dispersion adhesive e.g. D2, D2T, D2E or D2TE;

2 different classes of Normal reaction resin e.g. R1 or R1T;

2 different classes of Improved reaction resin tile adhesive e.g. R2 or R2T.

Cementitious adhesives can be further characterized as either S1 or S2 as given in BS EN 12004-1,
depending upon the values achieved in the transverse deformation test in BS EN 12004-2:2017, Table
3 and the following should be used to determine the adhesive used.

a) S1and S2 categories are normally achieved by polymer modification of the adhesive. Transverse
deformation indicates the extent to which the polymer content of the adhesive has modified the
inherent brittle character of the cement, allowing it to deform further before cracking. This is
often taken as an indication that the adhesive will prevent localized stresses in the installation by
absorbing any stresses that occur between the adhesive and the background.

b) Adhesives in the S1 and S2 category are sometimes described as flexible or resilient. The term
“flexible” is not correct since flexibility implies deformation under a relatively low load, and
what is being measured here is the deformation at which failure occurs, not the deformation at
a particular load; nor is the term “resilient” correct, since resilience refers to elastic deformation
(i.e. it will reverse itself if the load is released) whereas the transverse deformation measured by
BS EN 12004-2:2017, 8.6, could well be plastic (i.e. permanent). It is advisable to think of such
materials as less brittle.

NOTE 2 This classification is not available for non-cementitious adhesives, even though they might still be

equally (or more) deformable.
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c¢) Regardless of whether transverse deformation measures flexibility, even when highly flexible
fixing materials are used, unstable backgrounds might still cause the installations to fail, the
mode of failure then probably being via broken tiles rather than adhesion failure or breakdown
of the adhesive layer. Furthermore, an adhesive which accommodates more movement in the
background will also accommodate more flexing movement in the tile above it under load
or impact, reducing the resistance of the installation to impact damage and cracking under
load, since the flexing of the poorly-supported tile could cause stresses which exceed its
breaking strength.

It should therefore always be ensured that backgrounds are sufficiently rigid and stable, so that the
tiling does not become subjected to excessive stresses leading to failure.

5.7 Wall tile profiles (tile trim)
COMMENTARY ON 5.7

Tile coverings provide durable hygienic surfaces, however tiles are rigid materials and edges are prone
to damage if left unprotected. The manufacture of ceramic tiles with glazed edges is less common these
days, therefore the body of the tile might be visible at external corners or tile edges. The purpose of a
wall tile profile is to provide both protection and decoration to exposed tile edges. A variety of designs,
materials, colours and surface finishes are available. Trim profiles are usually available for most
applications; consult the manufacturer regarding specific requirements.

Where metal or plastic preformed corner/edging trims are installed, the correct size of trim should
be carefully selected, in order to ensure that there is no "lip" formed at the joint between the trim and
adjacent tiles.

Where trims are cut or mitred at intersections, or to form a corner framing feature etc., the cut edges
should be carefully prepared to ensure that no sharp or unsightly edges are created.

NOTE  Further advice can be sought in The Tile Association document “Technical advice note 10 - Tile Trim
Profiles” [5].
5.8 Bonding agents

NOTE 1 Bonding agents are available to improve the adhesion of renderings and/or tile beds to backgrounds, the
most commonly used type being a water-based dispersion of styrene butadiene copolymer (SBR) or acrylic polymers.

Bonding agents are usually mixed with cement and sand, or more commonly with neat cement, and
should be applied as a wet slurry or stipple immediately prior to the application of the mortar.

NOTE 2 For optimum results the bonding agent could also be used as an admixture in the mortar if recommended
by the manufacturer. This gives improved compressive and tensile strength, allowing mortars to be applied in
thinner sections, thus reducing the weight of the construction.

The manufacturer’s recommendations for the particular type of bonding agent to be used and its
method of application should always be strictly followed.

5.9 Sealants and back-up materials for movement joints

5.9.1 General

Materials for movement joints should be non-rigid. They should combine the properties of resilience
and/or plasticity within the maximum temperature ranges likely to be encountered and should be
resistant to mould growth.

5.9.2 Sealants

Where joints are designed in accordance with the guidance given in BS 6093, joint sealants should be
selected and applied in accordance with the guidance given in BS 6213.
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Sealant manufacturers’ advice should be taken into account as the properties of individual sealants
can vary. A sealant should be capable of accommodating the anticipated amount of movement
without loss of adhesion to the sides of the joints and be able to withstand the normal service
conditions affecting the installation, e.g. resistant to water, ultraviolet light etc.

Where movement joints are intended to cover structural joints, and frequent movement is possible, a
sealant with a movement class of 25 should be used. For joints undergoing smaller and less frequent
movement, a class 20 or 12.5 should be used.

NOTE 1 A given extent of movement can be accommodated either by a wider joint or by the use of a more elastic
sealant, or a combination of the two; however, where a sealant with a movement class of less than 25 is selected,

the sealant might not be suitable over structural movement joints. For a given extent of movement the narrower the
joint, the higher the sealant movement class needed to accommodate the movement.

NOTE 2 Information on sealant installation is given in 6.4.4.

Plasticizers used in some sealants can cause staining of natural stone; the sealant manufacturer
should be consulted to confirm their suitability and fitness for purpose for the proposed application.
In the case of a stone with unknown properties, stain testing should be carried out.

5.9.3 Back-up materials

The compressible back-up material should be a material to which the sealant cannot adhere, or one
which can be covered with a bond breaker tape to prevent adhesion.

The back-up material in the lower part of the joint should be compatible with the sealant used, should
recover after compression and should support the sealant. It should not exude bituminous or oily
products and should not absorb excessive amounts of moisture. In particular, its compressibility
should be such that when the joint closes, the sealant is not forced out. Typical materials that should
be used include closed-cell cellular rubber and plastics, such as cellular polyethylene, some fibre
building boards, cork boards and mineral or synthetic ceramic cords or blankets

NOTE 1 Back-up materials are available in sheet, strip and cord form in a range of sizes.

NOTE 2 For further information on installing back-up materials see 6.4.3.

5.10 Grouts

5.10.1 General

Grouts should have good working characteristics (e.g. ease of cleaning from the face of the tiles) as
well as low shrinkage characteristics and good adhesion to the sides of the tiles. The class stated for a
grout should not be taken as any indication of deformability; BS EN 12004-2 describes test methods
for determining the deformability of adhesives and grouts.

5.10.2 Types of grout

Proprietary grouts should conform to BS EN 13888:2009, type CG or RG and should be one of the
following types.

a) Mixes based on cement and mineral fillers but modified by the inclusion of various additives,
including pigments and organic additives, that only require to be mixed with clean water or
the manufacturer's recommended liquid add-mix just before use, and to the recommended
consistency (CG). Additional characteristics of cementitious-based grouts include high abrasion
(A) and reduced water absorption (W).

b) Mixes based on reaction (typically epoxide) resin consisting of separate pre-gauged components
to be mixed together immediately before use (RG).
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Manufacturers’ instructions for safe handling and use should be strictly adhered to.
NOTE 1 Ready-mix/ dispersion grouts are not covered by BS EN 13888.

NOTE 2 With some types of natural stone (e.g. Onyx) the selection of any grout is critical and requires approval
from trials.

5.11 Mechanical fixing

Where tiles greater than 0.1 m? face area are required to be fixed above 3 m above floor level they
should be secured by mechanical fixings.

Where tiles are to be mechanically fixed the background should be sufficiently robust to take the
method of attachment.

6 Design
6.1 Backgrounds

6.1.1 General

The nature of the background should be established before choosing any intermediate substrate or
other preparatory treatment necessary before tiling.

NOTE 1 Table 5 contains methods of preparation and choice of materials for the various backgrounds
covered in 6.1.

NOTE 2 Some backgrounds might limit the choice of tile.

Wall substrates should be strong enough to support the weight of the ceramic tile or natural stone to
be installed and the weight of the associated adhesive bed.

The maximum weight restrictions for wall substrates are given in Table 3.

Table 3 — Weight restrictions table (Source: TTA, Sheets and Boards, 2016)

Wall substrate Maximum weight of tiling per m?
Gypsum plaster 20 kg

Gypsum plasterboard (12.5 mm thickness) 32kg

Cement:sand rendering Generally no restriction ¥
Lightweight foam-cored tile backer boards 60 kg ®

Glass reinforced cement-based boards 50 kg®

Gypsum fibreboards 40 kg?

Other rigid tile backer boards Consult manufacturer

NOTE Where multiple substrates are installed using only adhesives e.g. tile backer board bonded to plaster,
the substrate with the lowest value will determine the recommended maximum weight of tiling. In this context
tiling is defined as a tile plus its bedding and grouting material.

A Provided the rendering has sufficient composition and has been installed correctly to achieve high
strength.

B) Guide figures only. Certain boards may be capable of carrying greater weights - consult with the
manufacturer for confirmation.

The tile adhesive classifications should be in accordance with Table 4.
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