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Steel, concrete and composite bridges

Part 1. General staternent

‘Ponts en acier, ponts en beton, ponts mixtes
Partie 1. Géneéralités | : fo -

Briicken aus Stahl, Beton und Verhundbau
Teil 1. Allgemeine Angaben
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BS 5400 : Part 1 : 1978
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General. BS 5400 is a document combining codes of
practice to cover the design and construction of steel,
concrete and composite bridges and specifications for the
loads*, materials and workmanship. {tis based onthe
principles of limit state design outlined in IS0 2394
*General principles for the verification of the safety of
structures’. [t comprises the foliowing :

Part1 Generalstatement

Part2 Specification for lcads

Part3 Code of practice for design of steel bridges

Part4 Code of practice for design of concrete bridges
Part5 Code of practice for design of composite bridges
Part6 Specification for materials and workmanship,

steel

Specification for materials and workmanship,
concrete, reinforcemeant and prestressing tendons
Recommendations for materials and workmanship,
concrete, reinforcement and prestressing tendons
Part9 Code of practice for bearings

Part 10 Code of practice for fatigue

Some of the above Parts are manuals of good practice,
whilst others express requiraments in specific terms. For this
reason BS 5400 should not by reference be incorporated as
a whole into construction contracts. Certain Parts, i.e. Part 2,
Part 6 and Part 7, may be suitable for individual incorporation
by refarence, provided that care is taken to ascertain that no
provisions in such Parts conflict with other provisions in

the text of the contract.

Part 7

Part 8

.

Itis intended that the application and interpretation of

BS 5400 in design is entrusted to apprapriately qualified
and experienced chartered engineers, and that construction
Is carried out under the direction of appropriately qualified
supervisors.

As stated above, the basis of BS 5400 is limit state design,
Accordingly, it differs in principle from its predecessor,

BS 153 "Steel girder bridges’. Although the load factors
adopted are judged appropriate in the light of current
knowledge, detailed comparisons between the designs
resulting from BS 5400 and those from its predecessoi will
be possible only from the results of the use of this standard
in practice and from empirical calibration studies. The results
from these studies will enable possible adjustments to be
made at periodic intervals. Users of BS 5400 should
recognize the need for engineering judgement arising
especially from the difference in principle mentioned above.

Objective of BS 5400. The aim of BS 5400 is the achieve-
ment of acceptable levels of probability in order that the
structure being designed will not become unfit for the use
for which it is required, i.e. that it will not reach limit state
during its design life. 1t specifies certain design requirements
and a coherent set of partial safety factors for bridges in the
UKT, which combine to provide what is considered to be an
acceptably low probability of attaining the [imit states given
inclause 4.

*Thioughout BS 5400 external forces applied 10 the structure and impased defarmations such as those dua ta changes in tamperature will be
reforred to os ‘loads’ or ‘loading’ ; the stress resultants in the structure arising fromits responsa will be referred 10 as foad effects.”

1 For bridges to be designed to otherload specilications, see clauso 11,
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