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AMD 2978
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Amendment Slip No.1

published and effective from 30 April 1979

to BS 5412 : Part 5 : 1976

Specification for the performance of draw-off taps
with metal bodies for water services

BS 5413 : Part 5: 1976
Specification for the performance of draw-off taps
with plastics bodies for water services

——

Part 5. Physio-chemical characteristics : materials, coatings

Revised text

AMD 2978 Foreword
April 1979 . , , . .
In paragraph 5, line 11, after the word ‘systems’ insert the following:

‘It will normally be necessary to install bath taps and mixers
of % nominal size in order to obtain an adequate flow of
water.’
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AMD 3158
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Amendment Slip No. 2

published and effective from 29 February 1980

to BS 5412 : Part 5 : 1976

Specification for the performance of draw-off taps with
metal bodies for water services
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BS 5413 : Part5 : 1976
Specification for the performance of draw-off taps with
plastics bodies for water services

Part 5. Physio-chemical characteristics: materials; coatings

Revised text

AMD 3158 Clause 9.3 Zinc alloy (backnuts only)

February 1980 In the title, delete the words ‘(backnuts only)’ and substitute the following:
‘(only for structural components not in contact with the
supply water)’

AMD 3158 Clause 10.6 Structural components in contact with the supply water
February 1980 In line 3, delete ‘9.3".
AMD 3158 Clause 10.7 Component parts not included in 10.6
February 1980 In line 3, before ‘9.4’ insert ‘9.3".
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