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Spezifikation fir die Kennzeichnung fiir Industriearmaturen fiir allgemeine Verwendung

National foreword

This British Standard has been prepared under the direction of the Mechanical Engineering Standards Committee.

Itis identical with ISO 5209 ‘General purpose industrial valves — Marking’ published by the International Organization for
Standardization (ISO). .

This standard replaces BS 5418 : 1976, which was issued as the English language version of EN 19, a European Standard
issued by the European Committee for Standardization (CEN). Action has been taken for EN 19 to be withdrawn.

The technical content of EN 19 and 1SO 5209 is identical.
For an introduction to the subject matter of this British Standard, which would usually appear in the Foreword, see
clause 0.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Wherever the words ‘International Standard’ appear, referring to this standard, they should be read as ‘British
Standard.’
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0 INTRODUCTION

The purpose of this International Standard Is to establish
certain basic requirements for the marking of valves and to
give recommendations for additional information markings.

This International Standard has, In general, to be considered
in conjunction with the specific requirements of Inter-
national Standards for individual types of valves or any
specific requirements which may be agreed between a
manufacturer and a purchaser.

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies mandatory and
optional markings of general purpose industrial valves and

states the manner of applying the markings, i.e. on the .

body, on a flange, or on an.identification plate. Markings
on the body may be integral with the body or on a plate
securely fixed to the body. The material of this plate,
which is distinct from the identification plate mentioned
above, and the method of fixing to the body will be
specified in the International Standard for the individual
type of valve,

2 PRODUCT CLASSIFICATION AND DESIGNATION

2.1 Reguirements

As the physical size of a valve governs applicable marking
practice, different requirements.are specified for valves of
large dimensions (DN 50 and above) and for those of
smaller dimensions (smaller than DN 50}).
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2.2 Explanatory notes

2.2.1 The table lists those items which may be included
in International Standards for individual types of valve.

2.2.2 International Standards for individual types of valve
will list mandatory and optional markings and specify the
position, viz. the body, flange, or identification plate, in
which they are to appeat.

2.3 Valves of DN 50 and above

2.3.1 Items 1 to 4 in the table are mandatory and shall be
marked on the body of the valve.

2.3.2 ltems 5 and 6 are mandatory only when so specified
in the Interpational Standard appropriate to the individual
type of valve and are then to be marked on the body and
flange respectively.

2.3.3 Items 7 to 19 are optional unless specified otherwise
in the International Standard appropriate to the individual
type of valve and may, when marked, be on the body or the
identification plate.

2.4 Valves smaller than DN 50

The items which are mandatory will be defined in the

International Standard appropriate to the individual type
of valve, which will specify whether they are to be marked
on the body or on the identification plate.
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