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Foreword

This Part of BS 5466 is published under the authority of
the Surface Coatings (other than Paints) Standards
Committee. It is identical with SO 3768 — 1976 ‘Metallic
coatings — Neutral salt spray test (NSS test)’ which has
been prepared, with the active participation and approval
of the United Kingdom, by Sub-committee 7, Corrosion
tests, of Technical Committee 107, Metallic and other
non-organic coatings, of the International Organization for
Standardization (I1SO). It is intended to publish further
Parts as the international work progresses,

Terminology and conventions. The text of the
international standard has been accepted as suitable for
publication, without deviation, as a British Standard.
Certain terminology and conventions are used, however,
that are not identical with those used in British Standards.
Attention is therefore drawn to the following.
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4, Test specimens
5. Method of exposure of test specimens
6. Operating conditions
7. Duration of tests
8. Cleaning of specimens after test
9. Evaluation of results
10. Test report

- Wherever the words ‘International Standard’, refating to

this publication, appear, they should be interpreted as
‘British Standard’.

The comma has been used throughout as a decimal marker.
In British Standards it is current practice to use a full point é
{full stop on the baseline) as the decimal marker.

Cross reference. The reference to ISO 1462 (see clause 9(c))
relates to informative matter only and not to mandatory
requirements. Therefore, although there is no equivalent
British Standard for this international standard, the

validity of this British Standard is not adversely affected.
Reference may be made to BS 3746 ‘The evaluation of
results of accelerated corrosion tests on metallic coatings’
which is similar in technical content to 1SO 1462.
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