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Foreword

This British Standard has been prepared under the
direction of the Gas Standards Committee and at the
request of the technical committees responsible for
appliance standards to meet the need for a standard on gas
taps to which the latter can refer. The requirements for gas
taps such as are fitted to domestic and catering appliances
have hitherto been specified briefly in the gas appliance
standards, namely BS 1250 and BS 2512 covering 1st
family appliances and BS 2491, BS 2773, BS 2883 and

BS 4104 covering appliances operating on 3rd family gases.

Many of these are currently being revised and combined
into a new series of standards, for example, BS 5258,

BS 5314, each of which relates to 1st, 2nd and 3rd gas
families. A standard for gas taps which is similarly
applicable to the three gas families, which contains
up-to-date requirements and to which the revised and any
new appliance standards can make reference is therefore
required.

12. Marking

13. Nominal flow rate 3
14. Mechanical performance 3
15. Endurance test 4
16. Service suitability number 4
17. Finish 4

Appendices

A. Materials
B. Recommended requirements for tap applications
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Tables

1. Torque and bending moment values
2. Endurance test cycles
3. Service suitability numbers
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This British Standard recognizes that with modern
materials and methods of manufacture it is possible to
obtain safety and the desired level of performance by
designs other than those previously illustrated and in
particular without strict adherence to dimensional criteria.
However, compliance with the requirements of this

~ standard will not ensure satisfaction in use unless the

correct type of tap is selected for a particular application
and specific design features may still be required of taps
used on particular appliances (see appendix B).

This standard does not contain any specific requirements
for lubricants. Any lubricant is considered an integral part
of the tap and, as such, its long term performance is
covered by the endurance test of the tap itself.

In accordance with the British Standards Institution’s
programme of metrication, quantities given in this standard
are expressed in metric (Sl) units. Information on the SI
system will be found in BS 3763.
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AMD 4529

Amendment No. 1
published and effective from 30 April 1984

to BS 5494 : 1978

Specification for gas taps for domestic and
catering appliances

—— o

Revised text

AMD 4529 Clause 1. Scope
April 1984 In the note delete ‘(under revision)’.

AMD 4529 Clause 7.2
April 1984 In line 2, after ‘1 in 6 on diameter’, insert ‘(minimum angle of 9° 32’)" and in line 3, after ‘1in 8
on diameter’, insert ‘(minimum angle of 7° 9°)".

AMD 4529 Clause 7.6
April 1984 In line 1 delete ‘for 3rd family gas’. At the end of the sentence insert the following new
sentence.

‘If the plug can be disturbed by side loading it shall reseat
on removal of the side loading.’

AMD 4529 New clause 7.14

April 1984 After clause 7.13 insert the following new clause.

‘7.14 It shall not be possible to exert direct axial pressure
(other than spring pressure) on the plug when the operating
spindle is depressed to clear any niting arrangement.’

AMD 4529 Clause 14.4 Mechanical strength

April 1984 After paragraph 1 and immediately before table 1 insert the following new paragraph.

‘When a tap is provided with a method of mounting, for
example fixing lugs, tapped holes or pressed steel fixing
brackets, this fixing means shall be used to hold the tap
while carrying out the mechanical strength tests.

Spanner flats if provided shall be used to hold the tap when
carrying out the test specified in 14.4.1."

AMD 4529 Clause 14.4.1 Method of test: torque
April 1984 After item (e) insert the following.

‘Taps having threaded outlets for injectors of a size less than
R1/8 of BS 21 are not required to meet the requirements of
this test.’
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AMD 4529 Clause 15.2.2

April 1984 Delete the clause and renumber clauses 15.2.3 and 15.2.4 as 15.2.2 and 15.2.3 respectively.

AMD 4529 Clause 15.3.3 Procedure

April 1984 In line 2, after ‘alternately’, insert ‘with the body of the tap’.
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