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Specification for

Wall hung WC pan

Part 3. Wall hung WC pan. Materials, quality and functional
dimensions other than connecting dimensions

Spécification de cuvette de WC suspendue

Partie 3. Cuvette de WC suspendue. Materiaux, qualité et cotes fonctionnelles
a I'exception des cotes de raccordement

Spezifikation fiir Klosettbecken, wandhangend
Teil 3. Klosettbecken, wandhingend. Werkstoffe, Qualitat und zweckbedingte
Male auller der Anschlul3mal3e
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Section one. General

1. Scope

This Part of this British Standard specifies requirements
for the materials, quality, design and construction, and
functional dimensions (other than connecting dimensions)
for wall hung WC pans with either close coupled cistern or
with independent water supply.

2. References
The titles of the standards publications referred to in this
standard are listed on the back cover.

3. Marking
Wall hung WC pans manufactured to the requirements
of this standard shall be permanently marked with the
following information.

(a) The manufacturer’s name or identification mark.

(b) The number of this British Standard,

i.e. BS 5504/3.

(c) Either EN 34 or EN 38 as appropriate.
Marking shall be on the underside of the ware and shall
be capable of being seen without dismantling the appliance.

4. Inspection

The purchaser or his representative shall, if required, be
granted facilities for the purpose of carrying out
inspection prior to delivery.

5. Rejection

The purchaser shall have the option of rejecting any

WC pan purporting to meet the requirements of BS 5504 if
it fails to meet any of the requirements laid down therein.

Minor imperfections that do not affect the appearance or
efficiency of the article shall not constitute valid reasons
for rejection.

Section two. Materials and quality

6. Materials
Wall hung WC pans shall be manufactured from the
following materials.

(a) Vitreous china
NOTE. Other materials may be considered at a later date.
7. Quality

The quality of materials shall be as follows.

(a) Vitreous china. Vitreous china shall comply with
the requirements of BS 3402.

NOTE. If other materials are considered, requirements for quality
will be added at a later date.

Section three. Functional dimensions (other than
connecting dimensions)

8. General

WC pans shall comply with the functional dimensions
given in table 1 and the connecting dimensions given in
BS 5504: Part 1 [EN 34] or BS 5504: Part 2 [EN 38].

Section four. Performance requirements

9. Performance requirements flushing test
(To be considered later.)

Table 1. Dimensions (other than connecting
dimensions) for wall hung WC pans with close
coupled cistern and for wall hung WC pans with
independent water supply (see figures 1 and 2)

Reference
letter Description Dimension
mm
A* Height 400
B Distance between a vertical line | 70 max.
from the tip of back plate to
inside face of flushing rim at
back.
C Depth of water seal 50 min.
G Water surface back to front 150 min.
H Water surface side to side 110 min.
J Distance from centre of seat 420 min.
bolt holes to front of pan 445 max.
Length of opening 290 min.
Distance from centre of seat 80 max.
bolt holes to inside face of
flushing rim at back
T Top of pan to centre of outlet 1655
U Width of opening 240 min.
w Width of pan 360+ 10

* Recommended installation dimension. When the WC pan is fixed
at the recommended installation height of 400 mm (dimension A)
there shall be a minimum clearance of 50 mm from the underside
of the sump to the floor.
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