BS 5508 :1977
ISO 1946-1976

UDC 677.052.966

British Standard Specification for

Textile machinery and accessories — Condenser bobbins
for woollen spinning —Dimensions

Spécification du matériel pour l'industrie textile —
Cannelles pour laine cardée — Dimensions

Spezifikation fir die Maschinen der Textilindustrie —
Spulen fiir Streichgarn-Spinnverfahren — Mal3e

Foreword

This British Standard has been prepared under the direction of the Textile Machinery Standards Committee. It is identical
with 1SO 1946 ‘Textile machinery and accessories — Condenser bobbins for woollen spinning — Dimensions’.
Terminology. The text of the international standard has been accepted as suitable for publication, without deviation, as a
British Standard. Certain terminology is used, however, that is not identical with that used in British Standards. Attention
is therefore drawn to the following.

Where the words ‘International Standard’, relating to this publication, appear, they should be interpreted as ‘British
Standard’.
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BS 5508 : 1977

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the dimensions of condenser bobbins, with and without flanges, for woollen spinning.

2 DIMENSIONS

Dimensions in millimetres
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Form B — with flanges
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steps of 50 mm

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-5508-1977
http://www.avadocuments.com/doc/bs-5508-1977

