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Foreword

This British Standard has been prepared under the direction of the Textile Machinery Standards Committee. It is identical
with ISO 3464 ‘Textile machinery and accessories — Bearings for bottom rollers and allied dimensions — Caps with central
nose and caps with side lugs’'.

Terminology and conventions. The text of the international standard has been accepted as suitable for publication, without
deviation, as a British Standard. Certain terminology and conventions are used, however, that are not identical with those
used in British Standards. Attention is therefore drawn to the following.

Where the words ‘International Standard’, relating to this publication, appear, they should be interpreted as ‘British
Standard’.

The comma has been used throughout as a decimal marker. In British Standards it is current practice to use a full point

(a full stop on the baseline) as the decimal marker.

Cross references. For each of the following references to other international standards that are given in the text, there is an
equivalent British Standard; these are as listed below.

Reference to international standard Equivalent British Standard

ISO/R 286—1962 1SO system for limits and fits — BS 4500 1SO limits and fits

Part 1: General, tolerances and deviations Part 1 : 1969 General, tolerances and deviations

ISO 5233 Textile machinery and accessories — BS 2794 Drafting equipment for preparation and spinning
Bottom fluted rollers for drafting systems™ machinery

Part 4 Bottom fluted rollers for drafting systems™

*In course of preparation. Documents
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British Standard Specification for

Textile machinery and accessories —Bearings
for bottom rollers and allied dimensions —
Caps with central nose and caps with side lugs

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the range of bearings
for bottom rollers to be applied to spinning preparatory,
spinning and doubling (twisting) machinery, together with
the principal associated dimensions of the bottom rollers
and the roller stands.

Two types of cap are included for use with these bearings
(cap with central nose and cap with side lugs). The cap
with central nose is primarily intended for new designs.

1) At present at the stage of draft.
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2 REFERENCES

ISO/R 286, /SO system of limits and fits — Part1:
General, tolerances and deviations.

1SO 5233, Textile machinery and accessories — Bottom
fluted rollers for drafting systems.")
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