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National foreword

This Part of BS 5514 was prepared under the direction of the Machinery and Components Standards Committee and is
identical with I1SO 3046-7 : 1987 ‘Reciprocating internal combustion engines — Performance — Part 7 : Codes for engine
power’ published by the International Organization for Standardization (1SO).

BS 5514 covers the performance of reciprocating internal combustion engines. The series comprises:

Part 1 Specification for standard reference conditions and declarations of power, fuel consumption and lubricating
oil consumption;

Part 2 Test methods;

Part 3 Test measurements;

Part 4 Speed governing;

Part 5 Torsional vibrations;

Part 6 Specification for overspeed protection;

Part 7 Specification for codes for engine power.

Parts 1 to 6 supersede BS 649, BS 765, BS 2953 and BS 3109 which were withdrawn in 1979.

Terminology and conventions. The text of the international standard has been approved as suitable for publication as a
British Standard without deviation. Some terminology and certain conventions are not identical with those used in British
Standards; attention is drawn especially to the following.

Wherever the words ‘International Standard’ and ‘part of 1SO 3046’ appear, referring to this standard, they should be
read as ‘British Standard’ and ‘Part of BS 5514’ respectively.

Cross-references
International standard Corresponding British Standard

1ISO 3046-1 : 1986 BS 5514 Reciprocating internal combustion engines: Performance
Part 1 : 1987 Specification for standard reference conditions and declarations of power,
fuel consumption and lubricating oil consumption
(ldentical)

Compliance with a British Standard does not of itself confer immunity from legal obligations.
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British Standard

BS 5514 : Part 7 : 1988

Reciprocating internal combustion engines: Performance

Part 7. Specification for codes for engine power

0 Introduction

ISO 3046 covers the performance of reciprocating internal com-
bustion engines. The series comprises:

Part 1: Standard reference conditions and declarations of
power, fuel consumption and lubricating oil consumption.

Part Z: Test methods.

Part 3: Test measurements.
Part 4: Speed governing.
Part 5: Torsional vibrations.
Part 6: Overspeed protection.

Part 7: Codes for engine power.

1 Scope

This part of ISO 3046 defines codes for engine net brake power
according to ISO 3046-1, in order, where necessary, to simplify
the application of the power statements specified in ISO 3046-1
and to facilitate communication. This applies for example to
power statements used on engine data plates.

2 Field of application

This part of ISO 3046 covers reciprocating internal combustion
engines for land, rail-traction and marine use, excluding
engines used to propel agricultural tractors, road vehicles and
aircraft.

Full document details: BS 5514-7:1988

This part of ISO 3046 may be applied to engines used to propel
road construction and earth-moving machines, industrial trucks
and for other applications where no suitable International Stan-
dard for these engines exists.

NOTE — In addition to terms used in the three official ISO languages
(English, French, Russian), this International Standard gives, in the
table in clause 6, the equivalent terms in German; these have been in-
cluded at the request of Technical Committee ISO/TC 70 and are
published under the responsibility of the member body for Germany,

F.R. (DIN). However, only the terms given in the official languages can
be considered as ISO terms.

3 Reference
ISO 3046-1, Reciprocating internal combustion engines — Per-

formance — Part 1: Standard reference conditions and declara-

tions of power, fuel consumption and lubricating oil consump-
tion.

4 Relation of codes to powers according to
1SO 3046-1

According to ISO 3046-1, a statement of power shall contain:
a) the kind of statement of power;
b) the kind of power output;
c) the kind of power;

di the corresponding engine speed.
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