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Cinematography
Part 1. 8 mm film
Section 1.2 Image areas

Subsection 1.2.3 Specification for the location of the printed
image area for printing to 8 mm Type S on 16 mm motion-
picture film perforated 8 mm Type S, 1-4

Cinématographie

Partie 1. Films de 8 mm

Section 1.2 Champs d'image

Sous-section 1.2.3 Spécification de I'emplacement de |'image lors du tirage des copies 8 mm Type S
sur film 16 mm perforé 8 mm Type S, 1-4

Kinematographie

Teil 1. Filme von 8 mm

Abschnitt 1.2 Bildflachen

Unterabschnitt 1.2.3 Spezifikation fiir die Lage des Bildes beim Kopieren von Kopien 8 mm Typ S
auf Film 16 mm perforiert 8 mm Typ S, 1-4

National foreword

This British Standard is identical with ISO 1785 ‘Cinematography — Location of the printed image area for printing to
8 mm Type S on 16 mm motion-picture film perforated 8 mm Type S, 1-4". It supersedes part of BS 677 ‘Motion picture
film’, Part 3 ‘8 mm film’, which is now wholly withdrawn.

At present there are many current British Standards and 1SO standards on cinematography and others are at various
stages of completion within BSI and Technical Committee 36, Cinematography, of the International Organization for
Standardization (ISO).

An I1SO standard that has received a positive United Kingdom vote will be adopted without deviation and published
bearing a dual BS/ISO number as a Subsection of BS 5550 superseding any related British Standard. However, an existing
British Standard that is technically equivalent to an ISO standard, but contains other useful data may be retained and
would not bear a dual BS/ISO number.

It is intended to republish current British Standards on cinematography as Sections and Subsections of BS 5550 and that
BS 5550 will eventually encompass all cinematography standards arranged within this one comprehensive work.

BSI Sectional List 1, obtainable free from the BSI Sales Department, catalogues the British Standards on cinematography.
The latest edition of SL1 should be referred to particularly in this developing situation.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be interpreted as ‘British
Standard’.

Cross-references. The following international standards are referred to in the text and for each there is a corresponding
British Standard; these are as listed below:
International standard Corresponding British Standard
ISO 1781 — 1973* BS 5550 Cinematography
Subsection 1.7.1 : 1978 Specification for projector usage of 8 mm Type S motion-picture
film for direct front projection
(Identical)
ISO 1787 — 1972 BS 5550 Cinematography
Subsection 1.3.2 : 1978 Specification for camera usage of 8 mm motion-picture film
perforated Type S
(Identical)

*Since the publication of ISO 1785, ISO 1781 has been published with the revised title of ‘Cinematography — Projector usage of 8 mm
Type S motion-picture film for direct front projection’.
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BS 5550 : Subsection 1.2.3 : 1978

1 SCOPE AND FIELD OF APPLICATION 2 When producing photographic (optical) sound prints, the portion
of the printed picture area controlled by dimension A should be
This International Standard specifies the location and size restricted from intruding into the printed area of the photographic

of the 8 mm Type S printed picture image area for negative/ sound track. (See Z.2 in the Appendix).

positive and reversal printing on 16 mm motion-picture
. . . . .o, M—M
films with 8 mm Type S perforations in the 1-4 position. D
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2 REFERENCES
ISO 1781, Cinematography — Projector usage of 8 mm
motion-picture film perforated 8 mm Type S for direct D -1 []
front projection. (At present at the stage of Draft.) c -t
1ISO 1787, Cinematography — Camera usage of 8 mm /’T‘:“— —"\) - p) ~
motion-picture film perforated 8 mm Type S. | FARN | ©
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3 DIMENSIONS AND CHARACTERISTICS s—
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3.1 The dimensions shall be as referred to in the drawing Either edge for reference

and given in the table.

3.2 Two imagesAmaY pe printed on this film. The image Dimension mm in
on the left-hand side, is inverted and symmetrical to that on
the right-hand side. The dimensions for this image, how- A 7.16 min. 0.282 min.
ever, are taken from the left-hand edge of the film which 8 422 o 0.166 0
then becomes the reference edge. “%-o0.08 ' -0.003
1.47 max. 0.058 max.

NOTES

H 998 + 0.05 0.393 + 0.002
1 The corners of the image may be rounded with a radius of
0.13 mm (0.005 in) or less. d and e shall differ from each other by no more than 0.20 mm.

APPENDIX

Z.1 Intheuse of 8mm Type S film, the same perforation is used to position the film for camera exposure and for projection
[minus two (= 2) from the perforation adjacent to the image at the aperture]. This is recommended to improve steadiness
through canceliation of perforation variables. A motion-picture processing laboratory should take this factor into account
where step printers are used in the preparation of release prints. Pertinent information is given in ISO 1781 and ISO 1787.

Z.2 When a photographic sound record is included on the print, a recommended maximum value for dimension A of
7.20 mm (0.283 5 in) should be considered. This value should provide a reasonable tolerance for the protection of the pri-
mary image area while establishing an available area for the development of photographic sound documents.
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