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Cinematography

Part 2. 16 mm film
Section 2.1 Raw stock

Subsection 2.1.2 Specification for cutting and perforating dimensions
of 35 mm motion-picture film perforated (1-3-0)

Cinématographie

Partie 2. Films de 16 mm

Section 2.1 Films vierges

Sous-section 2.1.2 Spécification des dimensions de coupe et de perforation des films
cinématographiques de 35 mm a perforations (1-3-0)

Kinematographie

Teil 2. Filme von 16 mm

Abschnitt 2.1 Unbenutzte Filme

Unterabschnitt 2.1.2 Spezifikation fiir die Schnitt- und Durchlochungsabmessungen von
kinematographischem Film, 35 mm, perforiert (1-3-0)

National foreword

This British Standard is identical with 1SO 3022 ‘Cinematography — 35 mm motion-picture film perforated 16 mm
(1-3-0) — Cutting and perforating dimensions’.

At present there are many current British Standards and 1SO standards on cinematography and others are at various stages
of completion within BSI and Technical Committee 36, Cinematography, of the International Organization for Standard-
ization (1SO).

An I1SO standard that has received a positive United Kingdom vote will be adopted without deviation and published
bearing a dual BS/ISO number as a Subsection of BS 5550 superseding any related British Standard. However, an existing
British Standz_ard that is technically equivalent to an 1SO standard, but contains other useful data, may be retained and
would not bear a dual BS/ISO number.

It is intended to republish current British Standards on cinematography as Sections and Subsections of BS 5550 and that
BS 5550 will eventually encompass all cinematograph standards arranged within this one comprehensive work.

BSI Sectional List 1, obtainable free from the BSI Sales Department, catalogues the British Standards on cinematography.
The latest edition of SL 1 should be referred to particularly in this developing situation.

Terminology and conventions. The text of the international standard has been approved as suitable for publication,
without deviation, as a British Standard. Some terminology and certain conventions are not identical with those used in
British Standards; attention is especially drawn to the following.

Where the words ‘International Standard’ appear, referring to this standard, they should be interpreted as ‘British
Standard’.

The comma has been used in some places as a decimal marker. In British Standards it is current practice to use a full point
on the baseline as the decimal marker.

Cross-references. The following international standards are referred to in the text and for each there is a corresponding
British Standard; these are as listed below:

International standard Corresponding British Standard

ISO/R 129-1959 BS 308 Engineering drawing practice
Part 2 : 1972 Dimensioning and tolerancing of size (technically equivalent)

ISO 543-1974 BS 5550 Cinematography
Subsection 5.1.1 : 1978 Definition, testing and marking of motion-picture safety film
(identical)

o
‘
Lo Xy

Lo octimant Sharing Bl
NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW et
———————————— BitiSh Standards

b

Full document details: BS 5550-2.1.2:1978


http://www.avadocuments.com/doc/bs-5550-2-1-2-1978
http://www.avadocuments.com/doc/bs-5550-2-1-2-1978

BS 5550 : Subsection 2.1.2 : 1978

The remaining international standard listed in clause 2 is given for information purposes only. It is being implemented as a
Subsection of BS 5550; the relevant BS number is as given below:

1SO 69-1972

*In course of preparation.

1 SCOPE AND FIELD OF APPLICATION

This International Standard specifies the cutting and
perforating dimensions for 35 mm motion-picture raw
stock with three rows of 16 mm perforations in positions
1-3-0, as well as the width of the 16 mm strip after
processing and slitting the print stock.

2 REFERENCES

1SO 69, Cinematography — 16 mm motion-picture raw
stock film — Cutting and perforating dimensions.

ISO/R 129, Engineering drawing — Dimensioning.

1SO 543, Cinematography — Motion-picture safety film —
Definition, testing and marking.
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BS 5550 : Subsection 2.1.1% (currently BS 4526 : Part 2 : 1969 corresponds)

3 DIMENSIONS

The dimensions and tolerances shall be as specified in the
figure and table; they apply to safety raw stock film as
defined in 1SO 543, immediately after cutting and
perforating.

If required by usage, the manufacturer should indicate the
atmospheric conditions applied to the dimensional control
at the time of cutting and perforating.

NOTE — The perforations in the O row are discarded after slitting
two strips of nominal 16 mm width from the processed print stock.
The O discard row of perforations should therefore be provided with
a visual means of identification (such as ink or round holes). If
round holes are used for identification, a 1,0 mm (0.04 in) nominal
diameter is suggested and the frequency of occurrence should be
between at least every fifth set of perforations.

Dimension mm in
A 34,975 + 0,025 1.377 +0.001
A 15,93 + 0,05 0.627 + 0.002
B 7,620+ 0,010 0,300 0 + 0.000 4
B 7,605 : 0,010 0.299 4 + 0.000 4
C 1,830 + 0,010 0.072 0 + 0.0004
D 1,270 + 0,010 0.050 0 + 0.000 4
Exr 0,90 + 0,05 0.0355 + 0.0020
G 0,025 max. 0.001 0 max.
L 7620 +0,8 30.00 + 0.03
L) *) 7605 + 0,8 29.94 + 0.03
m 15,95 + 0,03 0.628 +0.0010
N 31,34 +0,03 1.234 +0.0010
R 0,25 +0,03 0.010 +0.0010

¥

Dimensions B and L' (short perforation pitch) are provided to
fulfil the requirements of continuous sprocket contact printing.

P

Dimensions L and L' represent the length of any 100
consecutive perforation intervals.

**E

Dimension £ in inches has been taken to one additional
decimal place for greater accuracy. There are several dimensions in
the table for which the tolerances of parts are limited by other
tolerances, and where this occurs, the exclusion provided in
sub-clause 1.2.5 of ISO/R 129 shall apply.
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