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BS 5550 : Subsection 2.2.4 : 1982

National foreword

This British Standard is identical with 1SO 5768-1981
‘Cinematography — Image produced by camera aperture
Type W on 16 mm motion-picture film — Position and
dimensions’, published by the International Organization
for Standardization (ISO).

Terminology and conventions. The text of the
international standard has been approved as suitable for
publication as a British Standard without deviation.

Some terminology and certain conventions are not identical
with those used in British Standards; attention is especially
drawn to the following.

The comma has been used as a decimal marker for metric
units. In British Standards it is current practice to use a full
point on the baseline as the decimal marker.

Wherever the words ‘International Standard’ appear,
referring to this standard, they should be read as ‘British
Standard’.

Cross-references

Corresponding British Standard

BS 5550 Cinematography
Subsection 2.3.1 : 1978
Specification for camera usage of
16 mm motion-picture film
(Identical)

International standard

1SO 25-1976

*The references given in clause 2 are for information purposes only.

1SO 69-1972 BS 5550 : Subsection 2.1.1 : 1980t
Specification for dimensions of
16 mm motion-picture film
(Technically equivalent)

1ISO 466-1976 BS 5550 : Subsection 2.2.1 : 1978

Specification for position and
dimensions of the image produced
by 16 mm motion-picture camera
aperture

(Identical)

BS 5550 : Subsection 3.2.3 : 1978
Specification for positions and
dimensions of the picture image
area and photographic sound
record on 35 mm motion-picture
release prints

(Identical)

The Technical Committee has reviewed the provisions of
ISO 358-1975 and has agreed that they are acceptable for
use in conjunction with this standard. A related British
Standard is BS 5550 : Subsection 3.2.4 : 1978 ‘Specification
for aspect ratios for 36 mm motion-picture film'.

1SO 2939-1975

Documents

+This standard was previously numbered BS 4526 : Part 2 and has been renumbered by amendment. -
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British Standard
Cinematography

Part 2. 16 mm film
Section 2.2 Image areas

Subsection 2.2.4 Specification for the position and dimensions of the image produced by camera

aperture Type W on 16 mm motion-picture film

1 Scope and field of application

1.1 This International Standard specifies the dimensions and
location of the image area produced by the camera aperture
Type W on 16 mm motion-picture film intended for obtaining
35 mm release prints with the picture masked to aspect ratio
1,66 : 1.

1.2 This International Standard also specifies the dimensions
and location of the image area on 35 mm duplicate negative
and the enlargement ratio in optical printing from a 16 mm
original.

Full document details: BS 5550-2.2.4:1982

2 References

1SO 25, Cinématography — Camera usage of 16 mm motion-
picture film — Specifications.

ISO 69, Cinematography — 16 mm motion-picture raw stock
— Cutting and perforating dimensions.

ISO 358, Cinematography — Maximum aspect ratio of projec-
tor aperture for projection of 35 mm non-anamorphic motion-
picture films — Specifications.

ISO 466, Cinematography — Image produced by 16 mm
motion-picture camera aperture — Position and dimensions.

1SO 2939, Cinematography — Picture image area and
photographic sound record on 35 mm motion-picture release
prints — Position and dimensions.
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